
3.0SMCJ SERIES
Surface Mount Transient Voltage Suppressors 

Features

* Glass passivated chip

* 3000 W peak pulse power capability with a 10/1000

  us waveform, repetitive rate (duty cycle):0.01 %

* Excellent clamping capability

* Low reverse leakage

* Very fast response time

MIN MAX MIN MAX

A 0.081 0.106 2.06 2.7

B 0.108 0.128 2.75 3.25

C --- 0.008 --- 0.203

E 0.030 0.060 0.76 1.52

G 0.291 0.331 7.4 8.4

H 0.256 0.280 6.50 7.11

I 0.006 0.012 0.152 0.305

J 0.217 0.245 5.5 6.22

Mechanical Data

* Case: DO-214AB/(SMC) Molded plastic

* Lead: Solderable per MIL-STD-750, method 2026

* Epoxy: UL 94V-0 rate flame retardant

* Polarity: Color band denotes cathode end except Bipolar

* Mounting position: Any

Maximum Ratings and Electrical Characteristics  (TA=25℃ unless otherwise noted)

Note: 1) Non-repetitive current pulse per Fig.5 and derated above TA= 25 °C per Fig.1；

         2) Measured on 8.3 ms single half sine-wave or equivalent square wave, duty cycle = 4 pulses per minute maximum；

         3) VF<3.5V for devices of VBR<200V and VF<6.5V for devices of VBR>201V.
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Parameter Symbols Value Unit

Peak power dissipation with a 10/1000 us waveform(1) PPP 3000 W

Peak pulse current wih a 10/1000 us waveform(1) IPP See Next Table A

Power dissipation on infinite heatsink at TL = 75 °C PD 6.5 W

Peak forward surge current, 8.3 ms single half sinewave

unidirectional only
(2) IFSM 300 A

Maximum instantaneous forward voltage at 100 A for

unidirectional only
(3) VF 3.5/6.5 V

Operating junction and storage temperature range TJ / TSTG -55 to +150 ℃
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Surface Mount Transient Voltage Suppressors 

Electrical Characteristics  (TA=25℃ unless otherwise noted)
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Reverse Stand-

off Voltage

Test

Current

Max. Clamping

Voltage @ IPP

Max. Peak

Pulse

Current

Max. Reverse

Leakage @ VRWM

UNI-POLAR BI-POLAR VRWM(V) Min.(V) Max.(V) IT(mA) VC MAX.(V) IPP(A) IR(uA)

3.0SMCJ5.0A 3.0SMCJ5.0CA 5 6.4 7 10 9.2 326.1 800

3.0SMCJ6.0A 3.0SMCJ6.0CA 6 6.67 7.37 10 10.3 291.3 800

3.0SMCJ6.5A 3.0SMCJ6.5CA 6.5 7.22 7.98 10 11.2 267.9 500

3.0SMCJ7.0A 3.0SMCJ7.0CA 7 7.78 8.6 10 12 250 200

3.0SMCJ7.5A 3.0SMCJ7.5CA 7.5 8.33 9.21 1 12.9 232.6 100

3.0SMCJ8.0A 3.0SMCJ8.0CA 8 8.89 9.83 1 13.6 220.6 50

3.0SMCJ8.5A 3.0SMCJ8.5CA 8.5 9.44 10.4 1 14.4 208.3 20

3.0SMCJ9.0A 3.0SMCJ9.0CA 9 10 11.1 1 15.4 194.8 10

3.0SMCJ10A 3.0SMCJ10CA 10 11.1 12.3 1 17 176.5 5

3.0SMCJ11A 3.0SMCJ11CA 11 12.2 13.5 1 18.2 164.8 1

3.0SMCJ12A 3.0SMCJ12CA 12 13.3 14.7 1 19.9 150.8 1

3.0SMCJ13A 3.0SMCJ13CA 13 14.4 15.9 1 21.5 139.5 1

3.0SMCJ14A 3.0SMCJ14CA 14 15.6 17.2 1 23.2 129.3 1

3.0SMCJ15A 3.0SMCJ15CA 15 16.7 18.5 1 24.4 123 1

3.0SMCJ16A 3.0SMCJ16CA 16 17.8 19.7 1 26 115.4 1

3.0SMCJ17A 3.0SMCJ17CA 17 18.9 20.9 1 27.6 108.7 1

3.0SMCJ18A 3.0SMCJ18CA 18 20 22.1 1 29.2 102.7 1

3.0SMCJ20A 3.0SMCJ20CA 20 22.2 24.5 1 32.4 92.6 1

3.0SMCJ22A 3.0SMCJ22CA 22 24.4 26.9 1 35.5 84.5 1

3.0SMCJ24A 3.0SMCJ24CA 24 26.7 29.5 1 38.9 77.1 1

3.0SMCJ26A 3.0SMCJ26CA 26 28.9 31.9 1 42.1 71.3 1

3.0SMCJ28A 3.0SMCJ28CA 28 31.1 34.4 1 45.4 66.1 1

3.0SMCJ30A 3.0SMCJ30CA 30 33.5 36.8 1 48.4 62 1

3.0SMCJ33A 3.0SMCJ33CA 33 36.7 40.6 1 53.3 56.3 1

3.0SMCJ36A 3.0SMCJ36CA 36 40 44.2 1 58.1 51.6 1

3.0SMCJ40A 3.0SMCJ40CA 40 44.4 49.1 1 64.5 46.5 1

3.0SMCJ43A 3.0SMCJ43CA 43 47.8 52.8 1 69.4 43.2 1

3.0SMCJ45A 3.0SMCJ45CA 45 50 55.3 1 72.7 41.3 1

3.0SMCJ48A 3.0SMCJ48CA 48 53.3 58.9 1 77.4 38.8 1

3.0SMCJ51A 3.0SMCJ51CA 51 56.7 62.7 1 82.4 36.4 1

3.0SMCJ54A 3.0SMCJ54CA 54 60 66.3 1 87.1 34.4 1

3.0SMCJ58A 3.0SMCJ58CA 58 64.4 71.2 1 93.6 32.1 1

3.0SMCJ60A 3.0SMCJ60CA 60 66.7 73.7 1 96.8 31 1

3.0SMCJ64A 3.0SMCJ64CA 64 71.1 78.6 1 103 29.1 1

3.0SMCJ70A 3.0SMCJ70CA 70 77.8 86 1 113 26.5 1

3.0SMCJ75A 3.0SMCJ75CA 75 83.3 92.1 1 121 24.8 1

3.0SMCJ78A 3.0SMCJ78CA 78 86.7 95.8 1 126 23.8 1

3.0SMCJ85A 3.0SMCJ85CA 85 94.4 104 1 137 21.9 1

3.0SMCJ90A 3.0SMCJ90CA 90 100 111 1 146 20.5 1

3.0SMCJ100A 3.0SMCJ100CA 100 111 123 1 162 18.5 1

3.0SMCJ110A 3.0SMCJ110CA 110 122 135 1 177 16.9 1

3.0SMCJ120A 3.0SMCJ120CA 120 133 147 1 193 15.5 1

3.0SMCJ130A 3.0SMCJ130CA 130 144 159 1 209 14.4 1

3.0SMCJ150A 3.0SMCJ150CA 150 167 185 1 243 12.3 1

3.0SMCJ160A 3.0SMCJ160CA 160 178 197 1 259 11.6 1

3.0SMCJ170A 3.0SMCJ170CA 170 189 209 1 275 10.9 1

3.0SMCJ180A 3.0SMCJ180CA 180 201 222 1 292 10.3 1

3.0SMCJ190A 3.0SMCJ190CA 190 209 243 1 308 9.7 1

3.0SMCJ200A 3.0SMCJ200CA 200 224 247 1 324 9.3 1

3.0SMCJ210A 3.0SMCJ210CA 210 231 268 1 340 8.8 1

3.0SMCJ220A 3.0SMCJ220CA 220 246 272 1 356 8.4 1

3.0SMCJ250A 250 279 309 1 405 7.4 1

3.0SMCJ300A 300 335 371 1 486 6.2 1

3.0SMCJ350A 350 391 432 1 567 5.3 1

3.0SMCJ400A 400 447 494 1 648 4.6 1

3.0SMCJ440A 440 492 543 1 713 4.2 1

Part Number
Breakdown Voltage

VBR @ IT
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Ratings and Characteristic Curves
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Ordering Information
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Packing

3.0SMCJ SERIES DO-214AB (SMC) R30 3000pcs/Reel

Disclaimer

Specifications of the products displayed herein are subject to change without notice. JGD or anyone on its

behalf,assumes no responsibility or liability for any errors inaccuracies.

Information contained herein is intended to provide a product description only. No license, express or implied,to

any intellectual property rights is granted by this document. Except as provided in JGD's terms and conditions of

sale for such products, JGD assumes no liability whatsoever, and disclaims any express or implied

warranty,relating to sale and/or use of JGD products including liability or warranties relating to fitness for a

particular purpose,merchantability, or infringement of any patent, copyright, or other intellectual property right.

The products shown herein are not designed for use in medical, life-saving, or life-sustaining

applications.Customers using or seling these products for use in such applications do so at their own risk and

agree to fully indemnify JGD for any damages resulting from such improper use or sale.

Part No. Package Packing Code


