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1SS417TM

HIGH SPEED SWITCHING APPLICATION

FEATURES

• Small package

• Low forward voltage : VF(3)=0.56V(typ.)

• Low reverse current : I R=5µA (Max.)

•  In compliance with EU RoHS 2002/95/EC directives

MECHANICAL DATA

  •  Case : SOD-923, Plastic

  •  Terminals : Solderable per MIL-STD-750, Method 2026

  •  Approx. Weight : 0.0004gram

  •  Marking : 4

MAXIMUM RATINGS (TA=25oC)

ELECTRICAL CHARACTERISTICS (TA=25oC)

0.034(0.85)

0.029(0.75)

0
.0

2
6

(0
.6

5
)

0
.0

2
1

(0
.5

5
)

0.018(0.45)

0.013(0.35)

0
.0

1
0

(0
.2

5
)

0
.0

0
5

(0
.1

5
)

0
.0

0
7

(0
.1

8
)

0
.0

0
3

(0
.0

8
)

0.042(1.05)

0.037(0.95)

S O D - 9 2 3

CITSIRETCARAHC LOBMYS GNITAR TINU

egatloVesreveR)kaeP(mumixaM V RM 54 V

egatloVesreveR V R 04 V

tnerruCdrawroF)kaeP(mumixaM I FS M 002 Am

tnerruCdrawroFegarevA I O 001 Am

)sm01(tnerruCegruS I FS M 1 A

noitapissidrewoP P 001 Wm

erutarepmeTegarotSdnanoitcnuJgnitarepO
egnaR TJ T, S TG 521+ot55- OC

CITSIRETCARAHC LOBMYS SNOITIDNOCTSET NIM PYT XAM TINU

egatloVdrawroF

VF1 I F = 1mA - 82.0 -

VVF2 I F = 01 mA - 63.0 -

VF3 I F = 05 mA - 65.0 26.0

tnerruCesreveR I R VR = 04 V - - 5 µA

ecnaticapaCnoitcnuJ CJ VR = zHM1=f,0 - 51 - Fp



PAGE  .  2REV.0.1-FEB.24.2009

1SS417TM

J
U

N
C

T
IO

N
C

A
P

A
C

IT
A

N
C

E
C

J

J

    

J

    



PAGE  .  3REV.0.1-FEB.24.2009

MOUNTING PAD LAYOUT

•  Packing information

   T/R - 8K per 7" plastic Reel

ORDER INFORMATION

LEGAL STATEMENT

Copyright PanJit International, Inc 2009
The information presented in this document is believed to be accurate and reliable. The specifications and information herein

are subject to change without notice. Pan Jit makes no warranty, representation or guarantee regarding the suitability of its

products for any particular purpose. Pan Jit products are not authorized for use in life support devices or systems. Pan Jit

does not convey any license under its patent rights or rights of others.
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