SMD
POWER INDUCTORS

MODEL NO. :SMI-42 SERIES (DO1608C COMPATIBLE)
FEATURES:
* SUPERICH QUALITY FROM

AN AUTOMATED PRODUCTION LINE.
* PICK AND PLACE COMPATIBLE.
* TAPE AND REEL PACKING.

APPLICATION :
* NOTEBOOK COMPUTERS. * DIGITAL STILL CAMERAS. *DC-AC INVERFTERS.
* ELECTRONICS DICTIONARIES *CABLE MODEM
ELECTRICAL SPECIFICATION: PHYSICAL DIMENSION :
{UNIT:mm)
E] DCR lsal I
PART  NO, P EAHG MA [ADC) (Arms)
[ HE 20%) ()

SMi42R0 | 1.0 0.08 280 2.0 [ A

SMi-az-1Ra 15 0.05 260 | 28 i

SMI-42-2R2 X 0.07 230 | 24 e

SMI-42-3R3 3.3 0.08 2.00 2.0 _

SMIA2-4R7 i7 0.08 150 15 '

SMI-42-6F8 5.8 0.13 1.20 1.4 _

SMI-42-100 10 0.16 110 1 = I -

3M|-42-150 15 0.23 0.80 1.2 e - o

SMI-42-220 22 0.3/ 0.70 0.8

SMI-42-330 38 0.5 0.58 06 oo gt | me——

SMI-42-470 a7 0.64 0.50 0.5 SR

SM-42-680 88 0.86 0.40 0.4

SM-42-101 100 1.27 0.31 o3

SMi42-151 | 150 2.00 027 0.25 -—_4-.:3.2 i I B =

SMi-azz21 220 2.65 0.22 b2

G455 0 580 518 X TOLERANCE:£0.30 PCH FPATTEEN

SM-42-471 470 5.06 016 0.6 |

SMI-42-681 A80 9.20 0.14 0.12

aMi-42-102 1000 13.8 0.10 0.07

MOTE(1):-TEST FREQUENCY: 100KHZ,0.1VRMS.
NOTE():THIS INDICATES THE VALUE OF CURRENT WHEN THE INDUCTAMCE 13 10% LOWER THAMN ITS INITIAL VALUE AT
D.C: CURRENT WHEN AT AT=L0CWHICHEVER 1S LOWER,

3.56 —



