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TOSHIBA TMP87C814/H14/K14/M14

Document Change Notification

The purpose of this notification is to inform customers about the launch of the Pb-free version of the
device. The introduction of a Pb-free replacement affects the datasheet. Please~understand that this
notification is intended as a temporary substitute for a revision of the datasheet:

Changes to the datasheet may include the following, though net-all\of{thém may apply to this
particular device.

1. Part number
Example: TMPxxxxxxF - TMPxxxxxxFG

All references to the previous part number weré Jeft unchanged i body text. The new
part number is indicated on the prelims pages4cover page and’this notification).

2. Package code and package dimensiong
Example: LQFP100-P-1414-0.50C > _LQFP100-P-1414-0.50F

All references to the previous packagecodé and package dimensions were left unchanged
in body text. The new ones are-indicated on the prelims pages:

3. Addition of notes on lead'solderability
Now that the deviceis’Pb-free, notes on lead solderability have been added.

4. RESTRICTIONS ON PRODUCT USE

The previous (ebsolete) provision might beleft unchanged on page 1 of body text. A new
replacement is included on the next page.

5. Publication date of the/datasheet

The publication date at thelower right corner of the prelims pages applies to the new
device.
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TOSHIBA

TMP87C814/H14/K14/M14

1. Part number

2. Package code and dimensions

Prewpus Part Number Prewqus Package Code New Part Number | New Package Code oTP
(in Body Text) (in Body Text)
TMP87C814N SDIP64-P-750-1.78 TMP87C814NG SDIP64-P-750-1.78 TMP87PM14NG
TMP87C814F QFP64-P-1420-1.00A TMP87C814FG QFP64-P-1420-1.00A Y| TMP87PM14FG
TMP87CH14N SDIP64-P-750-1.78 TMP87CH14NG SDIP64-P-750-1.78 TMP87PM14NG
TMP87CH14F QFP64-P-1420-1.00A TMP87CH14FG QFP64{P,1420-1.00A [ TMP87PM14FG
TMP87CK14N SDIP64-P-750-1.78 TMP87CK14NG SDIPB4-P-750-1.78 TMP87PM14NG
TMP87CK14F QFP64-P-1420-1.00A TMP87CK14FG QFP64-P-1420-1.00A | TMP87PM14FG
TMP87CM14N SDIP64-P-750-1.78 TMP87CM14NG SDIP64-R/750-1.78 TMP87PM14NG
TMP87CM14F QFP64-P-1420-1.00A TMP87CM14FG QFPB4-P‘1420-1.00A [ TMP87PM14FG

*: For the dimensions of the new package, see the attached Package Dimensions didgram:

3. Addition of notes on lead solderability

The following solderability test is conducted on the'\new deyice.

Lead solderability of Pb-free devices (with the G suffix)

Test

Test Conditions

Remark

Solderability

(1) Use of Lead (Pb)
-solder bath temperature = 2309C
-dipping time = 5 seconds
-the number of times = once
-use of R-type flux
(2) Use of Lead (Pb)-Free
-solder bath temperature =245°C
-dipping time = 5 seconds
-the number of times'=once
-use of R-typeflux

Leads with over 95% solder coverage
till lead forming are acceptable.

II
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TOSHIBA TMP87C814/H14/K14/M14

4, RESTRICTIONS ON PRODUCT USE
The following replaces the “RESTRICTIONS ON PRODUCT USE” on page 1 of body text.

RESTRICTIONS ON PRODUCT USE 20070701-EN

¢ The information contained herein is subject to change without notice.

e TOSHIBA is continually working to improve the quality and reliability of its products. Nevértheless; semiconductor

devices in general can malfunction or fail due to their inherent electrical sensitivity and vulnerability to physical
stress. It is the responsibility of the buyer, when utilizing TOSHIBA products, to comply-with-the standards of safety
in making a safe design for the entire system, and to avoid situations in which a malfunction or failure of such
TOSHIBA products could cause loss of human life, bodily injury or damage'to propetty,
In developing your designs, please ensure that TOSHIBA products are used within specified operating ranges as
set forth in the most recent TOSHIBA products specifications. Also, please keep_in-mind the precautions and
conditions set forth in the “Handling Guide for Semiconductor Devices,” of TTOSHIBA Semiconductor Reliability
Handbook” etc.

e The TOSHIBA products listed in this document are intended for usage in general-glectronics applications (computer,
personal equipment, office equipment, measuring equipment, industrial robeties, domestic appliangés, etc.).These
TOSHIBA products are neither intended nor warranted for usage in/equipment that requires extraordinarily high
quality and/or reliability or a malfunction or failure of which may cause loss of human life. ok bodily-injury
(“Unintended Usage”). Unintended Usage include atomic energy-controh instruments, airplane~or-spaceship
instruments, transportation instruments, traffic signal instruments,/combustion control /instruments,/ medical
instruments, all types of safety devices, etc.. Unintended Usage 'of TOSHIBA produgts, listed in_his decument shall
be made at the customer’s own risk.

e The products described in this document shall not be used,or. émbedded to any downstream products of which
manufacture, use and/or sale are prohibited under any applicablelaws and regulations:

e The information contained herein is presented only as a/guide for the applications of Our products. No responsibility
is assumed by TOSHIBA for any infringements of patents or other rights of the third parties which may result from its
use. No license is granted by implication or otherwise under any patents or other rights-of TOSHIBA or the third
parties.

e Please contact your sales representative for product-by-product details in( this document regarding RoHS
compatibility. Please use these products in this document in'compliance-with all'applicable laws and regulations that
regulate the inclusion or use of controlled substances:Joshiba assumesna_liability-for-damage or losses occurring
as a result of noncompliance with applicable laws-and regulations/

e For a discussion of how the reliability of mierocentrellers can be predicted, please\refer to Section 1.3 of the chapter
entitled Quality and Reliability Assurance/Handling Precautions.

5. Publication date of the datasheet

The publication date of this.datasheet is printed-at the lower right corner of this notification.

111 2008-03-06



TOSHIBA TMP87C814/H14/K14/M14

(Annex)

Package Dimensions

SDIP64-P-750-1.78

Unit: mm
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TOSHIBA TMP87C814/H14/K14/M14

QFP64-P-1420-1.00A

Unit: mm
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TOSHIBA TMP87C814/H14/K14/M14

CMOS 8-Bit Microcontroller

TMP87C814N/F, TMP87CH14N/F, TMP87CK14N/F, TMP87CM14N/F

The 87C814/H14/K14/M 14 are the high speed and high performance 8-bit single chip microcomputers. These
MCU contain 8-bit A/D conversion inputs and a VFT (Vacuum Fluorescent Tube) driveren/a/chip.

Part No. ROM RAM Package QTP MCU
TMP87C814N/F 8 K x 8-bit .
-}R/I-I;8-7-C-I-|-‘I-4-I\l-/; """ 1-6-|2- -8- E)'-t- 1 512 x 8-bit P-SDIP64-750-1.78
B Ty s e e B R SR TMP87PM14N/F
TMP87CK14N/F 24 K x 8-bit

o ——omi oLl SSLAZUTSIL ol 1024 x8-bit | P-QFP64-142041.00A
TMP87CM 14N/F 32 K x 8-bit

Features
@ 8-bit single chip microcomputer TLCS-870 Series
@ Instruction execution time: 0.5 s (at 8 MHz), 122 us (at 32,768 kHz) P-SDIP64-750-1.78
@412 basic instructions
® Multiplication and Division (8 bits x 8 bits, 16 bits + 8 bits) 25
® Bit manipulations (Set/Clear/Complement/Move/Test/Exclusive or)
® 16-bit data operations
® 1-byte jump/subroutine-call (Short relative jump/ ¥ecter call)
@ 13 interruptsources (External: 5, Internal: 8)
® All sources have independent latches each,
and nested interrupt control is available.

TMP87C814N

® 3 edge-selectable external interruptswithnoise reject TMP87CH14N
® High-speed task switching by register bank changeover TMP87CK14N

@38 Input/Output ports (55 pins) mgg;gmm
® Input/Qutput: 8 ports (55 pins)

@ Two 16-bit Timer/Counters
® Timer, Eventcounter, Programmable pulse generator output,
Pulse width measurement, External trigger timer, Window modes.
@ Two 8-bit Timer/Counters
® Timer, Eventcounter, PWM output, Programmable divideroutput |P-QFP64-1420-1.00A
modes
@ Time Base Timer (Interrupt freéquency: 1Hzto 16 kHz)
@ Divider output function (frequéency:) 1kHzto 8 kHz)
@ Watchdog Timer
® Interrupt sourcef/resetoutput{programmable)
@ 8-bit Serial Interface: T¢hannel
® With 8 bytes transmit/receive data buffer

® Internal/external serialclock, and 4/8-bit mode TMVIP87C814F

@ 8-bit successive approximate type A/D converter with sample and TMP87CH14F
hold TMP87CK14F

® 8 analog inputs TMP87CM 14F

® Conversion time:23 us at 8 MHz TMIP87PM14F

@ D/A conversion (Pulse Width Modulation) output
® 14-hit reselution (1 channel)

980910EBP1

@ For a discussion of how the reliability of microcontrollers can be predicted, please refer to Section 1.3 of the chapter
entitled Quality and Reliability Assurance/Handling Precautions.

@ TOSHIBA is continually working to improve the quality and the reliability of its products. Nevertheless, semiconductor
devices in general can malfunction or fail due to their inherent electrical sensitivity and vulnerability to physical stress.
It is the responsibility of the buyer, when utilizing TOSHIBA products, to observe standards of safety, and to avoid
situations in which a malfunction or failure of a TOSHIBA product could cause loss of human life, bodily injury or
damage to property. In developing your designs, please ensure that TOSHIBA products are used within specified
operating ranges as set forth in the most recent products specifications. Also, please keep in mind the precautions
and conditions set forth in the TOSHIBA Semiconductor Reliability Handbook.

@ The products described in this document are subject to the foreign exchange and foreign trade laws.

@ The information contained herein is presented only as a guide for the applications of our products. No responsibility
is assumed by TOSHIBA CORPORATION for any infringements of intellectual property or other rights of the third
parties which may result from its use. No license is granted by implication or otherwise under any intellectual
property or other rights of TOSHIBA CORPORATION or others.

@ The information contained herein is subject to change without notice.
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TOSHIBA TMP87C814/H14/K14/M14

@ Vacuum Fluorescent Tube Driver (automatic display)
® High breakdown voltage ports (max. 40 V x 24 bits)
@ Dual clock operation
® Single/Dual-clock mode (option)
@ Five Power saving operating modes
® STOP mode: Oscillation stops. Battery / Capacitor back-up. Port
output hold/High-impedance.
® SLOW mode: Low power consumption operation using
low-frequency clock (32.768 kHz).
® |IDLE1 mode: CPU stops, and Peripherals operate using high-frequency ¢leck. Release by interrupts.
® IDLE2 mode: CPU stops, and Peripherals operate using high-andlow-ffequency clock. Release by
interrupts.
® SLEEP mode: CPU stops, and Peripherals operate using low-frequency clock. Release by interrupts.
@ \Wide operating voltage: 2.7t0 5.5V at 32.768 kHz, 4.5 to 5.5\ at § MHz / 32.768 kHz
@ Emulation Pod: BM87CM14N0QA

3-14-2 1999-08-24



TOSHIBA

TMP87C814/H14/K14/M14

Pin Assignments (Top View)

(1) P-SDIP64-750-1.78

(G15) P50 <> []
(G14) P51 <> []
(G13) P52 <> []
(G12) P53 <> []
(G11) P54 <> []
(G10) P55 <> []
(G9) P56 - []
(G8) P57 <> []
(G7/50) P70 <> []
(G6/S1) P71 <> [
(G5/52) P72 <> []
(GA4/S3) P73 <> []
(G3/54) P74 <> [
(G2/55) P75 <> []
(G1/56) P76 <> []
(G0/S7) P77 <> [
(S8) P80 ~-> []
(39) P81 <> [
($10) P82 <> []
(S11) P83 <> []
(512) P84 <> []
($13) P85 <> []

(INT3/514) P86 > []
(DVOb/S15) P87 <> []

VKK —> [
(SCK) P30 <> [
(SI) P31 - []
(S0) P32 - [

(PWM14/PWMS/PDO/TCA) P33 <>/ [

(2) P-QFP64-1420-1.00A

(AIN4) P64
(AIN5) P65
(AIN6) P66
(AIN7) P67

> TT11]52
~«—>[TT]53
~«—>[_TT154
~«—>[TT]55

(INT5/STOP) P20 3 []

TEST—>[]
VSS— [

C

WOoONOOUThWN =

64
63
62

60
59
58
57
56
55
54
53
52

50
49
48
47
46
45
44
43
42

40
39
38
37
36
35
34
33

[l -«—VDD

[1 <«——VAREF

[ <«—VASS

[1 <> P67 (AIN7)
[ <> P66 (AING)
[1 <> P65 (AIN5S)
[ <> P6A(AINA)
[1 <> P63 (AIN3)
[ <> P627(AIN2)
[ <> PG1 (AIN1)
[1 <> P60 (AINO)
[ <»po7

[ <>=P06

[, <> P05
[~ P04

[1 <> P03

H, <> P02

[ /<>\P01

1 <> P00
=< p17

0 <> P16

[, > P15 (TC2)
[ <> P14 (PPG)
[l <> P13 (DVOa)

N <> P11 (INTT)

[l <> P10 (INTO),

N <> P22 (XTOUT)
[ ~>Pp21 (XTIN}

[1 <> RESET

1 —> xouT

N -«—XIN

INT2/TC1)

DVOa)
INT1)

1c2)
PPG)

51 [TT—1=> P63 (AIN3)
50 (I pg2 (AIN2)
49 [T <> P61 (ANNT)
48 [IT 14> pg (AINO)
47 [ITTZ1<> po7

vASss —>[TIT]56
VAREF —>[TT]57
vpp —>[TT]58

(G15) P50
(G14) P51
(G13) P52
(G12) P53

(G10) P55

~«—>[_TT1]59
<> T1T160

<> TTIl62
(G11) P54 &>TTT63
~—>[—TT]

O

NV NI © M
(G IR G RN R SRV NV S VN V2
NSNS SNN NN
NOBLTOAN—O
RCACECACACECAY)

46 [TIZ_1<> pop

42T =>"py 2

44 IMTT <> "po4
43 I 71> P03

45 [T 71> pQ5

41 AT <> P0/

20 IT—3==> p (o

39 [T 1> p/17

(S
(S
(S
(S

38 I 1> p1g

36 [IT_1<€> pqg
35 0T 1= pq3
34 M1 pq>
33 1= pqq

37 H—J=<> p15

(INT3/S
(DVOb /S

[ <> P12 (INT2/TCH

3T
R | — g
31— 1>
20T €
28T 1>
oy —
2e T
25T 1€—
24T >
23T &>
2T >
P | —

P10 (INTO)

P22 (XTOUT)
P21 (XTIN)
RESET

XOUT

XIN

VS$

TEST

P20 (INT5/5TOP)

P33(PMW14/PWM8/PDO/TCA)

P32(SO)
P31(Sl)
P30 (SCK)

3-14-3
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TOSHIBA

TMP87C814/H14/K14/M14

Block Diagram

1/0 port
A
4
P77 P57 P87
to to to
P70 P50 P80

\

Tk TRl TRy

VDD e
Power Supply 1 yss —1 5
VFT Poewr VKK — —>| VFT driver circuit (automatic display) |
e U T U [ U
[
>
I I I T
P S W | Stack Pointer. | Data Memory Program Counter
—TT 3
ALU Flags | | RBS (RAI) Lo
_______________
| | * | Register banks MerF:arc(o)rgr(?{gM)
Reset I/0 RESET Y
System Controller [
Test Pin TEST
Intefrupt Controller I;st
I -
~—>| Standby Controller T T T T T T Register
Inst.
Timing Generator >| Time Base 16-bit 8-bit Serial Decoder
f Timer Timer/Counters | | Timer/Counters Interfaces
Resonator XIN High i
Connectiong L XOUT frequ Clock TC1_ | 3¢ 1c3 [\1ca 10
Pins Low Generator Watchdog
F frequ Timer
Y ~ - ~ - N -
[
T /U T
8-bit oy
P2 AD H m 14-bit PWM
Converter ] PWM 14
~— — ]
~ O~ L
P22 VAREF P67 (XIN7) PO7 P17 P33
to  VASS to to to to
P20 \PGO (AINO) POO P10 P30 Y]
e
1/0 Ports
3-14-4 1999-08-24




TOSHIBA TMP87C814/H14/K14/M14

Pin Function

Pin Name Input/ Output Function
P07 to POO I]e] Two 8-bit programmable input/output ports
(tri-state).
P17, P16 /0
P15 (TC2) VO (input) Each. bit of these Ports can be individually Timer/CoUhtér2 input
........................................................... conflgured as an |nput or an output under
P14 (PPG) 1/0 (Output) [ software control. Programmable pulse generator output
"""""""""""""""""""""""""""""" During reset, all bits are configured as
P13 (DVOa) I/0 (Output) |. Dividep output a
........................................................... inputs.
/0 (Input) When used as a divider output, the latch External interrupt input2-or
pr2aNT2/Ten must be set to “1°. Timer/Counter 1input( o
P11 (INT1) External interrupt input.l
P10 (INTO) Externaliinterruptinput0
P22 (XTOUT) /0 (Output) | 3-bitinput/output port witH l&tch, Resonator Cagnecting Qin£32.768 kHz).
........................................................... For inputfifig external clock, XTIN is used
P2zrxtny /0 (Input) | When used as an input,poft, thelatch must and XTOUTisopened.
besetto “1". External interfupt input 5 or STOP mode

P20(INT5/STOP) release’signal input

14-bit PWNM output or 8-bit PWM output

P33 (PWM14/PWM8 or 8-bit programmable divider output
eYe 1/0 (1/0 -biti i a

....... /Poo/Tey) | VOO | abitinputioutputportwith latch. orTimer/Counterdinput

P32 (SO) 1/0 (Output) | When uséd as an input port, a SIO SIO/serial data Output

........................................................... input/output, a timer/counter input, or an

P31 (S) 1/0 (Input) 810 serial data Input

........................................................... interrupt input,the latch must besetto “17. [ . L
P30 (5CK) 1/0 (1/0) SIO serial clock input/output

8-bit.high-breakdown voltage linput/output
ports with the latch. When-used as a VFT

P57 (G8) to P50(G15) | 1/O(Output) (| drivérioutput, the latch mustbecleared VFT digit driver outputs
100",
8-bit'programmable input/output port (tri-

P67 (AIN7) state).Each bit.ofthe port'canbe individually

to P60 (AINO) | HO(MpUt) Tconfigured as aninput oranoGtput under | A/D converter analog inputs
softwarecontrol.

Two 8-bit-high breakdown voltage output

P77 (57/G0) /0 (Output) ports with thelatch. o )
to P70 (50 /G7) P When used as a VET driver output, the latch | VFT digit/segment driver outputs
must be cleared to "0".
Divider out put b or
P87(DVOb/S13) ] VO ©utput) | | TwoB-bit high breakdown voltage output | VFT segment driveroutput
ports with-the latch. External interrupt input 3 or
PBE INTSFSIAN /. VOW/O) . |When used-asa VFT driver output, the latch | VFT segmentdriveroutput
must be cleared to “0".
P85(513)-to P80.(58) 1/0 (Output) VFT segment output
Resonator connecting pins for high-frequency clock.
XIN, XOUT Input, Output Forinputting external clock, XIN is used and XOUT is opened.
Reset signal input or wachdog timer output/address-trap-reset output/system-clock-
RESET /0
reset putput.
TEST Input Test pin for out-going test. Be tied to low
VDD, VSS +5V,0V (GND)
VKK Power Supply | VFT driver power supply
VAREF, VASS Analog reference voltage inputs (High, Low)

3-14-5 1999-08-24



TOSHIBA

TMP87C814/H14/K14/M14

OPERATIONAL DESCRIPTION

1. CPU CORE FUNCTIONS
The CPU core consists of a CPU, a system clock controller, an interrupt controllér,and a watchdog timer.
This section provides a description of the CPU core, the program memory \(ROM),the data memory
(RAM), and the reset circuit.
1.1 Memory Address Map
The TLCS-870 Series is capable of addressing 64K bytes of memory. Figure -1 shows the memory address
maps of the 87C814/H14/K14/M14. In the TLCS-870 Series, the memory jis‘organized 4 address spaces
(ROM, RAM, SFR, and DBR). It uses a memory mapped I/O system, and all /O registers are-mapped in the
SFR/DBR address spaces. There are 16 banks of general-purpose registers. The regjster banks are also
assigned to the first 128 bytes of the RAM address space.
SR [ 0000y 0000y 0000 00004
8825 64 bytes 8825 64 bytes 063F 64 bytes 063F 64bytes
: : 0940 0940 Register banks
: 128 bytes : 128 bytes : 128 bytes : 128 bytes (8 regiistersx 16 banks)
QOBF | O0BF |, (010):1 3 PO OOBF [..........o.....
00Co 00Co 00Co 00COo
RAM : : : NGte'>
896 bytes 896 bytes : 384 bytes : 384 bytes koM:)  Read Only Memory includes :
. ; Program memory
: 02:3F : 0?3F5 i RAM;  Random Access Memory includes :
: : — ol ; Data memory
43F N I
015‘3F--\, —.;,05 3 “ (A ~— : Stack
o~ ~ L~ ~ N~ ~ i ~ ~ General-purpose register banks
r 0F80 0F80 0F80 OF80 SFR; Special Function Register includes :
l/O ports
DBR ! | 128bytes | : | 128bytes | i) | 128bytes | i\ | 128bytes Peripheral control registers
Peripheral status registers
OFFF OFFF OFFF OFFF System control registers
Pz =~ = >~ N o ~ Interrupt control registers
8000 T R Program Status Word
: A00Q CO00 | i\l ! DBR;  Data Buffer Register includes :
: : : P ; SIO data buffer
i A32512bytesh i /& L s Z<E000 ﬁ .
i, /A = L T1612 ~ VFT display data buff
24320 bytes~ 6128 bytes . L7936 bytes L isplay data buffer
FFOO .................... FFOO .................... FFOO .................... FFOO ....................
ROM : z : L
PO 192bytes = ¢ ST 192bytes T 1 S5192bytes == | <2 192 bytes -
FFBF [..... 4/ EFBF [ CBE oo FEBF |
FFCO FFCO EEES FFCO jVectortable forvectorcall | [ e
FFDF | A320V1es, |'prDF| S2bytes | pepp| 32bytes | pepp| S2btes | Jingrctionsvectors | 7 VO
FRE0 32 bytes FFEO 32bytes— |0 | 37 pytes FFEO | 32 bytes j Vector table for interrupts/ insfructions
FEFF y FFFF y FFFF FFFF y reset (16 vectors)
87CM14 87CK14 87CH14 87C814

Figure 1-1. Memory Address Maps

3-14-6
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TOSHIBA TMP87C814/H14/K14/M14

1.2 Program Memory (ROM)
The 87C814 has a 8K x 8-bit (addresses E0004-FFFFY), the 87CH14 has a 16K x 8-bit (addresses C000y-
FFFFY), the 87CK14 has a 24K x 8-bit (addresses A000H-FFFFy), and the 87CM14 has a 32K x 8-bit (address
8000H-FFFFy) of program memory (mask programmed ROM).
Addresses FFOOH-FFFFy in the program memory can also be used for special purposes)

(1) Interrupt/Reset vector table (addresses FFEQy-FFFFy)
This table consists of a reset vector and 15 interrupt vectors (2 bytes/vector). These vectors store a
reset start address and interrupt service routine entry addresses.

(2) Vectortable for vector call instructions (addresses FFCOy-FFDFy)
This table stores call vectors (subroutine entry address, 2 bytes/vector) for the vector call instructions
[CALLV n]. There are 16 vectors. The CALLV instructiondncreases.memory efficiency when utilized
for frequently used subroutine calls (called from 3 or more locations).

(3) Entry area (addresses FFO0H-FFFF) for page call instructions
This is the subroutine entry address area for the page call-instructions [CALLP n]. Addresses FFOOL-
FFBFy are normally used because address FFCOy-FFFF are,used for the yvectortables:

Programs and fixed data are stored in the program memory. The instruction-to be executed next is read
from the address indicated by the current contents.ofthe program coupter(PC)-"There are relative jump
and absolute jump instructions. The conceptsof page or bank boundariés arejnot used in the program

memory concerning any jump instruction,

Address ROM
Example: The relationship between the 80008 contents
jump instructions and the\PC. (éggo)
&EOQO}:" =
® 5-bit PC-relative jump [JRS ¢¢;$ +2 +d] Example : The relationship

: between ROM Contents
FFOQ and Call group
: instructions/Interrupt/

ESC4H: JRS T, $+2+08H
When JF = 1, the jump.ismade to'ES8CEy,

which is 084 added to(the contents of the Reset

PC. (The PC contains the-address of the e T

instruction/ being __executed+2; | \VFF7B) | CALLP 7BH ; PC e« FF7By

therefore, in-this case, the PC contents-| “rrar

are E8C4y + 2 = E8CbY.) FECO | call vector (L) 56 CALLV OH ; PCe (8564
FFC1 call vector (H) | C8

@ 8-bit PE-relative jump [JR cc,$+2 +d] FFC2
ES8C4H:JR Z, $+2+80H :
When ZF = 1,-the’ jump is made to E846, :
which is " FF80H (- 128) added to the FFDF

current.contents of the PC: FFEQ [interruptvector (L) | 68  INTS ; PCe D368y
FFE1 |interrupt vector (H)| D3
@ 16-bit absolute jump [4P "\ a] FFE2

E8C4H : JP 0C235H :
An>unconditional jumpyis made to | FFFD
address C2354. The absolute jump | FFFE | resetvector(l) |3E RESET i PCeCO3Ey
instruction can jump anywhere within | FFFF | resetvector(H) |CO

the entire 64K-byte space. -
Figure 1-2. Program Memory Map

In the TLCS-870 Series, the same instruction used to access the data memory (e. g. [LD A, (HL) 1) is also
used to read out fixed data (ROM data) stored in the program memory. The register-offset-PC-relative
addressing (PC + A) instructions can also be used, and the code conversion, table look-up and n-way
multiple-direction jump processing can easily be programmed.
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Example 1 : Loadsthe ROM contents at the address specified by the HL register pair
contents into the accumulator (87CK14 : HL= A000y):
LD A, (HL) ; A<ROM (HL)

Example 2 : Converts BCD to 7-segment code (common anode LED). When A = 054, 92y is
output to port P3 after executing the following program:

ADD A, TABLE-$-4 ; P3 «ROM (TABLE + A)
LD (P3), (PC+A)
JRS T, SNEXT
TABLE : DB 0COH, OF9H, 0A4H, OBOH, 99H, 92H, 82H, (0D8H, 80H, 98H
SNEXT :
Notes:  ”$”isa header address of ADD instruction.

DB is a byte data difinition instruction.

Example 3 : N-way multiple jump in accordance with the contents of
accumulator (0= A=3):
SHLC A ;~if A=00y then PCeC234y
P (PC+A) ifA=01y then PCeC378y

if A=02, then PC</DA37q
if/A =03y then PC<E1BOy
DW 0C234H, 0C378H,-0DA37H,/0E1BOH
| Note : DW is a word data definition instruction. |

1.3 Program Counter (PC)

The program counter (PC) is a 16-bit registerwhich indicates the program memory address where the
instruction to be executed next is stored. After reset, the user.defined reset vector stored in the vector
table (addresses FFFFy and FFFER) is loaded’into the PC ; therefore, program execution is possible from
any desired address. For example; when COy and 3Ep are stored at addresses FFFFy and FFFE,
respectively, the execution starts'from address CO3EH after reset.

The TLCS-870 Series utilizes-pipelinedprocessing (instruction pre-fetch); therefore, the PC always
indicates 2 addresses in advancé/ For example, while-a-1-byte instruction stored at address C123y is being
executed, the PC contains C1254.

MsB 53
1514131211109 8 7~6°5/4'3 2 170 PC Contents :X a X a+1t X a+2 X a+3 X:

Program Counter (PC)
PCy | PC, Instruction Execution X a-2 X a-1 X a X a+1

(a) Configuration (b) Timing chart of PC Contents and Instruction Execution

Figure 1-3. Program Counter

1.4 Data Memory (RAM)
The 87C814/H14 have a 512 x8-bits (addresses 0040 to 023Fy), and the 87CK14/CM14 have a 1K x 8bit
(address 0040y to 043Fy) of datamemory (static RAM). Figure 1-4 shows the data memory map.
Addresses 00004-00FFy areused-as-a direct addressing area to enhance instructions which utilize this
addressing mode; therefore, addresses 00404-00FFy in the data memory can also be used for user flags or
user counters. General-purpose register banks (8 registers x 16 banks) are also assigned to the 128 bytes
of addresses 00404-00BFy. Access as data memory is still possible even when being used for registers. For
example, when the contents of the data memory at address 0040y is read out, the contents of the
accumulator in the bank 0 are also read out. The stack can be located anywhere within the data memory
except the register bank area. The stack depth is limited only by the free data memory size. For more
details on the stack, see section “ 1.7 Stack and Stack Pointer”.
The 87C814/H14/K14/M14 cannot execute programs placed in the data memory. When the program
counter indicates a data memory address, a bus error occurs and an address-trap-reset applies. The RESET
pin goes low during the address-trap-reset.
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Example 1 If bit 2 at data memory address 00C0H is “1”, 00y is written to data memory at
address 00E3y; otherwise, FFy is written to the data memory at address 00E3n:
TEST (00COH).2 ; if (00COy) 5 = 0thenjump
JRS T.SZERO
CLR (00E3H) ; (00E3y) « 00y
JRS T,SNEXT
SZERO: LD (O0E3H), OFFH (00E3y) « FFy
SNEXT :
Example2 : Increments the contents of data memory at address\00F54, and clears to 004 when
10y is exceeded:
INC (00F5H) ; (00F5K)« (Q0F5.) + 1
AND (OOF5H), OFH ; (06F5y) « (00F5.) AOF

The data memory contents become unstable when the powersupply is turned on;-therefore, the data
memory should be initialized by an initialization routine, \Note that the/general-purpuse registers are

mapped in the RAM ; therefore, do not clear RAM at the currentbank addressés.

Example1
LD
LD
LD
SRAMCLR : LD
DEC
JRS

Example2
LD
LD
LD
SRAMCLR : LD
DEC
IRS

Clears RAM to “00y" exceptthe bank 0: (87C814/CH14)

HL, 0048H . Sets start address to HLregjster pair
A, H ; Setsinitial data (00y) te. A register
BC, 01F7ZH
(HL+)/A
BC

F, SRAMCLR

; Sets number of byte t0 BC register pair

Clears RAM to“00H" except the bank 0: (87€K14/CM14)

HL, 0048H »_'Sets start address to HL register pair
A, H + Sets initial data (00y) to A register

BC, 03F7H 2\ Sets.number of byte to BC register pair
(HL+), A

BC

F, SRAMCLR
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Address
0040y

0050
0060
0070
0080
0090
00A0
00BO
00Co
00D0
00EOQ
00FO0
0100
0110
0120
0130

0140

0230

0o 1 2 3 4 5

6

7 8 9 A B C D E F

_Register bank 0

Register bank 1

Direct addressing area

0240
02550 Note : The 87C814/H14
does not have this
; area (0240y4-043Fy)

6420 of RAM.

0430

Figure 1-4. Data Memory Map
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1.5 General-purpose Register Banks
The general-purpose registers are mapped into addresses 0040-00BFy in the data memory as shown in
Figure 1-4. There are 16 register banks, and each bank contains eight 8-bitregisters W, A, B, C, D, E, H,
and L. Figure 1-5 shows the general-purpose register bank configuration.

—

bank 15 (00B8~00BF)

|—‘— — bank 14 (00B0~00B7y) Example : Bank 0
_ w A

— bank 13 (00A8~00AF) (0041,,) 5(0040H)

w oA bank 12 (00A0~00A7) RS AL R sieds
""" B o : (0043,)(0042,,)
------------- I bank 4 (0060~0067,) D i _E

D | E L bank 3 (0058~005F) 0095y :0044,)
............. e I bank 2 (0050~0057y) H L

H i L [ bank1 (0048~004Fy) (0047) (0046y)

bank 0 (0040~0047y)

(a) Configuration (b) Addressassignments of registers
Figure 1-5. General-purpose Register Banks

In addition to access in 8-bit units, the registers can also be‘accessed\in~16-bit units as the register pairs
WA, BC, DE, and HL. Besides its function as a-general-purpose register, the register also has the following
functions:

(1) A,WA
The A register functions as(an 8-bit accumulator and\WA the register pair functions as a 16-bit
accumulator (W is high byte and’A is low byte). _Registers other than A can also be used as
accumulators for 8-bit operations.

Examples: @ ADD A, B ; /Adds B contents to A contents and stores the result into A.
@ SUB WA, 1234H ; Subtracts 1234, from WA contents and stores the result into WA.
) SUB E, A , “Subtracts A contents from E contents, and stores the resultinto E.
(2) HL,DE

The HL%nd DE specify a memory address. “The HL register pair functions as data pointer (HL) / index
register (HL.+d) /base register (HL + C), and the DE register pair function as a data pointer (DE). The
HL also has an—-auto-post- increment and auto-pre-decrement functions. This function simplifies
multiple digit data processing, software LIFO (last-in first-out) processing, etc.

Example T @ kD A, (HL) ; Loads the memory contents at the address specified by HL into A.
@ LB/ / Ay (HL+52H) ; Loads the memory contents at the address specified by the value

obtained by adding 52 to HL contents into A.
() LD ANHL+CQ) ; Loads the memory contents at the address specified by the value

obtained by adding the register C contents to HL contents into A.
@ LD A, (HL+) ; Loadsthe memory contents at the address specified by HL into A.
Then increments HL.
® LD A, (-HL) ; Decrements HL. Then loads the memory contents at the address
specified by new HLinto A.

The TLCS-870 Series can transfer data directly memory to memory, and operate directly between
memory data and memory data. This facilitates the programming of block processing.
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Example 2 : Block transfer

LD B, m ; m=n-1(n: Nunber of bytes to transfer)
LD HL, DSTA ; Setsdestination address to-HL
LD DE, SRCA ; Setssource address to DE
SLOOP: LD (HL), (DE) ; (HL) « (DE)
INC HL
INC DE
DEC B

JRS F, SLOOP

(3) B,C,BC
Registers B and C can be used as 8-bit buffers or counters,(@and-the BC register paijf,can-be used as a
16-bit buffer or counter. The C register functions as an offset fegister for régister-offset index
addressing (refer to example 1@ above) and as a diviserregister.for the division’instruction [DIV gg,

cl.
Example 1 : Repeat processing
LD B, n ;_Sets n asithe number of repetitions'to B
SREPEAT : PFOCGSSIHQ (ny+ 1 times processing)
DEC B
JRS F, SREPEAT

Example 2 : Unsigned integer division (16-bit + 8-bit)
DIV WA, C ; Dividésthe WA contents by the C contents, places the
quotientin A.and the remainderinW.

The general-purpose register banks-are-selected by the 4-bit registef bank selector (RBS). During reset,
the RBS is initialized to “0"”. The bank selected by the RBS:s\called the current bank.

Together with the flag, the RBS is-assigned to address Q03Fin.the SFR as the program status word (PSW).
There are 3 instructions [LD RBS, n], [PUSH PSW] and-[POP.PSW] to access the PSW. The PSW can be also
operated by the memeory accesyinstruction.

Example 1/:/ Ingrementing the RBS
INC (003FH) +—RBS «RBS + 1

Example2 : Readingthe RBS
LD A, (003FH) ; A& PSW (A3« RBS, Ay_s<Flags)

Highly efficient programming and high-speed task switching are possible by using bank changeover to
save registers during interrupt and-to'transfer parameters during subroutine processing.

During interrupt, the PSW is automatically saved onto the stack. The bank used before the interrupt was
acceptedis restored automatically by executing an interrupt return instruction [RETIJ/[RETN] ; therefore,
there isno need for the \RBY save/restore software processing.

The TLCS-870 Series supporis.a maximum of 15 interrupt sources. One bank is assigned to the main
program,and one bank can be-assigned to each source. Also, to increase the efficiency of data memory
usage, assign the same bank to interrupt sources which are not nested.

Example: Saving /restoring registers during interrupt task using bank changeover.
PINT1 : LD RBS, n ; RBS « n (Bank changeover)

RETI ; Maskable interrupt return (Bank restoring)
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1.6 Program Status Word (PSW)
The program status word (PSW) consists of a register bank selector (RBS) and four flags, and the PSW is
assigned to address 003Fy in the SFR.
The RBS can be read and written using the memory access instruction (e. g. [LD A, (003FH)], [LD (003FH),
A], however the flags can only be read. When writing to the PSW, the change\specified by the instruction
is made without writing data to the flags. For example, when the instruction [kD (003FH), O5H] is
executed, “5" is written to the RBS and the JFisset to “1”, but the other flags are not affected.
[PUSH PSW] and [POP PSW] are the PSW access instructions.

1.6.1 Register Bank Selector (RBS)

. . . . 7 4 2 1
The register bank selector (RBS) is a 4-bit register used to I 3 . 2

select general-purpose register banks. For example, JF ZF CF HF ~RBS

when RBS =2, bank 2 is currently selected. During reset,

the RBS is initialized to “0". Figure-1-6. PSW (Flags/RBS)-Configuration
1.6.2 Flags

The flags are configured with the upper 4 bits : a zerg'flag;-a carry flag, a half carry flag and’a jump status
flag. The flags are set or cleared under conditions specified by the instruction. These flags except the
half carry flag are used as jump condition “cc” for conditignal jump instructions)[JR cc, $ +2 + d]/[JRS cc,
$ +2 +d]. After reset, the jump status flag is initializedto “1”, other flags-are not affected.

(1) Zero flag (ZF)
The ZF is set to “1” if the operation résult orthe transférdata.is 00x-(for 8-bit operations and data
transfers)/0000y (for 16-bit operations); otherwise the/ZF.is cleared'to “0”.
During the bit manipulation instraction [SET, CLR, and CPL];the ZF is set to “1” if the contents of the
specified bitis “0”; otherwise the ZF.is cleared to “0".
This flag is set to “1" when'thé upper 8 bits of the product are 004 during the multiplication
instruction [MUL], and when 004 for the remainder during the division instruction [DIV]; otherwise it
is cleared to “0".

(2) Carryflag (CF)
The CF is set 10 /1" when a-cafry out of the MSB/(most significant bit) of the result occurred during
addition or when a’berrowjinto the MSB-of the.result occurred during subtraction; otherwise the CF
is cleared to “0™-.During division, this flag-isset to “1" when the divisor is 00y (divided by zero error),
or when the quotientsis 1004 or higher-(overflow error); otherwise it is cleared. The CF is also
affected during the shift/rotate instructions [SHLC, SHRC, ROLC, and RORC]. The data shifted out
from a register is set to the CF.
This flag is also'a’14bit register (a boolean accumulator) for the bit manipulation instructions.
Set/cléar/complement are possible with the CF manipulation instructions.

Example1l Bit manipulation

LD CF, (0007H). 5 ; (00014); « (00074)s ' (009AR)g
XOR CF, (009AH) .0
LD (0001H) . 2, CF
Example2 : Arithmeticright shift
LD CF, A.7
RORC A

(3) Half carry flag (HF)
The HF is set to “1” when a carry occurred between bits 3 and 4 of the operation result during an 8-
bit addition, or when a borrow occurred from bit 4 into bit 3 of the result during an 8-bit
subtraction; otherwise the HF is cleared to “0”. This flag is useful in the decimal adjustment for BCD
operations (adjustments using the [DAA r], or [DAS r] instructions).
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Example : BCD operation
(The A becomes 47 after executing the following program when A =19, B=28})
ADD A, B i Ae41,, HF 1
DAA A ; Ae41y + 06y = 47, (decimal-adjust)

(4) Jump status flag (JF)
Zero or carry information is set to the JF after operation (e. g. INC, ADD, CMP, TEST).
The JF provides the jump condition for conditional jump instructions [JRS T/F, $+2 +d], [JR T/F,
$ +2 +d] (T orFisacondition code). Jump is performed if the JF is-" 1 foratrue condition (T), or the
JF is “0" for a false condition (F).
The JF is set to “1” after executing the load/exchange/swap/nibble-rotate/jump instruction, so that
[JRST,$+2+dland [JRT, $ +2 +d] can be regarded as an unconditional jump instruction.

Example : Jump status flag and conditional jump instruction

INC A

JRS T, SLABLE1 “ump/when a carry is caused by theimmediately
: preceding operationinstruction.

LD A, (HL)

JRS T, SLABLE2 ; JFissetto “1” by thé immediately preceding
: instruction,—making~it’ an unconditional jump
instruction/

Example :The accumulator and flags will become asshown below after executing the following instructions
when the WA register pair, the HL register pair, thé data memotry at address 00C5y, the carry flag
and the half carry flag contents being\"219AR", “00C51",“D74", “1" and “0”, respectively.

Instruction Acc. after Flag.after _GXGCU.tiOH (Ntruction Acc. after Flag.after .execu-tion
execution | JR % ZF 3 CF : HF execution | JF i ZF | CF | HF

ADDC A, (HL) 72 VLo INCO A 98 0i0:i1:o0
SUBB A, (HL) 2 1010 ROLC A 35 1010
CMP A, (HL) 9A 0010 RORC A cD oéoéogo
AND A, (HD 92 0 0 1 0 ADD WA, OF508H 16A2 1 0 1 0
LD A, (HL) D7 1010 MUL W, A 13DA 0010
ADD A, 66H 00 1111 SET A5 BA 1110

1.7 Stack and Stack Pointer

1.7.1 Stack
The-stack provides the\area in.which the return address or status, etc. are saved before a jump is
performed to the processing-routine during the execution of a subroutine call instruction or the
acceptance of an interrupt. On'asubroutine call instruction, the contents of the PC (the return address) is
saved; on an interrupt acceptance, the contents of the PC and the PSW are saved (the PSW is pushed first,
followed by PCH and PC|). Therefore, a subroutine call occupies two bytes on the stack; an interrupt
occupies three bytes.
When returning from the processing routine, executing a subroutine return instruction [RET] restores the
contents to the PC from the stack; executing an interrupt return instruction [RETI] / [RETN] restores the
contents to the PC and the PSW (the PC| is popped first, followed by PCH and PSW).
The stack can be located anywhere within the data memory space except the register bank area,
therefore the stack depth is limited only by the free data memory size.
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1.7.2 Stack Pointer (SP)
The stack pointer (SP) is a 16-bit register containing the address
of the next free locations on the stack.
The SP is postdecremented when a subroutine call or a push
instruction is executed, or when an interrupt is accepted; and
the SP is preincremented when a return or a pop instruction is
executed. Figure 1-8 shows the stacking order.

MSB LSB
1514 13 12 1,109 8 7 6 5 4 3 2 1 0

Stack Pointer (SP)

Figure 1-7-—Stack Pointer

The SP is not initialized hardware-wise but requires initialization by-an-initialize routine (sets the highest
stack address). [LD SP, mn], [LD SP, gg] and [LD gg, SP] are the SP-access instructions (mn ; 16-bit

immediate data, gg ; register pair).

Example 1 :To initialize the SP

LD SP, 023FH ; SP«023Fy
Example 2 : To read the SP
LD HL, SP ; HLe¢~SP
At acceptance
of interrupt

At execution of

B CALLICALLVICALLP at exec?:tcion of At execution of
instruction aSWilinstruction a RET instruction
023C e A
023D s |
023E NS I
023F B

SP before

execution 023F 023F 023D
Y v v
eon 023F

(a) Stacking order

At executionof
a RETI/RETN
instruction

00404
: stack
depth
023C :
v 023F ﬁ
(043F) ;

(b) Stack depth

Figure 1-8." Stack

1.8 System Clock Controller

The system clockcontroller consists of a clock generator, a timing generator, and a stand-by controller.

Timing generator control register

J ) e Clock
! : generator
_| XIN
| T D : High<frequency
O |

clock osciltator

Low-frequency

clock oscillator

;fs

generator

Y Yy

%/—J
System clocks

Stand-by controller

0038y, 0039,
| syscrt | | syscr2

Clock generator control

System control registers

Figure 1-9. System Clock Controller
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1.8.

1 Clock Generator

The clock generator generates the basic clock which provides the system clocks supplied to the CPU core
and on-chip peripheral hardware. It contains two oscillation circuits: one for the high-frequency clock
and one for the low-frequency clock. Power consumption can be reduced by switching of the system
clock controller to low-power operation based on the low-frequency clock.

The high-frequency (fc) and low-frequency (fs) clocks can be easily obtained by connecting a resonator
between the XIN/XOUT and XTIN/XTOUT pins, respectively. Clock input from' an’external oscillator is also
possible. In this case, external clock is applied to the XIN/XTIN-pin with_the/ XOUT/XTOUT pin not
connected.

R T

“““““““ High-frequency clock ~=~~"="=="7"7"71 FTTTTTTTTTIT T T btoewsfrequency clock TTTTTTTTTTTTTY
1 1 1

1 [} [}

XIN XOUT XIN XOUT | I XTIN XTOUT XTIN XTOUT |
1 1 1

o ]

(open) | i (open) !

1 [} [}

[] . [] !

| i i

i i i

1 I [}

o (A& e
1} 1 1

(a) Crystal/Ceramic (b) External oscillator i } (c) Crystal (d) External oscillator i
resonator J: i_ _E

Figure 1-10. Examplesof ResonatorConnection

Note : Accurate Adjustment of the Oscillation-Frequency:

Although no hardware to externally-and directly monitoer-the basic clock pulse is not provided, the
oscillation frequency can be adjusted by providing a program-te output fixed frequency pulses to
the port while disabling all interrupts and monjtoring this pulse. With a system requiring
adjustment of the oscillation frequency, the adjusting program must be created beforehand.

1.8.

Example: To outputthe high-frequency oscillation-frequency adjusting monitor pulse to P13

(DVOa) pin,
SFCCHK: LD" / (P1CR), 00001000B ; Configurésport P13 asan output
SET~_ (PN)3 «_“P13autputiatch « 1 output waveform
LD ~(TBTCR), 11100000B ; Enablesdivider output | |
JRS T, % ;—Loops endless - £c/1024 —

2 Timing Generator
The timing gé€neratef generates frony the basic clock the various system clocks supplied to the CPU core
and peripheralhardware. The timing generator provides the following functions :

@ Generation of main-system-clock

@._Generation of divider output (DVO) pulses
@-Generation-of'source clocks for time base timer

@ Generation of seurce clocks for watchdog timer

® Generation of internal source clocks for timer/counters TC1 - TC4
® Generation of internal clocks for serial interface SIO

@ Generation of source clocks for VFT driver circuit

Generation of warm-up clocks for releasing STOP mode

© Generation of a clock for releasing reset output

(1) Configuration of Timing Generator
The timing generator consists of a 21-stage divider with a divided-by-4 prescaler, a main system clock
generator, and machine cycle counters. An input clock to the 7th stage of the divider depends on
the operating mode and DV7CK (bit 4 in TBTCR) shown in Figure 1-11 as follows.
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During reset and upon releasing STOP mode, the divider is cleared to “0", however, the prescaler is
not cleared.

@ Inthessingle-clock mode
A divided-by-256 of high-frequency clock (fc/28) is input to the 7th(stage of the divider.

@ Inthe dual-clock mode
During NORMAL2 or IDLE2 mode (SYSCK =0), an input.clock'tothe 7th stage of the divider
can be selected either “fc/28" or “fs" with DV7CK.
During SLOW or SLEEP mode (SYSCK = 1), “fs" is automatically.input to the 7th stage. To
input clock to the 1st stage is stopped ; output from the Ist to/6th stages is also stopped.

. fc or fs_ \ 4> machine cycles
_, | main system clock generator machine cycle counters Ll states
SYSCK T |
DV7CK
prescaler divider - S divider
. c/281A
ggﬁfrequency fc 124002 3|4|5]6 Y217 | 8| 9 [10[11[12]13]|14|15[16[12[18]|19]20|21
B
Low-frequenc fs
clock a y fs MPX Reset circuit
Stand-by
< )controller
Timer/ < L o
counters Watchdog
- Timer
S
Time Base
Timer
Serial
interfaces -
VFT driver
circuit Divider
output circuit
Note : MPX; Multiplexer
Figure 1-11. Configuration of Timing Generator
5 4 3 2 1 -
TBTCR  [ovoem |~ \ovock) | pvrex Jiterem | (TBTCK) | | (Initial value:  0x*0 0xxx)
(00364) Selection of input clockto 0: fc/28 [Hz]
: z
R S ey e e A | rw |

Notel : fc /high-frequency clock [Hz], fs; low-frequency clock [Hz], * ; don’t care
Note2: {De.notset DV7CK to “1” in the single-clock mode.
Note 3: Do notset DV7CK to “1” before low-frequency clock is stable in the dual-clock mode.

Figure 1-12. Timing Generator Control Register

(2) Machine Cycle
Instruction execution and on-chip peripheral hardware operation are synchronized with the main
system clock. The minimum instruction execution unitis called an “machine cycle”. There are a total
of 10 different types of instructions for the TLCS-870 Series: ranging from 1-cycle instructions which
require one machine cycle for execution to 10-cycle instructions which require 10 machine cycles
forexecution.
A machine cycle consists of 4 states (S0 - S3), and each state consists of one main system clock.
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e
1
MainSystemCIock—l [ [ 1 L1 L1 B4 L1 I
i : 1 : :
state | so [ 1 2 | s3 so | s1t—]-~s/ | s3 |

1/fc or 1/4s [s]

1
1 . !
r<—Machine cycle————>
1

( 0.545 at fc=8MHz )
122 us at fs=32.768 kHz

Figure 1-13. Machine Cycle

1.8.3 Stand-by Controller
The stand-by controller starts and stops the oscillation circuits for the high-frequency-and low=frequency
clocks, and switches the main system clock. There are two/operating’/modes: single-clock-and dual-clock.
These modes are controlled by the system control registers (SYSCR1, SYSCR2),
Figure 1-14 shows the operating mode transition diagram-and Figure 1-15{hows ‘thé system control
registers. Either the single-clock or the dual-clock mode can be selected by an-option.during reset.

(1) Single-clock mode
Only the oscillation circuit for the high-frequency clock is used, and P21 (XTIN) and P22 (XTOUT) pins
are used as input/output ports. In the single-clock mode, the machine ¢ycle time is 4/fc [s] (0.5 us at
fc =8 MHz).

@ NORMAL1 mode

In this mode, both the CRU.core and on-chip peripherals’operate using the high-frequency
clock. In the case where the“single-clock-mode has been selected as an option, the
87C814/H14/K14/M14 are placed in this mode after reset.

IDLE1 mode

In this mode, the’internal oscillation circujt remains active. The CPU and the watchdog timer
are halted; however, on-chip peripheralsiremain active (operate using the high-frequency
clock).~IDLET-mode is started-by-settingIDLE bit in the system control register 2 (SYSCR2),
and IDLE1‘mode is released to NORMAL1 mode by an interrupt request from the on-chip
peripherals or external interrupt-inputs. When IMF (interrupt master enable flag) is “1”
(interrupt enable), the execution will resume upon acceptance of the interrupt, and the
operation will return to normal after the interrupt service is completed. When IMF is “0”
(interrupt disable), the/execution will resume with the instruction which follows IDLE mode
startiinstruction.

STOP1 mode

In this mode;the mternal oscillation circuit is turned off, causing all system operations to be
halted. The/internal status immediately prior to the halt is held with the lowest power
consumption during this mode. The output status of all output ports can be set to either
output hold or high-impedance under software control.

STOP1 mode is started by setting STOP bit in the system control register 1 (SYSCR1), and
STOP1 mode is released by an input (either level-sensitive or edge-sensitive can be
programmably selected) to the STOP pin. After the warming-up period is completed, the
execution resumes with the next instruction which follows the STOP mode start instruction.
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(2) Dual-clock mode

Both the high-frequency and low-frequency oscillation circuits are used in this mode. P21 (XTIN) and
P22 (XTOUT) pins cannot be used as input/output ports. The main system clock is obtained from the
high-frequency clock in NORMAL2 and IDLE2 modes, and is obtained from the low-frequency clock
in SLOW and SLEEP modes. The machine cycle time is 4/fc [s] (0.5 us at f¢'='8 MHz)in NORMAL2 and
IDLE2 modes, and 4/fs [s] (122 us at fs =32.768 kHz) in SLOW and SLEEP.modes. Note that the
87PM14 is placed in the single-clock mode during reset. To use the’dual-clock mode, the low-
frequency oscillator should be turned on by executing [SET (SYSCR2).XTENJ}instruction.

@ NORMAL2 mode

In this mode, the CPU core is operated using the-high-frequency clock. The on-chip
peripherals are operated on the high-frequency ¢lock and/or low-frequéency-clack. In case
that the dual-clock mode has been selected asan-option, the 87C814/H14/K14/M14 are
placed in this mode after reset.

SLOW mode

This mode can be used to reduce power:donsumption by turning off.oscillation of the high-
frequency clock. The CPU core and on-chip peripherals are operated using the low-
frequency clock.

Switching back and forth between NORMAL2 and SLOWmedes isperformed by the system
control register 2.

IDLE2 mode

In this mode, the internaloscillation’circuits remain.active. The CPU and the watchdog timer
are halted; however, on-chip peripherals operate using.th'e high-frequency clock and/or the
low-frequency clock, Starting-and releasing of IDLE2 mode are the same as for IDLE1 mode,
except that operation returns to NORMAL2 mode.

SLEEP mode
In this mode, the'internal oscillation circuit-of the low-frequency clock remains active. The
CPU, the watchdog-timer, and the internal oscillation circuit of the high- frequency clock are
halted;. however, on-chip peripherals operate using the low-frequency clock. Starting and
releasing of SLEEP mode_is the same_as for IDLE1 mode, except that operation returns to
SLOW mode.

STOP2 mode
As inSTOP1 mode, all system operations are halted in this mode.
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RESET1

reset release

software software
IDLE1 < NORMAL1 STOP1
mode - mode mode
interrupt STOP pin inpyt
(a) Single-clock mode
RESET2
reset release
software
IDLE2 NORMAL2
mode mode
interrupt
S?:rt STOP pin STOP2
input ,’,, /) modé
software ‘/’ /”(
SLEEP SLOW .
mode mode |3~ software
interrupt
() Dual-clock mode
Note 1: NORMALT and NORMAL2-modes are
generically 'called NORMAL,; STOP1 and
STOP2-are’ called STOP; and IDLE1,~\IDLE2
and SLEEP are called IDLE.
Note 2 : There is no RESET2 mode in87PM14.
) Frequency On-chip Machine cycle
Operating mode CPU core
High-frequency/| Low-frequency Peripherals time
« | RESET reset reset
§ NORMAL1 turning on 4/f
Y oscillation turning-off operate operate ffcls]
%, IDLE1 oscillation (Note 1)
=
= : halt
« | sTop1 turning off halt —
oscillation
RESET2 reset reset
turning on . t
NORMAL2 High-frequency operate a/fc[s
% oscillation (High and/or Low) [s]
2. [IDLE2 turning on halt (Note 1)
ik oscillation
o [SLOW . Low-frequency | Low-frequency
2 turr?mg.off 4/fs [s]
SLEEP oscillation (Note 2)
- halt
turning off halt —
STOP2 oscillation
Note 1: The Vacuum Fluorescent Tube (VFT) driver circuit are halted.

Figure 1-14. Operating Mode Transition Diagram
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SYSCR1
(0038,)

SYSCR2
(0039y)

System Control Register 1

2
| stop | rem [ rem [outen]  wur (Initial value: 0000 00%=)
0 : CPU core and peripherals remain active
STOP STOP mode start 1 : CPU core and peripherals are halted
(start STOP mode)
RELM Release method 0 : Edge-sensitive release
for STOP mode 1 : Level-sensitive release
Operating mode 0 : Return to NORMAL mode
RETM R/W
after STOP mode 1 : Return to SLOW mede
OUTEN Port output control 0 : High-impedance
during STOP mode 1 : Remain unchanged
. . 00: 3x2"/fc or 3x28/fs [s1
WUT Warmllng up time at 01 29,5 /gr 21/ fs
releasing STOP mode
1*: Reserved
Note 1:  Alwaysset RETM to “0” when transiting from NORMAL1 mode to STOP1. mode-and.from Normal2
mode to STOP2 mode.
Always set RETM to “1” when transiting\from SLOW mode to STOP2. mode.
Note2:  When STOP mode is released with RESET pin.input, a return is made-to NORMAL mode regardless of
the RETM contents.
Note3: fc ; high-frequency clock / [Hz]
fs ; low-frequency clock/™ \[Hz]
* , don’t care
Note4: Bits 1and0in SYSCR1 arereadin asundefined datawhen a read)instruction is executed.
Note5:  When the STOP mode is started\by specifying OUTEN =“Q*;.the/internal input is fixed to "0” and the

7 6

interrupt of the falling edge-may be set.

System Control Register 2

5 4 3

XEN |XTEN | SYSCK| IDUE |

(Initial value: 10/100 ***x)

XEN High=-frequency oscillator | 0 /Turn,off oscillation
control 1 | Tarh on oscillation
Low-frequency oscillator [~.0~: Turn-off oscillation
XTEN s
control 1>:.Turn on oscillation
Mai t lock setect W
ain system clock selec L
: High-f lock
SYSCK/ | (write)/main system clock 9 ) \gh-Tréquency cloc
. 1°: Low-frequency clock
monijtor (read)
0 : CPU and watchdog timer remain active
IDLE IDLE
mode start 1 : CPU and watchdog timer are stopped (start IDLE mode)
Note T~ A resetis applied (RESET pin output goes low) if both XEN and XTEN are cleared to "0”.
Note2: Do noatclear XEN to “0”\when SYSCK =0, and do not clear XTEN to “0” when SYSCK =1.
Note3:  WDT, watchdog-timer,/* ; don’t care
Noted:  Bits3-04n'SYSCR2 are always read in as “1” when a read instruction is executed.
Note5:  Anoptional initialvalue can be selected for XTEN. Always specify when ordering ES (engineering
sample).
Note6:  The instruction for specifying Masking Option (Operating Mode) in ES Order Sheet is described in

ADDITIONAL INFORMATION “Notice for Masking Option of TLCS-870 and TLCS-870/X series” section 8.

XTEN | operating mode after reset

0 Single-clock mode (NORMALT1)
1 Dual-clock mode (NORMAL2)

Figure 1-15. System Control Registers
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1.8.4 Operating Mode Control

(1) STOP mode (STOP1, STOP2)
STOP mode is controlled by the system control register 1 (SYSCR1) and the STOP pin input. The STOP
pin is also used both as a port P20 and an INT5 (external interrupt input 5) pin-~STOP mode is started
by setting STOP (bit 7 in SYSCR1) to “1”. During STOP mode, the following statusjis maintained.

@ Oscillations are turned off, and all internal operations are halted:

@ The data memory, registers (except for DBR) and port output latches are all held in the
status in effect before STOP mode was entered. The port.output<can be select either output
hold or high-impedance by setting OUTEN ( bit 4 in SYSCR1):

@ The divider of the timing generator is cleared to “0".

@ The program counter holds the address of the instruction following the instruction which
started STOP mode.

STOP mode includes a level-sensitive release mode and-an-edge-sensitive release mode, either of
which can be selected with RELM (bit 6 in SYSCR1).

a. Level-sensitive release mode (RELM = 1)
In this mode, STOP mode is released by setting-.the STOP pin high. ~This mode is used for
capacitor back-up when the main power supplyis cut off and for long term battery back-up.
When the STOP pin input is high, executing.an instruction which ‘starts the STOP mode will not
place in the STOP mode but instead” will.immediately start'the release sequence (warm-up).
Thus, to start the STOP mode in thelevel-sensitive release mode/ it jsinecessary for the program
to first confirm that the STOP pin input'is low. The fellowing two methods can be used for
confirmation:
e Using an external interruptinput INT5 (INT5 is a-falling edge-sensitive input).

Example : Starting STOP mode‘with-an INT5 interrupt.
PINTS : TEST P2).0 ; Toreject noise, STOP mode does not start if
port P20 is at high

JRS F; SINT5

LD (SYSCR1), 010000008 . Setsup the level-sensitive release mode.

SET (SYSCR1).7 ; Starts STOP mode

LDW (IL); M11011101010111B ; IL11,7,5, 3 « 0 (Clears interrupt latches)
SINT5.: RETI

STOP pin \ %vm \

xouTpi (T

NORMAL | STOP : ! NORMAL

operation ’g operation E Warm-up ! operation
Confirm by program that the

STOP mode is released by the hardware.

STOPpininputislow and ; ARG
start STOP mode. AI.w‘.ays relleas.ed if the STOP
pininputis high

N
EVENIIRVEN

Figure 1-16. Level-sensitive Release Mode

Note : When changing to the level-sensitive release mode from the edge-sensitive release mode, the release mode is

not switched until a rising edge of the STOP pin input is detected.
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b. Edge-sensitive release mode (RELM =0)
In this mode, STOP mode is released by a rising edge of the STOP pin input. This is used in
applications where a relatively short program is executed repeatedly at periodic intervals. This
periodic signal (for example, a clock from a low-power consumption oscillator) is input to the
STOP pin.
In the edge-sensitive release mode, STOP mode is started even when the STOP pin input is high.

Example : Starting STOP mode operation in the edge-sensitive releasé mode

LD (SYSCR1), 00000000B ; OUTEN & O(specifieshigh-impedance)
DI ; IMF « O (disablesinterrupt service)
SET (SYSCR1). STOP ; STOP «1 (activates stop mode)
LDW (IL), 11011101010111B) ; IL¥1,Z,5,3 « 1 (clears interrupt latches)
El ; S\IME « 1 (enables interrupt service)
T [} %
oo N\ Fo 1 \
STOP pin ! 4 ! 4
| (¢ | /L
27
XOUT pin . %
! 7.
NORMAL | STOP l . : ¥ sTOP
operation operation < Warm-up: >} NORMAL operation
/ operation/
STOP mode started
by the program. \— STOPmode.is released by the hardware at the rising
edgé of STOPpininput.

Figure 1-17—Edge-sensitive Release Mode

STOP mode is released by the following sequence:

@ In the dual-clock mode. When returning to. NORMAL2, both the high-frequency and low-
frequency clock oscillators/ are turned on’;-when returning to SLOW mode, only the low-
frequency clock oscillator”is turned on. ‘When-returning to Normal 1, only the high-
frequency clock'oscillator is turned on.

@ A warming-up periods inserted to/allow escillation time to stabilize. During warm-up, all
internal operations remain halted.\ Two different warming-up times can be selected with
WUT (hits 2 and 3 in SYSCR1) asdetermined by the resonator characteristics.

® When the~warming-up 4ime_haselapsed, normal operation resumes with the instruction
following the 'STOP mode start.instruction (e.g. [SET (SYSCR1). 7]). The start is made after
the/divider of the timing generatoris cleared to “0”.

Table1-1. Warming-up Time Example

Return to NORMALTmode Return to SLOW mode
WUT Atfc=4.194304 MHz At fc=8 MHz WUT At fs=32.768 kHz
3x2%/fc [s] 375 —{ms] 196.6 [ms] 3x2%/fs [s] 750 [ms]
2/ fc 25 65.5 23/ 1s 250

Note : The warming-up time is obtained by dividing the basic clock by the divider:
therefore, the warming-up time may include a certain amount of error if there is any
fluctuation of the oscillation frequency when STOP mode is released. Thus, the
warming-up time must be considered an approximate value.

STOP mode can also be released by setting the RESET pin low, which immediately performs the
normal reset operation.

In this case, even if the setting is to return to the SLOW mode, it starts from the NORMAL2
mode. (In case of 87PM 14, starts from NORMAL1 mode after reset release)
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Note : When STOP mode is released with a low hold voltage, the following cautions must be
observed.
The power supply voltage must be at the operating voltage-level before releasing the
STOP mode. The RESET pin input must also be high, rising/together with the power
supply voltage. In this case, if an external time constant circuit-has beén connected, the
RESET pin input voltage will increase at a slower rate than the power'supply voltage. At
this time, there is a danger that a reset may occur if input'voltage level of the RESET pin
drops below the non-inverting high-level input voltage (hysteresis input).

(2) IDLE mode (IDLE1, IDLE2, SLEEP)

IDLE mode is controlled by the system control register 2
and maskable interrupts. The following status is V
maintained during IDLE mode. Starting IDLE mode

by instruction
@® Operation of the CPU and watchdog timer (s |

halted. The on-chip peripherals continue \to CPUWDT are halted
operate.

@ The data memory, CPU registers and _pott )
output latches are all held in the status in effect
before IDLE mode was entered.

@ The program counter holds the address of the No (high)

instruction following the instruction™which
started IDLE mode. Interrupt request
(Normal ) Yes

Example : Starting IDLE mode/ release mode
SET (SYSCR2) .4 ;) IDLE«1

Reset

No

IDLE mode includes a normal release mode and{an
interrupt release mode. Selection/is made with-the
interrupt master enableflag, (IMF). Releasing the IDLE
mode returns from IDLE1'to NORMAL1, from IDLE2 to
NORMAL2, and from SLEEP toc SLOW mode.

Yes (Interrupt release mode)

Interrupt processing

—]

Execution of the
instruction which follows

a. Normalrelease mode (IMF = “0”
¢ ) the IDLE mode start

IDLE mode ‘is_released by any-interrupt source instruction
enabled by the individual interrupt enable’flag (EF)
oran/external interrupt 0 (INTQO pin) request. J7

Execution_resumes with the instruction following
the {DLE-mode start instruction (e.g. [SET Figure 1-19. IDLE Mode
(SYSCR2).4]). The interruptlatch (IL) of the interrupt
source used for releasing the-IDLE mode must be
cleared to "0" byload instruction.

b. Interrupt release- mode (IMF = “1")
IDLE mode is reléased.and interrupt processing is started by any interrupt source enabled with
the individual interrupt.enable flag (EF) or an external interrupt 0 (INTO pin) request. After the
interrupt is processed, the execution resumes from the instruction following the instruction
which started IDLE mode.

IDLE mode can also be released by setting the RESET pin low, which immediately performs the reset
operation. Afterreset, the 87C814/H14/K14/M14 are placed in NORMAL mode.
(The 87PM14 is placed in NORMAL1 mode after reset release)

Note : When a watchdog timer interrupt is generated immediately before IDLE mode is started,
the watchdog timer interrupt will be processed but IDLE mode will not be started.
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(3) SLOW mode
SLOW mode is controlled by the system control register 2 and the timer/counter 2.

a. Switching from NORMAL2 mode to SLOW mode
First, set SYSCK (bit 5 in SYSCR2) to switch the main system clock t6 the-low-frequency clock.
Next, clear XEN (bit 7 in SYSCR2) to turn off high-frequency oscillation.
When the low-frequency clock oscillation is unstable, wait until-oscillation stabilizes before
performing the above operations. The timer/counter 2-(TC2) 'can conveniently be used to
confirm that low-frequency clock oscillation has stabilized.

Note : The high frequency clock can be continued oscillation in\order to return to NORMAL2
mode from SLOW mode quickly. Always turn off oscillation of high frequency clock when
switching from SLOW mode to STOP mode.

Example1 : Switching from NORMAL2 mode to SLOW mode:

SET (SYSCR2) .5 i/ SYSCKe&1" (Switches the/main system clock to the
low-fleguency clock)
CLR (SYSCR2) .7 ~ XEN«O (turns off high-frequency oscillation)

Example2 : Switching to SLOW mode after low-frequency clock oscillation hasstabilized.

LD (TC2CR), 14H +._5ets TC2 mode
(timer mode, source clock” fs)
LDW (TREG2),\ 8000H ;. Sets warmingiup time
(according to Xtal-characteristics)
SET (EIRH). EF14 ; /Enable INTTC2
LD (TC2CR), 34H ; Starts TC2
PINTTC2: LD (TC2CR)/ 10H ; Stops TC2
SET (SYSCR2) . 5 O SYSCKe1
CLR (SYSCR2) .7 +~ XENe&0
RETI
VINTTC2 : DW PINTTC2 ; INTTC2 vector table
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b. Switching from SLOW mode to NORMAL2 mode

First, set XEN (bit 7 in SYSCR2) to turn on the high-frequency oscillation. When time for
stabilization (warm-up) has been taken by the timer/counter 2 (TC2), clear SYSCK (bit 5 in
SYSCR2) to switch the main system clock to the high-frequency clock.

clock.

Notel: After the SYSCK is cleared to “0”, the CPU core operate using low frequency clock
when the main system clock is switching from low frequency clock to high frequency

Note2: SLOW mode can also be released by setting the RESET pin fow, which immediately
performs the reset operation. After reset, the 87C814/H14/K14/M14/PM14 are placed in
NORMAL mode. (The PM14 is placed in NORMAL1 mode)

Example : Switching from SLOW mode to NORMAL2 mode (f¢=8 MHz, warming-up-time is about

7.9 ms).
SET
LD
LD

LD

PINTTC2: LD
CLR

RETI

VINTTC2: DW

(SYSCR2) .7
(TC2CR), 10H

(TREG2 + 1), OF8H

(TC2CR), 30H

(TC2CR),~10H
(SYSCR2) . 5

PINTTC2

XEN&1 (turns on high“frequency-oscillation)
Sets T€2'mode

(timer mode, source clock>f¢)

Sets the warming-up time

(according to frequency and\resonator characteristics)

; Starts TC2

Stops-TC2

7 SYSCKe0- “(Switches the main system clock to the

high-frequency clcok)

INTTC2 vector table
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1.9

Interrupt Controller

The
inte
inte
Inte
vect
The
the

87C814/H14/K14/M14 each have a total of 13 interrupt sources: 5 externals and 8 internals. Nested
rrupt control with priorities is also possible. Two of the internal sources are pseudo non-maskable
rrupts; the remainder are all maskable interrupts.

rrupt latches (IL) that hold the interrupt requests are provided for interrupt sources. Each interrupt
or isindependent.

interrupt latch is set to “1” when an interrupt request is generated/and requests the CPU to accept
interrupt. The acceptance of maskable interrupts can be selectively ‘enabled and disabled by the

program using the interrupt master enable flag (IMF) and the individual interrupt enable flags (EF).
When two or more interrupts are generated simultaneously, the\interrupt is accepted in the highest

prio

rity order as determined by the hardware. Figure 1-22 shows-the interrupt controller.

Table 1-2. Interrupt Sources

Interrupt Source Enable Condition In’T_eartrcuhpt Ve;tﬁ;;ifle Priority

IETt%rrr:%I( (Reset) Non-Maskabte — FFFEY High 0
Internal | INTSW (Software interrupt) Pseudo — FEFCy 1
Internal | INTWDT (Watchdog Timer interrupt) nen-maskable 1Ly FFFAH 2
External |INTO (External interrupt0) IME=1, INTOEN =1 I3 FFF84 3
Internal | INTTC1 (16-bit TC1 interrupt) IMF<EF,=1 1K FFF6y 4
External |INT1 (External interrupt 2) IMF - EF5 =1 Its FFF4y 5
Internal | INTTBT (Time Base Timer interrupt) IMF - EFg =1 ILg FFF2y 6
External |INT2 (External interrupt 2) IMF - EF7 =1 ILy FFFO4 7
Internal | INTTC3 (8-bit TC3 interrupt) IMF - EFg =1 ILg FFEEH 8
Internal | INTSIO (Serial Interface1 interrupt) IMF « EFg= 1 ILg FFEChH 9
Internal | INTTC4 (8-bit TC4 interrupt) IMF - EFjp="1 IL1g FFEAYL 10
External |INT3 (External interfupt3) IMF--EFp=1 ILq1 FFE8H 11

reserved IMF /EE 15 =1 IL12 FFE6H 12

resefved IMF - EFf3=1 ILy3 FFE4y 13
Internal | INTTC2 (16-bit T€2 interrupt) IMF - EFq4=1 IL1g FFE2y 14
External |INT5 (External interrupt5) IMF - EFq5=1 IL1s FFEOH Low 15
(1) InterruptLatches (IL 15~2)

Interruptlatchesare provided for each source, except for a software interrupt. The latch issetto “1”
when an interrupt request is generated, and requests the CPU to accept the interrupt. The latch is
cleared o 0" just after the'interrupt is accepted. All interrupt latches are initialized to “0” during
reset:
Interrupt latches are assigned-to-addresses 003CH and 003Dy in the SFR. Each latch can be cleared to
“Q“.individually by an-instruction; however, the read-modify-write instruction such as bit
manipulation or operation instructions cannot be used (Do not clear the IL, for a watchdog timer
intlerrupt to “0”). Thus, interrupt requests can be canceled and initialized by the program. Note
that interrupt latches cannot be setto “1” by any instruction.
The contents of interrupt latches can be read out by an instruction. Therefore, testing interrupt
requests by software is possible.

Example 1 : Clears interrupt latches

LDW (IL), 10111000001111118B i ILqa, ILo~ILge=0
Example 2 :Reads interrupt latches
LD WA, (IL) s Welly, Aell
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(2)

Example 3: Tests an interrupt latch
TEST (IL).7 ; iflLy =1 then jump
JR F, SSET

Interrupt Enable Register (EIR)

The interrupt enable register (EIR) enables and disables the acceptance ofinterrupts, except for the
pseudo non-maskable interrupts (software and watchdog timer intgrrupts). Pseudo non-maskable
interrupts are accepted regardless of the contents of the EIR; however, the pseudo non-maskable
interrupts cannot be nested more than once at the same time,~For_example, the watchdog timer
interrupt is not accepted during the software interrupt service.

The EIR consists of an interrupt master enable flag (IMF) and theindjvidual interrupt enable flags
(EF). This register is assigned to addresses 003AH and 003B{yin-the SFR, and can be read and written
by an instruction (including read-modify-write instructions such as'bit manipulation instructions).

@ Interrupt Master enable Flag (IMF)
The interrupt master enable flag (IMF) enables and disables the’acceptance of all interrupts,
except for pseudo non-maskable interrupts. Clearing this flag.to—10” /disables the
acceptance of all maskable interrupts. Setting to’” 1" enables the’acceptance of interrupts.
When an interrupt is accepted, this (flag-is.cleared to “0U'\to temporarily disable the
acceptance of maskable interrupts.. After execution of the-interrupt service program, this
flag is set to “1” by the maskablé interrupt return instruction [RETI] to again enable the
acceptance of interrupts. If an-interrupt request-has already/been occurred, interrupt
service starts immediately after execution of the [RETINnstruction.
Pseudo non-maskable interrupts-are returned-by-the [RETN] instruction. In this case, the IMF
is set to “1” only when| pseudo, non-maskable ‘interrupt/ service is started with interrupt
acceptance enabled (IMF ="1)..Note that the IMF remains “0"” when cleared in the interrupt
service program.
The IMF is assigned to bit 0 at address 003Ay in'the SFR, and can be read and written by an
instruction. ThetMF isnormally set and cleared-bythe [El] and [DI] instructions, and the IMF
isinitialized to("0” during reset.

|Note :Do ' notsetiMEto “1”during/mon,maskable interrupt service programs.

@ Individualinterrupt Enable Flags (EF15~EF3)
These flagsenable and disable the-acceptance of individual maskable interrupts, except for
an external intérrupt 0. Setting the corresponding bit of an individual interrupt enable flag
to/1” enables acceptance of an interrupt, setting the bit to “0” disables acceptance.

Example T:SetsEF for individUal interrupt enable, and sets IMF to “1”.

LDW (EIR), 1100100010100001B  ;  EF45, EFq4, EFqq, EF7, EFs, IMFe1
Example 2 :Sets an individual interrupt enable flag to “1”.
SET (EIRH).4 i EFppet

(003

18 : : : : : : : : : : : :
(003C.003Dy.) [[1Lys i llyg {4 ilhgy §Ilqq iy i Ilg i Ilg | Iy © ILg | ILg : ILg | Il : L, |

15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0

ILy (003Dy) IL (003Cy)
(Initial Value : 00000000 000000 *)
AE,I<?03BH) | EF15 i EF1q i EF13 ( EFqp i EFqq iEFqg} EFg | EFg | EFy i EFg i EFs I EFg |  ©  © IMF
EIRy (003By) EIR, (003AR)
(Initial Value : 00000000 0000***0)
Note 1: Do not use any read-modify-write instruction such as bit manipulation for clearing IL.

Note2: Do notclearliL, to “0” by an instruction.
Note 3: Do notset IMF to “1” during non-maskable interrupt service program.

Figure 1-23. Interrupt Latch (IL) and Interrupt Enable Register (EIR)
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1.9.

1 Interrupt Sequence

An interrupt request is held until the interrupt is accepted or the interrupt latch is cleared to “0” by a
reset or an instruction. Interrupt acceptance sequence requires 8 machine cycles (4 xs atfc=8 MHzin the
NORMAL mode) after the completion of the current instruction execution. /The interrupt service task
terminates upon execution of an interrupt return instruction [RETI] (for maskable interrupts) or [RETN]
(for pseudo non-maskable interrupts).

(1) Interrupt acceptance processing

® The interrupt master enable flag (IMF) is cleared to-“Q"-to temporarily disable the
acceptance of any following maskable interrupts. When\a-non-maskable interrupt is
accepted, the acceptance of any following interrupts is temporarily disabled.

@ The interrupt latch (IL) for the interrupt source accéptedis cleared to “0".

@ The contents of the program counter (return address) and the program status word are
saved (pushed) on the stack. The stack pointer(SP) isthree decrements,

@ The entry address of the interrupt service programis read from the/vector table, and the
entry address is loaded to the program counter.

® The instruction stored at the entry addressof the interrupt service programi.is’executed.

latch

IMF

PC

SP

Interrupt
signal

1
1
1
I& i I
' i
Interrupt : : '
i i /’ |
1 1 1
| i
1
1
I

'
Instrud_:ion Instruction
execution execution

Interrupt seryicetask

1 machine cycle

AV AV AR
-l
==
5
-

Interrdpt acceptance X Instriction \ RETI instruction execution

/

XXX X : ﬂ@@@ WerX 2 X XeXed

Notel : a/; returnladdress, b; entry address, c s address which the RETI instruction is stored
Note2 : The maximum response time from when-an L/is set until an interrupt acceptance processing starts is
2Mfm'to 38/fm [s].

Figure 1-24. Timing Chart ofInterrupt-Acceptance and Interrupt Return Instruction

Example £ Correspondence between vector table address for INTTBT and the entry address of the
interrupt service program.

Vector table-address Entry address

A maskable interrupt is not accepted until the IMF is set to “1” even if a maskable interrupt of higher
priority than that of the current interrupt being serviced.

When nested interrupt service is necessary, the IMF is set to “1” in the interrupt service program. In this
case, acceptable interrupt sources are selectively enabled by the individual interrupt enable flags.
However, an acceptance of external interrupt 0 cannot be disabled by the EF; therefore, if disablement is
necessary, either the external interrupt function of the INTO pin must be disabled with the INTOEN in the
external interrupt control register (EINTCR) (When INTOEN =0, the interrupt latch IL3 is not set, therefore,
the falling edge of the INTO pin input cannot be detected.) or interrupt processing must be avoided by
the program.
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Example 1 : Disables an external interrupt 0 using INTOEN

LD (EINTCR), 00000000B  ; INTOEN<-0
Example 2 : Disables the processing of external interrupt 0 under the seftware control (using bit 0
at address 00F0y as the interrupt processing disable switch)

PINTO : TEST (00FOH) . 0
JRS T, SINTO
RETI

SINTO : {Interrupt processing
RETI

VINTO : DW PINTO

(2) General - purpose register save/restore processing

; Return without interrupt processing if (00FOy)g = 1

During interrupt acceptance processing, the program countef and the program status word are
automatically saved on the stack, but not the accumulator/and other registers.” These registers are
saved by the program if necessary. Also, when riesting multiple interruptservices; it/is necessary to

avoid using the same data memory area for saving registers.

The following method is used to save/restorethe general-purpose registefs:

@ General-purpose register save/restore by register bank changeover:
The general-purpose registers/can.be saved at high-speed by switching to a register bank
thatis not in use. Normally, bank 0'is used for themain-task-and banks 1 to 15 are assigned
to interrupt service tasks. To increase the efficiency of 'data memory utilization, the same
bank is assigned for intenruptsourcés which are notnested.
The switched bank is automatically restored by executing an interrupt return instruction
[RETI] or [RETN]. Therefore,itisnot necessapy for a program to save the RBS.

Example : Register Bank-Changeover
PINTxx : LD RBS, n

. 5 \Switches to bank n (1 s at 8 MHz)

RETI ; Restores

bank and Returns

main task main task

acceptance of jnterpupt
bank m interrupt service task

m Switch to bank n by saving
[LD RBS, n] or registers
[ INC(GRBS) ]

n instruction

. interrupt return Restore bank .
automatically by restoring
[RETI]/[RETN] registers
instructicn .....................
interrupt return
(a) Saving/Restoring by register bank changeover (b) Saving/Restoring using push/pop or data transfer instructions

acceptance of jnterrupt
interrupt service task

Figure 1-25. Saving/Restoring General-purpose Registers

@ General-purpose register save/restore using push and pop instructions:
To save only a specific register, and when the same interrupt source occurs more than once,
the general-purpose registers can be saved/restored using push/pop instructions.
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Example : Register save using push and pop instructions
PINTxx : PUSH WA ; Save WA register pair
. interrupt processing :
POP WA ; Restore WA register pajr
RETI ; Return
................................................................................ Address (example)
SP — 023A4
A 023B
SP —> w SP — 023C
PC .. ] AT I PC ol N 023D
PCy PCH PCy 023E
PSW PSW PSW SR)— 023F
At acceptance At execution At execution At execution ofan
of aninterrupt ':> of a push of a pap ':> interruptreturn
instruction instruction instruction

@ General-purpose registers save/restore using data transfer instructions:
Data transfer instructions can be used t6 save only a specific general-purpose register during
processing of a single interrupt.

Example : Saving/restoring a register using data transfer instructions
PINTxx : e (GSAVA), i jeyeRTegister
interrupt processing
o/ A , (GSAVA) . Restore A register

; Return-from interrupt service

The interrupt return instructions([RETI]/ [RETN] perform the'following operations.

[RETI] Maskable interrupt return [RETN] Non-maskable interrupt return

@ The conténts of the program counter.and the
program-status’ word-are restored from-the

@ The contents of the program counter and
program status word are restored from the

stack. stack.
@ The stack pointer is incremented 3 times: @ The stack pointer is incremented 3 times.
@ Theinterrupt master enable flag is set to “ 1% @ The interrupt master enable flag is set to “1”

only when a non-maskable interrupt is
accepted in interrupt enable status. However,
the interrupt master enable flag remains at “0”
when so clear by an interrupt service program.

Interrupt requests are sampled during the final cycle of the instruction being executed. Thus, the next
interrupt.can be accepted immediately after the interrupt return instruction is executed.

Note : When the interrupt processing time is longer than the interrupt request generation
time, the interrupt service task is performed but not the main task.

3-14-35 1999-08-24



TOSHIBA

1.9.2 External Interrupts

The 87C814/H14/K14/M14 each have five external interrupt inputs (INTO, INT1, INT2, INT3, and INT5).
Three of these are equipped with digital noise rejection circuits (pulse inputs of less than a certain time

are eliminated as noise). Edge selection is also possible with INT1, INT2 and INT3.

The INTO/P10 pin can be configured as either an external interrupt input pin or an input/output port, and

is configured as an input port during reset.

Edge selection, noise rejection control and INTO/P10 pin function selection/are/performed by the external
interrupt control register (EINTCR). When INTOEN =0, the IL3 will'not be set even if the falling edge of

INTO pin input is detected.

Table 1-3. External Interrupts

TMP87C814/H14/K14/M14

Note 4 :

Note 5 :

INTO/INT5 input

Source Pin fﬁﬁﬁ%g‘i',ag}’n Enable conditions Edge Digital nois€ rejection
INTO INTO P10 IMF=1, INTOEN=1 falling'edge — (hysteresisinput)
Pulses of less-than/15/fc)or 63/fc [s]
) are eliminated as noise. Pulses of
INT1 INT1 P11 IMF - EF5=1 falling edge 48/§¢or 192/ [s] or more are
or consideredto be signals.
rising edge
. Y Pulses \of less than 7/fc [s] are
INT2 INT2 P12/TC1 IMF - EF7 =1 eliminated as noise. P_lélses(?f 24Q‘c
INT3 INT3 P86/S14 IMF {EFq; =1 £fén%ﬁsf“°re are considered to be
INT5 INT5 P20/STOP IMFEF 5= falling edge — (hysteresis input)
Note 1:  The noise rejection function is turned-off'in SLOW and SLEEP modes/ Also, the noise reject times are not
constant for pulses input whileé transiting between operating modes (NORMAL2<SLOW)
Note2:  The noise rejection function.isalso affected for timer/counterinput (TC1 and TC4 pins).
Note 3:  The pulse width (both “H“-and-“L”1evel) for input to the INT0.and INT5 pins must be over 1 machine cycle.

AnTL tinTH > teyc (Note : teyc = 4/fm [s])

TINTL LinTH

If a noiseless signal-is input to the external interrupt pin in the NORMAL 1/2 or IDLE 1/2 mode, the maximum
time from the edge of input signal until'the IL is set is as follows :

@ INT1 pin 49/fc [s] (INTINC=.1), 193/fc [s] (INTINC=0)

@-INT2,INT3 pins 25/fc [s]
When-high-impedance is specified for port output in stop mode, port input is forcibly fixed to low level
internally. Thus, interrupt latches.of external interrupt inputs except INT5 (P20/STOP) which are also used as
ports_may be set to "1/ _To_specifyyhigh-impedance for port output in stop mode, first disable interrupt
service (IMF =0) /activate stop mode. After releasing stop mode, clear interrupt latches using load
instruction, then, enable interrupt service.

Example : Activating stop-mpde:

LD  (SYSCR1), 010000008 ; OUTEN&O (specifies high-impedance)
DI ; IMF&0 (disables interrupt service)
SET  (SYSCR1).STOP ; STOP«1 (activates stop mode)

LDW (IL),1111011101010111B  ;
El

IL11,7,5,3¢<0 (clears interrupt latches)
; IMF&1 (enables interrupt service)

3-14-36

1999-08-24



TOSHIBA TMP87C814/H14/K14/M14

7 6 ..5.. 4 3 2 1 L0
EINTCR e
0037y L'NE [ W | Jocees] WP [ W2 [T ]| (initialvalue: 00%0 000%)
INTINC | Noise reject time select 0 : Pulses of less than 63/fc [s] are eI!m!nated as no!se
1 : Pulses of less than 15/fc [s] are eliminated as noise
o= . . 0 : P10 input/output port
INTOEN | P10/INTO pin configuration —_ )
P! ‘gurati 1: INTO pin (Port P10 should be set toan input mode) R/W
INT3ES R
INT2ES | INT3to INT1 edge select 0 : Rising edge
INT1 ES 1: Falling edge

Note1: fc ,; High-frequencyclock[Hz] * ; don’t care

Note2:  Edge detection during switching edge selection is invalid.

Note3:  Change EINTCR only when IMF =0. After changing EINTCR;.interrupt latches of external interrupt
inputs must be cleared to “0” using load instruction.

Note4: Inorderto change of external interrupt input by rewriting the contents of INT2ES, INTF3ES during
NORMAL1/2 mode, clear interrupt latches of external intérrupt inputs (INT2, INT3) dfter/8§ machine
cycles from the time of rewriting. During $/OW.made, 3 machine cycles are.requiréd-

Note5: Inorderto change an edge of timer counterinput by rewriting the contents of INT2ES, INT3ES during
NORMAL1/2 mode, rewrite the contents\aftertimer counter is stopped(TC*s=0), that is, interrupt
disable state. Then, clear interrupt laches of external interrupt inputs (INT2, INT3) after 8 machine
cycles from the time of rewriting tochange to’interrupt enablé state! Finally, state timer counter.
During SLOW mode, 3 machinecycles are required.

Example: When changing TC1 pin inputs edge-inexternal triggertimermode from rising edge to falling edge.

LD (TC1CR),01001000B ; / AC1S « 00\(stop TC1)
DI ; “ME « 0 (disable interrupt service)
LD (EINTCR),000001008B ; INT2ES« Y(change edge selection)

1 NOP

8 machine

cycles NOP

J LD (ILL);01111111B s W7« 0 (clear interrupt latch)
El s\ IMF « 1 (enable interrupt service)
LD (TC1CR),01111000B +~ TC1S « 11 (start TC1)

Note6:  If changing the conténts of INT1ES during NORMAL1/2 mode, interrupt latch of external interrupt
input INTTmust be cleared after 14 machine cycles (when INTINC = 1) or 50 machine cycles (when
INT1NC = 0) from the time of changing.~-During SLOW mode, 3 machine cycles are required.

Figure 1-26.-ExternaHnterrupt Control Register

1.9.3 Software/interrupt (INTSW)
Executing the [SWI} instruction denherates a software interrupt and immediately starts interrupt
processing (INTSW is highest prioritized interrupt). However, if processing of a non-maskable interrupt is
already underway, executing the SWlinstruction will not generate a software interrupt but will result in
the same-operation as'the [NOP] instruction. Thus, the [SWI] instruction behaves like the [NOP]
instruction.

Note:Software interrupt generates during non-maskable interrupt processing to use SWl instruction for
software break in a development tool.

Use the [SWI] instruction only for detection of the address error or for debugging.
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@® Address Error Detection
FFy is read if for some cause such as noise the CPU attempts to fetch an instruction from a
non-existent memory address. Code FFy is the SWI instruction, so a software interrupt is
generated and an address error is detected. The address error-detection range can be
further expanded by writing FFH to unused areas of the program memary, the address trap
reset is generated in case that an instruction is fetched from RAM or SFR areas.

87C814/H14/K14/M14 is not “FFH”.

Note :The fetch data from addresses 7F80y,to 7FFFy {test ROM area) for

@ Debugging
Debugging efficiency can be increased by placing the SWhinstruction at the software break
point setting address.

1.10 Watchdog Timer (WDT)
The watchdog timer rapidly detects the CPU malfunction such asendless looping caused by noise or the
like, and resumes the CPU to the normal state.
The watchdog timer signal for detecting malfunction(can-be selected either as a-reset output or a non-
maskable interrupt request. However, selection is possible only once after reset. Atfirst, the reset
outputis selected.
When the watchdog timer is not being used formalfunction detection,itcan be used as a timer to
generate an interrupt at fixed intervals.

1.10.1 Watchdog Timer Configuration

internal reset

fc/2Bor fs/2'" —>
fc/2% or fs/2 —>
fc/2%or fs/ 2" —>
fc/27or fs/2° —>

MPX
A Binary Gounters
2 v clock overflow
D 1 2
S clear
—
2// :;
enable
Q
S R
WDTEN
q writing writing clear
WoTT disable code |code

reset release signal from T.G.

|8

reset

WDT output output
- ] D—s_a->—DOreser

> interrupt request INTWDT

WDTOUT

Controller

0034H

0035H

WDTCR1 WDTCR2

Watchdog Timer Control Registers

Figure 1-27. Watchdog Timer Configuration

1.10.2 Watchdog Timer Control
Figure 1-28 shows the watchdog timer control registers (WDTCR1, WDTCR2). The watchdog timer is
automatically enabled after reset.
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(1) Malfunction detection methods using the watchdog timer

The CPU malfunction is detected as follows:

@ Setting the detection time, selecting output, and clearing the binary counter.

@ Repeatedly clearing the binary counter within the setting detection time.
If a CPU malfunction occurs for any cause, the watchdog timer output will become, active on the rise
of an overflow from the binary counters unless the binary counters are cleared/ /At this time, when
WDTOUT =1 a reset is generated, which drives the RESET pin low to reset the internal hardware and
the external circuits. When WDTOUT =0, a watchdog timer interrupt (INTWDT) is generated.
The watchdog timer temporarily stops counting in STOP mode (including warm-up) or IDLE mode,
and automatically restarts (continues counting) when STOP/IDLE mode'is released.

Example : Setsthe watchdog timer detection time to 221/fc[s]-and résets the CPU malfunction.

LD (WDTCR2), 4EH ,~Clears the'binary counters
LD (WDTCR1), 00001101B ; WDTJT«10, WDTOUT&1
— LD (WDTCR2), 4EH 7 Alearsthe binary counters
Within 3/4 of WDT (always clear immediately.after changing WDTT)
detection time :
= LD (WDTCR2), 4EH ;> Clears the binary counters
Within 3/4 of WDT ;
detection time :
L b (WDTCR2),4EH ; Clears the’bjndry.counters

Watchdog Timer Control Register 1
7 6 5 4 3 2 1 0

WDTCR1 : : : | WDT WDTT wor (Initial vallg': ***= 1001)
(0034p) e
Watchdog timer 0 : Disable (jtis necessary to write the disable code to WDTCR2)
WDTEN .
enable/disable 1 : Enable
00 : 25/ f¢_or—\ 2"/ fs [s]
wpTr | Watchdog timer 01:28/fc \or —2"/1s write
detection time 10 : 2"1fc ok N\ 2%/ 1s only
1 2Hc or 2"/ fs
Watchdog timer 0l :\Interrupt request
WDTOUT, output select 1+ Resetoutput

Note 1 : WDTIOUT cannot be set to “1” by program after clearing WDTOUT to "0".
Note2 : fc , “High-frequency.clock[Hz] fs ;) Low-frequencyclock [Hz] * ; don’t care

Note3 : WDTCRI1 is'a write-only register and must not be used with any of the read-modify-write instructions.
Note4 /) Disable the watchdog timer orclear the counter just before switching to STOP mode.
When the counter is cleared just before switching to STOP mode, clear the counter again subsequently
to-releasing STOP mode.

Watchdog Timer Control Register 2
7 6 5 4 3 2 1 0

WDTCR2 ™| : : : : 5 : : | (Initial value : *x*% *xxx)
(003544) : : ! : y : :
. 4Ey 1 Watchdog timer binary counter clear (clear code) .
WDTCR2 Watchd9g t|m_er control B1y : Watchdog timer disable (disable code) write
code write register : . only
others : Invalid

Note 1 : Thedisable code is invalid unless written when WDTEN =0.

Note2 : *,;don’tcare

Note 3 :  Since WDTCR2 is a write-only register, read-modify-write instructions (e.g. ; bit manipulating
instructions such as SET or CLR and arithmetic instructions such as AND or OR) cannot be used for
read/write to this register.

Note4 : Toclear the binary counter doesn’t initialize the source clock, therefore, it is recommended to clear
the binary counter within 3/4 of the detection period.

Figure 1-28. Watchdog Timer Control Registers
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Table 1-4. Watchdog Timer Detection Time

Operating mode Detection time
NORMAL1 NORMAL2 SLOW At fc=8 MHz At fs=32.768 kHz
2% /fc [s] | 22°/fc, 27 /fs 27/ fs 4,194 4s
28 [ fc¢ 28 11¢, 2%/ fs 2%/ 1s 1.048 ms Ts
24/ fc 2% /fc, 2B/ fs e 262.1ms 250 ms
29/ fc¢ 297f¢, 2"/ fs _— 65.5ms 62:5ms

(2) Watchdog Timer Enable
The watchdog timer is enabled by setting WDTEN (bit 3 in WDTCR1)to “1”. WDTEN.is initialized to
“1" during reset, so the watchdog timer operates immediatély after reset is released:

Example : Enables watchdog timer
LD (WDTCR1), 000010008 ; WDTENE T

(3) Watchdog Timer Disable
The watchdog timer is disabled by writing the disable code (B1y) to WDTCR2 afterclearing WDTEN
(bit 3 in WDTCR1) to “0”. The watchdog timef is not.disabled if this(procedure is reversed and the
disable code is written to WDTCR2 before WDTEN is cleared to “0”._ The-watchdog timer is halted
temporarily in STOP mode (including warm=up)-and/1DLE mode, and restarts automaticallyafter STOP
or IDLE mode is released.
During disabling the watchdog timer/the binary countersarecleared-
Example : Disables watchdog timer

LDW (WDTCR1), 0B101H ; WDTEN&0, WDTCR2¢disable code

1.10.3 Watchdog Timer Interrupt (INTWDT)

This is a pseudo non-maskable interrupt which can be accepted regardless of the contents of the EIR. Ifa
watchdog timer interrupt or a software interrupt is already-accepted, however, the new watchdog timer
interrupt waits until the prévious interrupt processing.is completed (the end of the [RETN] instruction
execution).

The stack pointer/(SP) should-be-initialized before using the watchdog timer output as an interrupt
source with WDTOQUT.

Example : Watchdog timer interruptsetting up;
LD SP, 023FH ; Sets the stack pointer
LD (WDTCR1), 000010008 ; WDTOUT&0

1.10.4 Watchdog Timer Reset

If the watchdog'timer output becomes-active, a reset is generated, which drives the RESET pin (sink open
drain.output)tow to reset the internal hardware and the external circuits. The reset output time is 220/fc
[s]- (131 ms at fc=8 MHz). The\high-fredquency clock oscillator also turns on when a watchdog timer
reset is generated in SLOW'mode:

Note ~“The high-frequency clock oscillator also turns on when a watchdog timer reset is generated in
SLOW mode. Thus, the reset output time is 220/fc.
The reset output timer include a certain amount of error if there is any fluctuation of the
oscillation frequency when the high-frequency clock oscillator turns on. Thus, the reset output
time must be considered approximate value.
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2"/fc [s]

Clock [ [ A I A D N B S N CCusnt
Binary counter 1 x 2 XEX 0 X 1 X 2 X 3 X 0

Overflow S
INTWDT interrupt "
: Y

WDT reset output + (Hi-2) I("L" output)
writes 4E,, to WDTCR2

Figure 1-29. Watchdog Timer Interrupt/Reset

1.11 Reset Circuit
The 87C814/H14/K14/M14 each have four types of reset-generation procedures: an external reset input,
an address trap reset, a watchdog timer reset and a system-clock reset. Table-1s5 shows'on<chip hardware
initialization by reset action. The internal source reset circuit (watchdog timerreset, address trap reset,
and system clock reset) is not initialized when power.is turned on. Thus, output from the RESET pin may
go low (220/fc [s] (131 ms at 8 MHz) when powér-isturned on.

Table 1-5. Initializinginternal Status by Reset'Action

On-chip Hardware Initial Value On-chip Hardware Initial Value
Program counter (PC) (FFEFy) - (FFFER) Divider of Timing.générator 0
Register bank selector (RBS) 0
Jump status flag (R 1 Watchdog timer Enable
I le fl IME 0 Refer to I/0 port
nterrupt master enable flag (IMPF) Outputlatches of /0 ports circuitry
I individual le fl EF
nterrupt individual enable flags /(EF) 0 . Refer to each of
Interrupt latches (UP] 0 Controlregisters control register

1.11.1 External Reset Input
When the RESET pin.is-held at low for atleast 3
machine cycles (12/fc [s]) with the powersupply voltage
within the opetating voltage range and-oscillation vbD
stable, a reset. is_applied and the. internal state is
initialized.
When the(RESET pin input goes high, the reset
operation is released and the program execution starts
at the vector address stored at'addresses FFFE} - FFFFy.
The RESET pin contains.a-S¢hmitt trigger (hysteresis) Figure 1-30. Simple Power-on-
with_an_internal pull-up tésistor. A simple power-on- Reset Circuitry
reset can be applied by connecting an external
capacitor and adiode.

VDD

typ. 220 kQ
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1.11.2 Address Trap Reset
If a CPU malfunction occurs and an attempt is made to fetch an instruction from the RAM or the SFR area
(addresses 0000y - 023Fy), an address-trap-reset will be generated. Then, the RESET pin output will go
low. The reset time is 220/fc [s] (131 ms at 8 MHz).

Instruction JP a :(reset release Xinstruction ataddressr
execution ) i i
e ___ Address-trap is occurred _\Y/ 2L __ L.
RESET output 1 (“L" output)  (( [} |
: ) i I |
1 1 | 1
1 1 1 1
1 1 I 1
1 I : 1
: 2%/fc [s] WX (o 2%fc¢ :
to
2%fc

Note 1: 0=a=043Fy
Note 2: During reset release, reset vector “r” is read out, and an instruction at address r(isfetched and decoded.

Figure 1-31. Address-Trap-Reset

1.11.3 Watchdog Timer Reset
Refer to Section “1.10 Watchdog Timer”.

1.11.4 System-Clock-Reset
Clearing both XEN and XTEN (bits 7 and_6_in SYSCR2) t0,//0” stops both high-frequency and low-
frequency oscillation, and causes the-M€U to- deadlock. ~This can be prevented by automatically
generating a reset signal whenever XEN =XTEN =0 is detected to continue the oscillation. Then, the
RESET pin output goes low from high-impedance. The reset time i5:220/fc [s] (131 ms at 8 MHz).
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2. ON-CHIP PERIPHERALS FUNCTIONS

2.1 Special Function Registers (SFR) and Data Buffer Registers (DBR)
The TLCS-870 Series uses the memory mapped I/O system, and all peripheral tantrol and data transfers
are performed through the special function registers (SFR) and data buffer registers(DBR).
The SFR are mapped to addresses 0000 — 003Fy, and the DBR to addresses OF8Qy.— OFFFH.

Figure 2-1 shows the 87C814/H14/K14/M 14 SFRs and DBRs.

Address Read Write Address Read Write
00004 00204
01 21
02 22
03 23
04 24
05 25
06 26
07 27
08 28
09 29
0A 2A -
0B 2B
0oC 2C
oD 2D
OE 2E
OF 2F reserved
10 30 reserved
11 31
12 32
13 33
14 34
15 35
16 36
17 37
18 38
19 39
1A 3A
1B 3B
1C 3C
1D 3D
1E 3E
1F reserved 3F |PSW (Program status word) RBS (Register bank selector)
(a)_Special-Function Registers
Address Read Write
OF80W |......u 40w
: Note 1 : Do not access reserved areas by the
P VET ~ program.
: Display data buffer Note2 : - : Cannot be accessed.
: Note3 : When defining address 003Fy with
R O N T 2 N O N S assembler symbols, use GPSW and GRBS.
OF9F L 4 Note4 : Write-only registers and interrupt
T regenyed T~ latches cannot use the read-modify-
OFEO .o AN s write instructions (bit manipulation
FI b S NN instructions such as SET, CLR, etc. and
F2 |0 sio T e logical operation instructions such as
F3 |, Transmitand receive e AND, OR, etc.)
7 databuffor e
FS | e,
FO | e,
F7
0FF8~ g
TR reserve A
OFFFT : T
(b) DataBuffer Registers

Figure 2-1. SFR & DBR
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2.2 |/OPorts
The 87C814/H14/K14/M 14 each have 8 parallel input/output ports (55pins) as follows:

Primary Function Secondary Functions

Port PO 8-bit I/0 port

Port P1 8-bit 1/0 port External interrupt input, timer/counter input; and-divider output

Port P2 3-bit1/0 port Low-frequency resonator connections, externaljinterrupt input, and
STOP mode release signal input

Port P3 4-bit 1/0 port Serial interface, pulse width modulationoutput, PWM/PDO output,
and timer/counter input

Port P5 8-bit 1/0 port VFT digit driver output

Port P6 8-bit I/0 port Analog input

Port P7 8-bit 1/0 port VFT digit/segment driver'output

Port P8 8-bit I/0 port VFT segment driver/divider output, and externakinterrutinput

Ports P1, P2, P3, P5, P6, P7 and P8 can also use secondary.function.

Each output port contains a latch, which holds the output/data. Input portsdo not have latches, so the
external input data should either be held externally-until read or reading.shéuld be performed several
times before processing. Figure 2-2 shows input/output timing examples’

External data is read from an I/O port in the Ststate of the read cycle-during execution of the read
instruction. This timing can not be recognized from outside, so thattransient input such as chattering
must be processed by the program.

Output data changesin the S2 state of the write cycle during execution/of the instruction which writes to
an |/O port.

fetchcycle  fetchcycle \ read cycle fetchcycle  fetchcycle  write cycle
I | | | I | | |
I I | I I I I I
Instruction ___S0 S1 S2 S3 SO S1 $2 $3/50 S1 S2 S3  ___ tnstruction— S0 S1 S2 S3 SO S1 S2 S3 SO S1 S2 S3
execuc’;glr;__ L1 E)I(': LID Al" ()ﬂ) T ! (N N | __/ exe(:lg:glg__ L1 E)I(': LID (?()"?‘ N N I — .
Input strobe-- - ﬁ - - Output latch_ _ |_|
S pulse 5
Datainput“ % X/ Data output__ old X new
(a) Input Timing (b) Output Timing

Note : The positions of the read and write cycles may vary, depending on the instruction.

Figure-2-2. ~Input/Output Timing (Example)

When-reading an I/0 port.exceptprogrammable 1/0 ports PO and P1, whether the pin input data or the
output latch contents arelread.depends on the instructions, as shown below:
(1) 'Instructionsthat read the-qutput latch contents

® XCH r, (src) ® LD (pp) . b, CF

® CLR/SET/CPL (src).b ® ADD/ADDC/SUB/SUBB/AND/OR/XOR (src), n

@ CLR/SET/CPL (pp).g @ (src) side of ADD/ADDC/SUB/SUBB/AND/OR/XOR (src), (HL)
@ LD (src).b, CF

(2) Instructions that read the pin input data
@ Instructions other than the above (1)
@ (HL) side of ADD/ADDC/SUB/SUBB/AND/OR/XOR (src), (HL)
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2.2.1 Port PO (PO7 - POO)

Port PO is an 8-bit general-purpose input/output port which can be configured as either an input or an
output in one-bit unit under software control. Input/output mode is specified by the corresponding bit
in the port PO input/output control register (POCR). Port PO is configured as anrinput if its corresponding
POCR bit is cleared to “0”, and as an output if its corresponding POCR bit is set to “1”.

During reset, POCR is initialized to “0”, which configures port PO as input. The PQ output latches are also
initialized to “0"”. Data is written into the output latch regardless of POCR contents. Therefore initial
output data should be written into the output latch before setting POCR.

Notel : Ports set to the input mode read the pin states. When input pin and output pin exist port PO
together, the contents of the output latch of ports set to the input mode may be rewritten by
executing the bit manipulation instructions. Pins set(to the-output mode read-a-value of the
output latch.

Note2 : The POCR is a write-only register. It can not be operated by the read-modify.instruction (Bit
manipulation instructions of SET, CLR, etc. and Arithmetic instructions of AND, OR, etc.)

STOP
OUTEN D

POCRi

5

data output ———>D“ Q|—s | > ¢ D POi

data output

output latch
Note:i=7to0
7 6 5 4 3 2 1 0

PO : : : : : : : A\
(0000}) | P07 : P06 : PO5 : P04~ PQ3-PO2 : PO1 : POO I (tnitial value : 0000 0000)

7 6 5 4 3 2 1 0
POCR | 7 ; B : : :

(000AL) | (Initial value : 0000 0000)
H

I/0-control for port PO 0 inputmode write

POCR NN
(Set for.each bitindividually) 1-output mode only

Figure 2-3.~Port PO and POCR

Example : ~Setting the upper 4 bits of port PO as an input port and the lower 4 bits as an output
port (Initial output'data are 1010g).
LD (P0), 00001010B ; Setsinitial data to PO output latches
LD (POCR), 00001111B  ; Setsthe port PO input/output mode
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2.2.2 PortP1 (P17 - P10)
Port P1 is an 8-bit input/output port which can be configured as an input or an output in one-bit unit
under software control. Input/output mode is specified by the correspending bit in the port P1
input/output control register (P1CR). Port P1 is configured as an input if its,corresponding P1CR bit is
cleared to “0”, and as an output if its corresponding P1CR bit is set to “1%. During reset, P1CR is
initialized to “0”, which configures port P1 as an input . The P1 output latches are also initialized to “0".
Data is written into the output latch regardless of P1CR contents. Therfgré initial output data should be
written into the output latch before setting P1CR. Port P1 is also used as an external interrupt input, a
timer/counter input, and a divider output. When used as a secondary function pin, the input pins should
be set to the input mode, and the output pins should be set to the\output’mode and beforehand the
output latch should be setto “1”.
It is recommended that pins P11 and P12 should be used as external’interrupt inputs, timer/counter input,
orinput ports. The interrupt latch is set on the rising or falling-edge of the output when used’as output
ports.
Pin P10 (INTO) can be configured as either an I/O port or an\external interrupt input with INTOEN (bit 6 in
EINTCR). During reset, the pin P10 (INTO) is configured-as.aninput port P10.

Notel : Ports set to the input mode read the pin states. When input pin/and output pin exist port P1
together, the contents of the output latch of ports set to the inputmodeé may be rewritten by
executing the bit manipulation instructions:~Pins set to the output mode read a value of the
output latch.

Note2 : The PICR is a write-only register./ lt-can not be operated by the reéad-modify instruction (Bit
manipulation instructions of SET,.CLR, etc.” and Arithimeticinstructions of AND, OR, etc.)

data input <J
dataloutput D_IL o1

outputlatch

control output

control input

Note:i=7to0
74/~6. )b 4 3, 2 1 0
P1 P17 -P16-+P15 i P14 | P13 ;&172 i P11 1 P10
(0001y) i TC2 i PPG :DVOa:Jci : INT1 :INTO (Initial value: 0000 0000)
7 6 5 4 3 2 1 0
?J(;:ORB ) | : i é : § § : | (Initial value: 0000 0000)
H
PICR I/0 control.for port P1 0 : Input mode write
(Set for each bitindividually) 1 : Output mode only

Figure 2-4. PortP1and P1CR

Example: Sets P17, P16 and P14 as output ports, P13 and P11 as input ports, and the others as
function pins. Internal outputdatais “1" for the P17 and P14 pins, and “0" for the P16

pin.
LD (EINTCR), 010000008 ; INTOEN«1
LD (P1), 101111118 ; P17¢1, P11, P16&0
LD (P1CR), 110100008
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2.2.3 Port P2 (P22 - P20)

Port P2 is a 3-bit input/output port. It | ger/cir/cpL/others — CMP/MCMP/ TEST / others
is also used as an external interrupt |patainput J:II_ /J_
input, and low-frequency crystal
connection pins When used as an °"P”“a“h}‘ N -
input port, or the secondary function |Pataoutput D QT Ly [ Jp20 (WT5/5TOP)
pin, the output latch should be set to g:::i‘: 'L’f“t N @1 :]_(|
“1". During reset , the output latches P L< N Osc. enable
are initialized to “1". :]-‘
A low-frequency crystal (32.768 kHz) is | Data output —>|E - II:>— P21 (XTIN)
connectgd to pins P21 (XTIN) and P22 . A
(XTOUT) in the dual-clock mode. Inthe |Datainput _<}‘<\I
single-clock mode, pins P21 and P22
can be used as normal input/output 5.0 ouiout M5 6 ll: Jp22 (xToun)
ports.
It is recommended that the P20 pin p
§hould be used as an external inte.rrupt %TL?TPEN :ODC ‘ Note T *; don't are
input, a STOP mode release signal XTEN Note 2 : XTEN is bit6 in
input, or an input port. If used as an s < SYSCR2
output port, the interrupt latch is set ~
on the falling edge of the output | —\ 0 7B NSLA) B2
pulse. 5o g P22 i P21 :_P20
When a read instruction for port P2 is (0002,) XTOUT; XTIN %
executed, bits 7 to 3 in P2 read in gs— [~ Y UrTOsrmre (Initial value : #xx% *111)
undefined data.
Figure 2-5. Port P2
2.2.4 Port P3 (P33 - P30)
Port P3 is an 4-bit input/output port;
and is also used as serial intérface (SIO) Controtinput .
input/output, 14 builtsin pulsé width CMP/MCMP /TEST/ others
modulation (PWM) ‘and” a Data input !
timer/counter input. When-used as an SET/CLR/CPL /others
input port or a secondary function pin,
the output latch should-be set to “ 1% Data output D Q| —s¢ P3i
The output-latches are initialized to Output latch
“1" during reset. Control output

It is recommended-that the P33 [pin STOP Hi-Z control
OUTEN:| >°

should be used.as an external interrupt

input, a timer/counter input; or.an Note1: * - don’tare

input port. Note2: i=3to0

When a readinstruction-fav port-P3 /is

executed bit 7 to 4 in P3.read in as O AT S p§3 2 1 0

undefined data. P3 mamra; P32 © P31 : P30
(0003, i i i 0 | 0 | sl 3R

(Initial value :  **¥* 1111)

Figure 2-6. PortP3
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2.2.5 Port P5 (P57 - P50)

Port P5 are 8-bit high-breakdown voltage input/output ports, and are also used as digit outputs, which
can directly drive vacuum fluorescent tube (VFT). When used as an input port or a digit output, the
output latch should be cleared to “0”. The output latches are initialized to “0” during reset. Pins which
are not set for digit output can be used as normal I/O port (refer to section “2.11.8 Pert Function”). Itis

recommended that pins P57 to P50 should be used as digit output.

CMP / MCMP / TEST / others
OUTEN Hiz
control
Data input .
'npu SET/CLR/ N

CPL/others

Data output . P5i
digit output T i=7to0
VKK
7 6 5 4 “3. 27 1 o0
P5 P57 i P56 : P55 : P54 : P53“5 P52 : P51 : P50
: : : 5 5 : 5 Iritial value :
(0005) | G8 i Go i @10 LG11 Gi2 613 | G1a | g15 ) /(MHiplvalue: 0000 0000)
Figure2-8. P5 Port
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2.2.6 Port P6 (P67 - P60)

Ports P6 is an 8-bit input/output port which can be configured as an input or an output in one-bit unit
under software control. Input/output mode is specified by the correspending bit in the port P6
input/output control register (P6CR).

Port P6 is also used as an analog input for the A/D converter. When used as an analog'input, AINDS (bit 4
in the ADCCR) must be cleared to “0” and its corresponding P6CR bit must beset to “1”. In this case,
unuse pin as analog input is configured as only input port.

During reset, AINDS is initialized to “0” and all bits of P6CR are initjalized.to 1", which configures port
P6 as analog input. The P6 output latches are initialized to “0”. Data is\written into the output latch
regardless of the P6CR contents. Therefore initial output data should be written into the output latch
before setting P6CR.

Analoginput - ()

STOP
OUTEN

SAIN 4|__°D—
P6CRi
read

Data input <

] rsi

K7

Data output D

7 6 5 4 3 2 1 0

P6 P67 : P66 : P65 : P64 : P63 P62/ P61 : P60 N
(0006) [ AIN7 : AING : AIN5 : AINASAIN3 TAIN2 : AINT : AINO (Initial yalue: 0000 0000)

PECR 7 6 5 ~4Y/3)) 2 1 0
(000Cy) | : ; g : : ; : | {\(nitial value : 0000 0000)

PECR 1/0 control for port P6 0~ ~input mode write

(Set for each bit individually) t+——output mode only

Figure 2-9. Port P6
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2.2.7 Port P7 (P77 - P70)
Port P7 is an 8-bit high-breakdown voltage input/ output port, and also used as a segment/ digit output,
which can directly drive vacuum fluorescent tube (VFT). When used as an input port or a segment /digit
output, the output latch should be cleared to “0”. The output latches are initialized to “0” during reset.
It is recommended that pins P77 to P70 should be used as digit/segment output.

CMP/MCMP/TEST/others
OUTEN |
sTop — P
control

Data input seT/cLlricpL | N

others

Data output

Output latch
Segment
output
digit
output

VKK

Segment/digit
control

7 6 5 4 3 2 1 0
P77 P76 : P75 i P74 : P73 : P72 P71 iP70

P7 : : : : : : ;
: : 1 G3 1 G4 : G5 : GO : G7 .
(0007y) (539 : ?& (Ssg (534 P83 1 S2 516 50 (Initial value T —0000. 0000)

Figure-2-10. Port PZ

2.2.8 Port P8 (P87 - P80)
Port P8 is an 8-bit high-breakdown voltage input/output\port, a divider output, an external interrupt
input, and also used as a segment output, which can djrectly drive vacuum fluorescent tube (VFT). When
used as an input port, a segment-output or secondary function pin, the output latch should be cleared to
“0". The output latches are injtialized to “0” during reset: Rins P87 to P84 can be connected built-in pull-
down resistors by mask optien:-—It/is recommended that pins witch have a built-in pull-down resistors

should be used segmentoutput.

OUTEN :ODC Hi-Z control
STOP

CMP/MCMP /TEST / others

Cntrol input '
. SET/CLR/CPL/others
Data input ' !

Data eutput > || psi

Output latch

"| mask option
Segment output

Cntroleutput
VKK

7 6 5 4 3 2 1 0

P8 P87 : P86 : P85 : P84 : P83 : P82 : P81 : P80

(00084) |pvigp: Ny : S13 § $12 1 S11 5 $10 | $9 | S8 | (nitialvalue: 0000 0000)

Figure 2-11. Port P8
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2.3 Time Base Timer (TBT)
The time-base timer is used to generate the base time for key scan and dynamic display processing. For
this purpose, it generates a time-base timer interrupt (INTTBT) at predetermined intervals.

This interrupt is generated beginning with the first rising edge of the source clock (the timing
generator’s divider output selected by TBTCK) after the time-base timer is enabled.| Note that since the
divider cannot be cleared by a program, the first interrupt only may occur earlier than the set interrupt
period. (See Figure 2-10 (b).)
When selecting the interrupt frequency, make sure the time-base timer is disabled. (Do not change the

selected interrupt frequency when disabling the active timer either.) ~However, you can select the

interrupt frequency simultaneously when enabling the timer.

TBTCK X
TBTEN I |

o :

X

t1=0

t2 Z T-machine cycle

t2

Example : Setsthe time base timer frequencytofc/216[Hz] and enables an INTTBT interrupt.

TBTCR

Time Base Timer Control Register

(a) Con

figuration

LD (TBTCR), 00001010B
SET (EIRL) . 6
MPX INTTBT
fc/22 or /215 >—A interrupt
fc/22" or fs/2'3 >—B request
fc/2'6 or fs/28 >—C [sourceclock
fc/2' or f5728 >—D y Rising ok
fc/2"3 or fs/25 >—E | H edge Source cloc —|_,_|_,_I_|_
fc/2'2 or fs/2% >—F detector : : :
fc/2' or 5723 >—|G TBTEN : : :
fc/2° or fs/2 >—Hg : g i
1 : M :
3 1
INTTBT ! " "
TBTCK TBTEN : L ! "_

Interrupt

Enable TBT period

(b) Time Base Timer Interrupt

Figure 2-14. Time Base Timer
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TBTCR 6 5 4 3 2 1 0

(0036, |(DVOEN) | ©VOCK) | ©OV7eK) | TBTEN | , TBTCK | | (Initial value :  0*x0 Oxx%)
Time base timer 0 : Disable
TBTEN .
enable/disable 1: Enable
000 : fc/ 2% or fs/2"5[Hz]
001 : fc/2%"or fs/2'3
. 16 8
010 .fc/214or fS/ZG RIW
TBTCK | Time base timer interrupt 011 : fc/2"or fs/2
frequency select 100 : fc/2"3or fs/2°
101 : fc/2'%0r fs/ 2%
110 : fc/2"or fs/23
111 : f¢/2% or fs/2

Note : fc; High-frequency clock [Hz], fs,; Low-frequency clock [Hz],)* ; don’t care

Figure 2-15. Time Base Timer and DividerOQutput Control'Register

Table 2-1. Time Base Timer Interrupt Frequency

NORMAL1/2, IDLE1/2 mode Interrupt'Frequency
TBTCK SLOW, SLEEP mode
DV7CK =0 DV7CK =1 At fc = 8MHz At fs =32.768 kHz
000 fes2%3 fs/21° fs/2'° 0:95 Hz 1 Hz
001 fc/2?21 fs/213 fs/213 3\81 4
010 fc/2'6 fs/28 - 122007 128
011 fcs 24 fs/ 26 - 488.28 512
100 fc/2"3 fs725 - 976.56 1024
101 fc/212 fsi 24 - 1953.12 2048
110 fes2" for 23 - 3906.25 4096
111 fc/2° 512 2 15625 16384
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2.4 Divider Output (DVOa, DVODb)
A 50% duty pulse can be output using the divider output circuit, which is useful for piezo-electric buzzer
drive. Divider outputis from pin P13 (DVOa) and P87 (DVOb). The P13 output latch should be setto “1”
and then the P13 should be configured as an output mode, and the P87 outputlatch clearto “0”.
Divider output circuit is controlled by the control register (TBTCR) and DVObCR'shown.in Figure 2-12.

DVOa control register
TBTCR 7 6 5 4 3 2 1 0
(00361 lovoen|  ovock [ ovico | asmem | (TBTCK), | (Initial value { 0%%0"0xx*)
DVOEN | Divider output enable/disable 0: Disable
1 : Enable
00 : fc/2'3 or fs/25[Hz] RW
bvock | Divider output (BVOa) 01 : fc/2'? orfst2°
frequency selection 10 : fc/2"" or\fs)23
11 1 fcr2'0 or f5/22
DVOb control register
DVObcR - 7 6 S5 4 3.2 . .1..90°
(0027h) [ oen ] bvobck : : : : : (Initial value /000% x+)
- . 0 : Disable
DVObEN Divider output enable/disable 1 - Enablé
00 : fc/2"3orfs/25[Ha] Write
Divi DV 1 fc/2'? orfs)2% only
DVObCK |V|der0utput(. Ob) 0 : c/ o or fs ;
frequency selection 10 : fc/2'" or fs/2
11 : 7210 or fs/22
Note : fc,; High-frequency clock[Hz], fs; Low-frequencyclock[Hz], * ; don’t care

Figure 2:16. Divider Output Control Register

Example : “1TkHZ pulse-output to P13 (at f¢="8-MHz)

SET (P1).3 ; P13 output latch «1
LD (P1CR), 00001Q00B ; Configures P13 as an output mode
YD (TBTCR), 100000008 ; DVOEN«1, DVOCK«00
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Table 2-2. Frequency of Divider Output

DVOCK Ifr?quency of At fc = 8 MHz Atfs=
(DVObCK) Divider Output 32.768 kHz
00 fc/2" or  fs/2° 0.976 [kHz] 1.024 [kHz]
01 fc/2" fs/2% 1.953 2.048
10 fc/2m fs/23 3.906 4.096
11 fc/ 2 fs/2? 7.812 8:192
output latch output enable
.
data output D Q P13 (DVOa)
MPX

fc/213orfs/25 >
fc/2120rfs/24 >

A
B

11 3>4c Y

;g;gmg:ﬁgz il P13 output latchJ: |_|

DVOCK DVOEN D¥QagN —.—I L
| TBTCR | N — o
DVQa pin I " | I | I | I | : : I | I

DVOa control register

(a) Configuration (b)-_Timing Chart

output latch

fc/23o0rfs/25 > A
fc/2120rfs/24 > B
fc/2Morfs/23 >c Y
fc/200rfs/22 > D

| ]

P87 output latch |
DVObCK DVObEN DVOREN —I L
[ ovobecr | , L -
- DVODb pin | " I | I | I | I | I |
DVODb control register

(c) Configuration (d) Timing Chart

Figure 2-17. Divider Output
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TOSHIBA

16-bit Timer/Counter 1 (TC1)

2.5

2.5.1 Configuration

lg1bayl Hg153uL
PX3ABION I XdIN Yol Hv193d1
J0eTedwod ldND I BI0N
+ + 19151681 |043U0D | J83UNOI/IBWIL
2qoITs 1013U0>
1441 MY PANIPYNew DL
v 3|qeud.
41 'vi s193s1Bal sawny g-91 MILIL
LdVIS
D 916603 AZDENTE 419341 1
ainyded
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uid 94d _ | v a
= 5 q spow Y.@. Nop 2 S A |
hndino 54dd XdiN SpoW MOpUIM
! pe
816603 ¢ ¢
ynew 3 m‘l
pwn > e
L4 Jouw o - ] wop| ¢ . _H 8l 21%
Jaainod-dnug-giL
Juswainsedw v €C/54401,2/24
yiptam asind 163> a U uid 1D}
VLLIN
_ 1015319p abpa _
Buisis Buijjey
ieapd
apow
feubisieap s1oL uaWaINseIW
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2.5.2 Control
The timer/counter 1 is controlled by a timer/counter 1 control register (TC1CR) and two 16-bit timer
registers (TREG1A and TREG1B). Reset does not affect TREG1A and TREG1B.

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
TREG1A
(0010, 0011y) | . TREG1Ay (0011y) | . | . . TREG1AL(00105) . |
Write'only
TREG1B
(0012, 0013, | . . TREG1By (0013) . | ! . [REGTB;(00124) . |
7 6 5 4 3 2 1 0 Read-/Write (Write available in only
PRGoutput mode)
SCAP1
TC1CR TRF1 [MCAPTL TC1s TC1CK TCIM
(0014y) METT1 (Initial value™:-0000 0000)
MPPG1 L | 1
00: timer/external triggertimer/event counter mode
TCIM TC1 01: window mode
mode select 10: pulse width measurement mode
11: PPG output madé
00: internal clockfc/2' —or fs/23 [Hz]
TC1CK TC1 01: internal ¢lock fc/22
source clock select 10 : internalclock fc/23
11: external clock (TC1 pin input)
00: stop &counter clear .
Tc1s |TC 01: command'start Write
start control 10,:—reserved only
11 7 external trigger start
SCAP1 software capture control 0. ~ 1: seftware capture trigger (Note 3)
MCAP1 pulse width measurement 1 double edge capture™1 : single edge capture
control
external trigger timer . ,
METT1 control 0 _trigger start 1: trigger start & stop
MPPG1 | PPG output control 0 : continuous pulse 1: single pulse
TFF1 timer F/F1 control for PPG 0: clear 1: set
output mode
Note 1: fc,; High-frequency'clock [Hz], fs ; Low-frequency clock [Hz]
Note 2 : Writing to'the low-byté of the timer régistérs (TREG1A;, TREG1B;), the comparison is inhibited until
the high-byte (TREGIAY, TREGTBy)\is written.
Afterwriting to the high-byte, the comparison-of 1 cycle (during instruction execution) is ignored.
Note 3: Set the mode, source clack, edge(INT2ES), PPG control and timer F/F control when TC1 stops
(TC15 =00).
Note4:_/Software capture can be used in only timer and event counter modes.
Note 5/ ,Values te be loaded to timer registers must satisfy the following condition.
TREG1A>TREG1B>0 (PPG output mode) ; TREG1A >0 (others)
Note 6 7~ Always write “0” to TFET except the PPG output mode.
Note7 : TCICR is a write-only-register, which cannot be accessed by any read-modify-write instruction such as
bit operate,etc.
Note'8: TREGI1B cannot bewritten)after setting to PPG output mode.

Figure 2-19:—Timer Registers and TC1 Control Register

2.5.3 Function
Timer/counter 1 has six operating modes: timer, external trigger timer, event counter, window, pulse
width measurement, programmable pulse generator output mode.

(1) Timer Mode
In this mode, counting up is performed using the internal clock. The contents of TREG1A are
compared with the contents of up-counter. If a match is found, an INTTC1 interrupt is generated,
and the counter is cleared to”0”. Counting up resumes after the counteriscleared. The current
contents of up-counter can be transfered to TREG1B by setting SCAP1 (bit 6 in TC1CR) to “1”
(software capture function). SCAP1 is automatically cleared to “0” after capaturing.
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Table 2-3. Timer/Counter 1 Source Clock (Internal Clock)

Source clock Resolution Maximum time setting

NORMAL1/2, IDLE1/2 modes

SLOW, SLEEP modes _ _ _ —
DV7CK =0 DV7CK = 1 Atfc=8MHz | Atfs=32.768 kHz | Atfc=8 MHz/| Atfs=32.768 kHz

fc/2%[Hz] fc/2%[Hz] - 1 us - 65.5\ ms -
fcr127 fc/27 - 16 us = 1.0 )s -
fc/2M fs/ 23 fs/2° [Hz] 256 us 20414 5 168 s 16.0 s

Example 1 :Sets the timer mode with source clock fs/23[Hz] and-generates an interrupt 1 s. later
(atfs = 32.768 kHz).

LD (TC1CR), 00000000B ; Setsthe TC1 mode and source clock
LDW (TREG1A), 1000H ; /Setsthetimer register (1s + 23 /f¢= 1000,,)
LD (TC1CR), 000100008 i (Starts TC1

Example 2 : Software capture
LD (TC1CR), 01010000B ~_SCAP1¢1 (Captures)
LD WA, (TREG1B) ; Reads captured vajue

Command start

Source clock

Up-counter 0 . X1X2XZX4X_;::I n/1Xn¥o 1X2X3X4XZXGX7X:

[}
TREG1A » X n )
i Match Counter
INTTC1 interrupt : detect \n/ clear
(a) Timer

sucecoce [ | (40 L) LI f L LJd Ld L L
Up-counter :Xm—ZXm—1X m Xm+1Xm+2X I\S__X n-1 X n Xn+1X

capture capture
TREG1B X m X n

SCAP 1 I-l

(b) Software Capture

Figure 2-20. Timer Mode Timing Chart

(2)~_External Trigger Timermode

In-this mode, counting up-isstarted by an external trigger. This trigger is the edge of the TC1 pin
input. Eitherthe rising or falling edge can be selected with INT2ES. Edge selection is the same as for
the external interrupt input INT2 pin. Source clock is used an internal clock selected with TC1CK. The
contents of TREG1A is compared with the contents of up-counter. If a match is found, an INTTC1
interrupt is generated, and the counter is cleared t0”0"” and halted. The counter is restarted by the
selected edge of the TC1 pin input.

The TC1 pin input has the same noise rejection as the INT2 pin; therefore, pulses of 7/fc [s] or less are
rejected as noise. A pulse width of 24/fc [s] or more is required for edge detection in NORMAL1/2 or
IDLE1/2 mode. The noise rejection circuit is turned off in SLOW and SLEEP modes. But, a pulse width
of 4/fs [S] or more is required.
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count start countrestart

TC1 pininput 5 trigger | . * trigger (INT2ES=0)

H

1
1

Internal clock ||||||:|||||||| |||||||||||||||||
1

1
Up-counter 0 X 1 XZX 3 X;?’ X"”XEX 0 X g X 2 X 3 XI
y
TREG1A X n b

INTTCH match \n/ clear

(a) Trigger Start (METT.=0)

count count count
start clear stant

TC1 pininput *trigger * trigger A trigder kising edge select
H T (INT2ES =0)
1

Internal clock | | | | | | | | | | | |§S| |:| |§SI I |E| | I | | | | | I l | l | l |
1 1

peoumer 0 X XX XN D 50 CR—
TREG1A :X n $ |

/
INTTC1 match hclear

Note: m<n
(b)—Trigger Start & Stop (METT =)

Figure 2-21. External Trigger Timerode Timing Chart

(3) Event Counter Mode

In this mode, evénts-are.counted on the edge of the TE1 pin input. Either the rising or falling edge
can be selected/'with INT2ESin EINTCR. The contents of TREG1A are compared with the contents of
up-counter. Iif amatch-isfound, an INTTC1 interrupt is generated, and the counter is cleared. The
maximum applied frequency is f¢/24 [Hz] in NORMAL1/2 or IDLE1/2 mode and fs/24 [Hz] in SLOW or
SLEEP mode.

Setting/SCAP1 to “1” transferres the current contents of up-counter to TREG1B (software capture
function). SEAP is.automatically cleared aftér capturing.

Command start

TC1 pininput | |: | |: | |: |_| “ |_|_I I_I I_I Ii

Up-counter 0 X1 X 2 X X -t XnXoX 1+ X 2
TREG1A X 5

Match Counter
detect \I-I/ clear

INTTC1 interrupt

Figure 2-22. Event Counter Mode Timing Chart (INT2ES = 1)
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(4) Window mode

Counting up is performed on the rising edge of the pulse that is the logical AND-ed product of the
TC1 pin input (window pulse) and an internal clock. The contents of TREG1A are compared with the
contents of up-counter. If a match is found, an INTTC1 interrupt is generated, and the counter is
cleared. Positive or negative logic for the TC1 pin input can be selected with INT2ES. Setting SCAP1
to “1" transferes the current contents of up-counter to TREG1B. It is necessary’that the maximum
applied frequency (TC1 input) be such that the counter value can be/analyzed by the program. That
is, the frequency must be considerably slower than the selected-internalclock.

command start

TC1 pininput

Internal clock

Up-counter

TREG1A

INTTC1 interrupt

TC1 pininput

Internal clock

900 S5 €%

v ; i

match

\I'I) clear

(a) Positive\Logic(INT2ES = 0)

command start

—

Up-counter

INTTC1 interrupt

; (I)X1EX25XZEX4EX55X 6 s XoXo

T[ clear

T
1
! match

(b) Negative.Logic (INT2ES=1)

Figure 2-23. Window Mode Timing Chart

(5) Pulse width measurement mode

Counting is started by the externaltrigger (set to external trigger start by TC1S). The trigger can be
selected either the rising 6rfalling €dge of the TC1 pin input. The source clock is used an internal
clock. ~On the next(falling\(rising) edge, the counter contents are transferred to TREG1B and an
INTTCt-interrupt is generated-—The counter is cleared when the single edge capture mode is set.
When double edge capture.is set, the counter continues and, at the next rising (falling) edge, the
counter contents are again tfansferred to TREG1B. If a falling (rising) edge capture value is required,
it is necessary to read out TREG1B contents until a rising (falling) edge is detected. Falling or rising
edge is selected with INT2ES, and single edge or double edge is selected with MCAP1 ( bit 6 in
TC1CR).
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TC1 pininput

Internal clock

Up-counter

TREG1B

INTTC1

TC1 pininput

Internal clock

count
start start

}trigger *

J'I_I'I_I'I_I'I_I'I_I'I_I'LJ'IJ'IJ'IJ'I_I'I_I'LJ'LI'LI"LI'I_I'I_
>|o< o oG

capture

count

[Applications]“High or low pulse width measurement

(a) Single Edge Capture

count
start

Up-counter

TREG1B

INTTC1 |-| |-|

[Applications] @ Period/Frequency measurement
@ Duty measurement
(b ) DoubleEdge Capture
Figure2-24. Pulse Width Measurement Mode Timing Chart
Example : /,/Duty measurement (Resolution f¢/27 [Hz])

CLR  (INTTC1C).0 ;
LD (EINTER), 00000000B ;
LD (TC1CR);.00000110B ;
SET (EIRL). 4 ;
LD (TC1CR), 00110110B ;

INTTC1 service switch initial setting
Sets the rise edge at the INT2 edge
Sets the TC1 mode and source clock
Enables INTTC1

Starts TC1 with an external trigger

PINTTC1: CPL

(INTTC1C). 0 ; Complements INTTC1 service switch
JRS F, SINTTC1
LD (HPULSE), (TREG1BL) ;  Reads TREG1B
LD (HPULSE + 1), (TREG1BH)
RETI
SINTTC1: LD (WIDTH), (TREG1BL) ; Reads TREG1B (Period)

LD (WIDTH + 1), (TREG1BH)
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(6) Programmable Pulse Generate (PPG) output mode

Counting is started by an edge of the TC1 pin input (either the rising or falling edge can be
selected) or by a command. The source clock is used an internal clock. . First, the contents of
TREG1B are compared with the contents of the up-counter. If a match is found, timer F/F1 output is
toggled. Next, timer F/F1 is again toggled and the counter is cleared by matching with TREG1A.
An INTTC1 interrupt is generated at this time. Timer F/F output is connectedto the P14 (PPG) pin.
In the case of PPG output, set the P14 output latch to “1” and configure &s'an output with P1CR4.
Timer F/F1 is cleared to “0" during reset. The timer F/F1 value can-also bé set by program and either
a positive or negative logic pulse output is available. Also, wrjting to the TREG1B is not possible
unless the timer/counter 1 is set to the PPG output mode with TCIM.

Internal clock

Up-counter

TREG1B

TREG1A

PPG output

INTTC1

TC1 pininput

Internal clock

Up-counter

TREG1B

TREG1A

PPG output

INTTC1

X ¢ l ! (

match\ \ \ \

X- \ } \

~
o~

|_| |_| -| -I Note :m>n

(a) Pulse

I external trigger start

“~tjo—1

I'l Note: m>n

[Applications] One shot pulse output
(b) Single

Figure 2-25. PPG Output Mode Timing Chart
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P14 output latch
Data output
TFF1 et
TC1CR write strobe
pclear q
reset Q >_

match with TREG1B >——D
match with TREG1A >— toggle

B | .

INTTC1 interrupt <Y TimerF/F1
A
;__D-’TOS clearsignal
MPPG1

Figure 2-26. PPG Output

2.6 16-bit Timer/Counter 2 (TC2)

2.6.1 Configuration

MPX TC2S
TC2pin [ H
window
£¢/223 or f5/2155— > clear
f/213 or £5/25)——18 timer/ 16-bit up-counter
fc/28y—»|C event counter source
fc/23— DY clock
fo—>|E
fsy——{F
L 5] TC2M comparator match INTTC2
3 interrupt
1 bl
TC26K TCTZS enable
match detect control
TC2CR TREG2 T T
Timer/Counter 2 control register 16-bit timer register 2 TREG2H TREG2L

write strobe write strobe

Figure 2-27. Timer/Counter 2 (TC2)
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2.6.2 Control

The timer/counter 2 is controlled by a timer/counter 2 control register (TC2CR) and a 16-bit timer register
2 (TREG2). Reset does not affect TREG2.

15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
(oorgEo%%H) . TREG2y; (00171) s TREG2, (0016¢) .
write only
..... 7.8 .5 4 3 2 1.0
Gorsy L0 fvo [reas| jeack, | on [rcam]  qnitialvalues x:0000+0)
TC2M Timer/counter 2 operating 0: Timer/Event counter mode
mode select 1 : Window mode
000 : Internal clock 122 or fs/2"™  [Hz]
001 : ” fc/2" or fs/2°
010 : 7 fc /28
TCc2¢cK | Timer/counter 2 011 : 2 fc/23 write
source clock select 100 : 2 fc (Noté'S5) only
101 : % fs
110 : Reserved
111 :/External clock (TC2 pin input)
TC28 Timer/counter 2 0-: Stop and«counter clear
start control . Start
Note 1: fc; High-frequency clock [Hz],\fs; Low-frequency clock [Hz]/ *; don't care
Note 2 : When writing to the low:byte of timer register 2(TREG2,),-the comparison is inhibited until
the high-byte (TREG2y) is-written.
After writing to the-high-byte/ any match during 1 machine cycle (instruction execution
cycle) is ignored.
Note 3: Set the mode and sourceclock when timer/counter stops(TC2S =0).
Note 4 : Values to be loaded to the timer register must satisfy the following condition.
TREG2 > 0(TREG2j5~17>0 when warm-up).
Note5: “fc” can-beselectedas the source clock onlyin-the timer mode during the SLOW mode.
Note 6 : Always writé “0¢ to bit 0in TC2CR.
Note 7: ~TC2CR ‘and_TREG2 are write-only-registers and must not be used with any of the read-
modify-write instructions.

2.6.3 Function

Figure 2-28. TimerRegister2 and TC2 Control Register

The timer/counter. 2 has three operating modes: timer, event counter and window modes. Also
timer/counter 2.is used for warm-up\when switching from SLOW mode to NORMAL2 mode.

(D TimerMode

Inthiss-mode, the internal clock is\used for counting up. The contents of TREG2 are compared with
the contents of up-counter._If-a match is found, a timer/ counter 2 interrupt (INTTC2) is generated,
and the counter is cleated:. Counting up is resumed after the counter is cleared.

Alse, when fc is selected as.the source clock during SLOW mode, the lower 11 bits of TREG2 are
ignored and an INTTC2 interrupt is generated by matching the upper 5 bits. Thus, in this case, only
the TREG2H setting is necessary.
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Table 2-4. Source Clock (Internal Clock) for Timer/Counter 2

Source clock . . .
Resolution Maximum time setting
NORMAL1/2, IDLE1/2 mode
SLOW mode | SLEEP mode
DV7CK=0 DV7CK =1 At fc=8MHz | Atfs=32.768 kHz | At f¢ =8 MHz | At fs =32.768 kHz

fc/2%[Hz] fs/2"[Hz] fs/ 2% [Hz] fs /2" [Hz] 1.05s 1 s 19.1\ h 18.2 h
fc/2" fs/2° fs/2° fs/2° 1.02 ms 1 ms 1.1 /min 1 min
fcr28 fcr28 - - 32 s 21 s
fc/ 28 fcr 23 - - 1 us 65.5 ms

- - fc (Note) - 125 ns 8.2 ms
fs fs - - 80.5us 2 s

Note : “fc” can be used only in the timer mode. |

Example : Sets the timer mode with source clock f¢/23 [Hz] and generates an interrupt every 25 ms
(at fc = 8 MHz).
LD (TC2CR), 00001100B ; ~Sets the TC2 mode and-source clock
LDW (TREG2), 61A8H ;. Sets TREG2 (25 ms(x(23/f¢ ="61A8y)
LD (TC2CR), 001011008 ;Starts TC2

(2) EventCounter Mode
In this mode, events are counted on the(risingedge of the T€2 pin input/ The contents of TREG2 are
compared with the contents of the up=counter. If 4 match\is found, an INTTC2 interrupt is
generated, and the counter is cleared:-The maximum frequency applied to the TC2 pin is f¢/24 [Hz] in
NORMAL1/2 or IDLE1/2 mode, and fs/24 [Hz] in SLOW or SLEER. mode.

Example : Setsthe eventicountermode and generates an INTT2 interrupt 640 counts later.
LD (TC2CR),.00011100B ;- Setsthe TC2 mode
LDW (TREG2),0280H 5 \Sets TREG2
LD (TC2CR)) 001111008 7~Starts TC2

(3) Window Mode
In this mode, counting up is performed on the rising edge of the pulse that is the logical AND-ed
product of the TC2 pin‘input (window pulse)-and an internal clock. The internal clock is selected with
TC2CK., The contents of TREG2 are compared with the contents of up-counter. If a match is found,
an INTTG2 interrupt is generated, and the up-counter is cleared to “0”. It is necessary that the
maximum_applied frequency (TC2 input) be such that the counter value can be analyzed by the
program. That is, the frequericy must be considerably slower than the selected internal clock.

TC2 pininput

Internal clock

Up-counter 0

TREG2

match counter clear

INTTC2 interrupt

Figure 2-29. Window Mode Timing Chart
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2.7 8-Bit Timer/Counter 3 (TC3)

2.7.1 Configuration

T3S
source clear
clock overflow
fc/212 or fs/24 > 8-bit up-counter INTT3
fc2100r f5/22 >—>] interrupt
fes27 >
2 TC3CK
TC3S TC3M
T o | [ won |
Timer/Counter 3 Control Register ~ 8-bit Timer Register 3

Figure 2-30,~Timer/Counter 3

2.7.2 Control

TREG3A 7 6 5 4 3 1R A\ 0
©0018y) | ; z ; ; z : ; | Read/\Write
4 3 2
TC3CR " .
(001Ay) | TC3S | TC3CK (Initial value :  **x0 00+0)
Timer/counter' 3 0 : Timermode
TC3M .
operation mode set 1/ reserved
00\: Internal clock fc/2? or fs/2¢ [HZ]
Timer/¢ounter3 01 : Internal clock fc/2" or fs/2? )
TC3CK Write
source-clock select 10 Internal clock fcr2’ |
+1-:-reserved only
TC3¢ Timer/counter 3 0 : Stop &clear
start select 1: Start
Note 1 fc; High-frequency clock [Hz] fs,; Low-frequency clock [Hz] =*;don’tcare
Note 2 : Set the mode and the source clock when the TC3 stops (TC3S =0).
Note 3 : Values to beloaded into timer register 3A must satisfy the following condition.
TREG3A > 0(inthe timer mode)
Note 4 : TC3CRisawrite-only register and must not be used with any of read-modify-write instructions.

Figtre-2=31. Timer Register 3A and TC3 Control Register
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The timer/counter 3 is controlled by a timer/counter 3 control register (TC3CR) and two 8-bit timer
registers (TREG3A). Reset does not affect these timer registers.

2.7.3 Function
The timer/counter 3 has timer mode.

(1) Timer Mode
In this mode, the internal clock is used for counting up. The contents of TREG3A are compared with
the contents of up-counter. If a match is found, a timer/counter-3 interrupt (INTTC3) is generated,
and the up-counter is cleared. Counting up resumes after the uptcounter is cleared.

Table 2-5. Source Clock (Internal Clock) forTimer Counter 3

Source clock Resolution Maximum setting’time
NORMAL1/2,IDLE1/2 mode
SLOW, SLEEP mode _ _ _ _
DV7CK = 0 DV7CK = 1 fc=8 MHz f5=32.768 kHz fc=8MHz fs =32.768 kHz
fc/2" [Hz] fs/2* [Hz] fs/2° [Hz] 512 | /us 488.28 us 131t ms 1245 ms
fcr2 fs122 - 128 ws 122.07 us 32.6 ~nis 31.1 ms
fcr27 - - 6\ 4 - A1) ms -
2.8 8-bit Timer/Counter (TC4)
2.8.1 Configuration
TC4ES
TC4S
TC4pinO
sourge clear
lock overflow
fe/211 or f5/23 < 8'bit up-counter
fc/27 P D—_
fc/23
2 Timer F/F 4
TCacK Q match PWM /PDO
TFF4 TC4S | TCAM toggle pin
2 2 set Q
/? /P clear
| TC4CR | | TREG4 | A B
[‘S Y
Timer/Counter 4-Control Register 8-bitJimer Register 4 decoder
TC4M = 11
ﬁ ﬁ 2 Note: MPX; Multiplexer
CMP; Comparator

INTTCA
interrupt

TCAM, TFF4

Figure 2-32. Timer/Counter 4
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2.8.2 Control
The timer/counter 4 is controlled by a timer/counter 4 control register (TC4CR) and an 8-bit timer register

4 (TREGA4). Reset does not affect TREGA4.

7 6 5 4 3 2 1 0
TREG4 H H H H H H H H
(001By) | : : : : : : : | Write only
7 6 5 4 3 2 1 0
TCACR - .
o1, L__TFF4 | "o [Tcas| To4ck TCAM | (Initialvalue : \ 00%0 0000)
00 : Timer/event counter/mode
. 01 : Reserved
TC4M TC4 |
¢ C4 operating mode select 10 : Programmable divider output (PDO) mode
11 : Pulse width modulatien(PWM) output mode
00 : Internal clock fe/2U or fs/23[Hz] Writ
01 : Internal clock fc/27 rite
TC4CK TC4 lock sel
cac C4 source clock select 10 : Internal clock/fcy 2° only
11 : External clock(TC4 pin input)
0 : Stop(&clear
TC4 TC4 |
c4s C4 start contro 1: tart
00 >Clear
. 01 TJoggle
TFF4 Timer F/F 4 control 10 Sset
1t - (Note 3)
Note 1: fc; High-frequency clock-[Hz], fs; tow-frequéncy clockfHz], *; don’t care
Note2 : Set the operating mode,-the-source clock selection, the\timer FIF 4 control and the edge
selection (INT4ES) when the \TC4 stops (TC4S = 0).
Note 3: TFF4 must be set to “11*in the timer and event countermodes.
Note4 : Values to be/lgaded to the timer register must satisfy the following condition.
TREG4>(Q
Note5: TC4CR and TREG4-are write-only registers.and-must not be used with any of read-modify-
write Instructions.
Figure 2-33a. TimerRegister'4 and TC4 Control Register
EINTCR 76 R4 3 (2Z——I~g
(0037w) | (aNT1 | (INTO TC4 |(INT3 [(INT2J(INT1 : (Initial value :  00%0 000*)
NG~/ EN) ES | ES) | ES) |-ES) :
TCAES Edge selec.tlon of TC 4pin 0: RISII:19 edge select RIW
input 1 : Falling edge select

Figuré 2-33b. External interrupt Control Register

2.8.3 Function
The timer/counter 4 has four operating modes : timer, event counter, programmable divider output, and
PWM output mode.

(1) Timer Mode
In this mode, the internal clock is used for counting up. The contents of TREG4 are compared with
the contents of up-counter. If a match is found, a timer/counter 4 interrupt (INTTC4) is generated
and the up-counter is cleared to “0”. Counting up resumes after the up- counter is cleared.
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Table 2-6. Source Clock (Internal Clock) for Timer/Counter 4

Source clock

Resolution Maximum setting time
NORMAL1/2,IDLE1/2 mode
SLOW, SLEEP mode _ _ _ _

DV7CK =0 DV7CK = 1 fc=8MHz fs=32.768 kHz fc=8 MHz fs=32.768 kHz
fc/2" [Hz] fs/2° [Hz] fs/2°  [Hz] 256  us 24414 us 65.3 ms 62.2 ms
fc/2’ - - 16 us = 41 ms -
fcr 23 - - 1 4 - 255 U -

(2) EventCounter Mode
In this mode, the TC4 pin input (external clock) pulse is used fercounting up. Either the rising or
falling edge can be selected with TC4ES (bit 4 in EINTCR). The contents of the TREG4 are-¢compared
with the contents of the up-counter. If a match is found, an INTTC4 interrupt is.generated and the
counter is cleared. The maximum applied frequency is f¢/2* [Hz] in NORMAL1/2 or IDLE1/2 mode, and
fs/2%# [Hz] in SLOW or SLEEP mode. Two or more machine cycles are required for’both the high and
low levels of the pulse width.

(3) Programmable Divider Output (PDO) Mode
The internal clock is used for counting up./The-contents of TREG4/are,compared with the contents of
the up-counter. Timer F/F 4 output is toggled and the counter is ¢leared each time a match is found.
Timer F/F 4 output is inverted and output tothe PDO (P33) pin. This-mode can be used for 50 % duty
pulse output. Timer F/F 4 can be initialized by program/ and it isinitialized to “0" during reset. An
INTTC4 interrupt is generated each timethe-PDO outputistoggled.

Example : Output a1024 Hz pulse (at fc

SET
LD
LD

(P3).3
(TREG4), “tOH

(TC4CR),~00011010B

= 4,194304 MHz)

T

; P33output latch « 1

172048+ 27/fc = 10y

;- Starts TC4

Internal clock

Up-counter

TREG4

Timer F/F4

PDO-pin output

INTTC4 interrupt

o Xt X 2 X XK X 2 X AR X2 K AKX X2 X XXX

X&

P

P
match\

\

\

|
|
)

Figure 2-34. Timing Chart for PDO Mode
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(4) Pulse Width Modulation (PWM) Output Mode

PWM output with a resolution of 8 bits is possible. The internal clock is used for counting up. The
contents of TREG4 are compared with the contents of up-counter. If a match is found, the timer F/F
4 outputistoggled. The counter continues counting. And, when an overflow occurs, the timer F/F 4
output is again toggled and the counter is cleared. Timer F/F 4 output is inverted and output to the
PWM (P33) pin. An INTTC4 interrupt is generated when an overflow occurs:

TREG4 is configured a 2-stage shift register and, during output, will net switch until one output cycle
is completed even if TREG4 is overwritten; therefore, output can-be ‘altéered continuously. Also, the
first time, TREG4 is shifted by setting TC4S (bit 4 in TCACR) to “ 17 afterdataare loaded to TREGA4.

Note 1: Do not overwrite TREG4 only when an INTTC4 interrupt is generated. Usually,
TREG4 is overwritten in the routine of INTTC4 interruptservice.
Note 2 : PWM output mode can be used only in the NORMAL 1, 2-and IDLE 1, 2/made.

Internal clock ||||55||||||55||||||||55||III|55||||I|||55||I||

Up-counter D& §) € GO §9 (3 € € €4 O G0 §9 € €9 4B @) B )

TREG4 X ¢ f &N LRz ¢

m atch\\ overflow\ overw?ite\\ \ sh?ft \I_
Timer F/F 4 |—| I 1
PWM pin i i i i i_
INTTC4 interrupt " "

[«———period 5|

Figure 2-35. Timing Chart forPWM Mode

Table 2-7.. PWN/Output Mode

Source clock ) ) L
Resolution Maximum setting time
NORMAL1/2, IDLE1/2 mode
SLOW, SLEEP mode
DV7CK=0 DVZCK =1 fe=8 MHz fs=32.768 kHz fc=8 MHz fs=32.768 kHz
fc/2" [Hz] fs4.2° “[HZ] fs /23 [Hz] 256 us 24414 us 65.5 ms 62.5 ms
fc12’ fcr2? - 16 us 41 ms
fc/ 28 fc/2° - 1 s 256  us
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2.9 Serial Interface (SIO)

The 87C814/H14/K14/M14 each have two clocked-synchronous 8-bit serial interfaces (SIO). Each serial
interface has an 8-byte transmit and receive data buffer that can automatically and continuously transfer
up to 64 bits of data.

The serial interfaces are connected to external devices via pins P32 (SO), P31 (SI), P30/(SCK). The serial
interface pins are also used as port P3. When used as serial interface pins, the output latches of these
pins should be set to “1”. In the transmit mode, pins P31 can be used/as normal I/0 ports, and in the
receive mode, the pins P32 can be used as normal I/O ports.

2.9.1 Configuration

The SIO have the same configuration, except for the addresses/bit-positions of the control/ status
registers and buffer registers.

SIO control/status registers

SIQCR1/SIOSR SIQCR2
T T T T T T T T T T T
1 1 1 1 1 1 1 | | 1 1 1 1
Transmit and receive
data’baffer
o Buffercontrol (8 bytes inOBR)
Control circuit circuit

Shift register
7 6 5 4 3 2 1 0

T T T T T T SO pln
’_’| R ’—>| Lo Serial data output

8-bit transfer

4-bit transfer Sl pin
1 serial data input

INTSIO  interruptrequest

Serialclock SCK pin
O Serial clock I/0

Figure 2-36.._Serialinterfaces

2.9.2 Control
The serial interfaces are controlled by SIO control registers (SIOCR1/SIOCR2). The serial interface status
can be determined by reading SIO status registers (SIOSR).
The transmit-and receive data buffer is controlled by the BUF (bits 2-0 in SIOCR2). The data buffer is
assigned to addresses OFFOy - OFF7inthe DBR area, and can continuously transfer up to 8 words (bytes
or nibbles)at one time. When the specified number of words has been transferred, a buffer empty (in
the-transmit.mode) or abuffer full (in the receive mode or transmit/receive mode) interrupt (INTSIO) is
generated:
When_ the internal clock is'used as the serial clock in the 8-bit receive mode and the 8-bit transmit/receive
mode, afixed interval wait can be applied to the serial clock for each word transferred. Four different
wait times can be selected with WAIT (bits 4 and 3 in SIOCR2).
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SIOCR1
(00204)

SIOCR2
(00214)

7

SIO Control Registers 1

6 5 4 3 2 1 0
O

[sios | 39 | SIOM | SCK | (Initial value : 0000 0000)

SIOS

(]

: Stop

Indicate transfer start/stop 1: Start

SIOINH

Continue/abort transfer (1)  Continue transfer

: Abort transfer (automatically cleared after abort)

SIOM

000 : 8-bit transmit mode
010 : 4-bit transmit mode
Transfer mode select 100 : 8-bit transmit/receive mode write
101 : 8-bitreceive mode only
110 : 4-bit receive mode

SCK

000 : Internal clockfe /2" orAs/ 2° [Hz]

001 : Internal clock ¢/ 28 (%put on)
Serial clock select 010 : Internal clock_fc/2° SCK pin
011 : Internalclock. fc/2°

111 : External clock-(input from SCK pin)

No
No
No

te 1: fc; High-frequency clock [Hz], fs ; Low~frequency clock [Hz]

te2: SetSIOS to "0” and SIOINH to “1”whenrsetting the transfer mode-ar sérialclock.

te 3: SIOCR1 is write-only register, which cannot access any of in réad-modify-write instruction such as
bit operate, etc.

SIO Status Registers

6 5 4 3 2 1 0

; : . ; Subsequently to SIOS cleared to “0”,
SIOF Serial transfer operating 0: Transferfcermmated (Whenatransferistermmated to SIOINH)
status monitor 1 : Transferinprocess is set, SIOF is cleared to “0". read
SEF Shift operating status 0 : Shiftoperation terminated only
monitor 1 : Shift operation in process
SIO Control Registers 2
4 3 2 1 0
WAIT CBUF | (Initial value: ***0 0000)
007Ts =Tp
] 01: T =2Tp
WAIT W |
aitcontro 10 T = 4T,
11:T¢ =8Tp
Buffer address used
SIO
000 : 1 word transfer OFFOy Write
001 : 2 words transfer OFFO0 - OFF 1y only
BUF Number of transfer words 010 : 3 words transfer OFFOQ - OFF2y
011 : 4 words transfer OFFO - OFF3y
100 : 5 words transfer OFFO - OFF4y
101 : 6 words transfer OFFO - OFF5y
110 : 7 words transfer OFFO - OFF6y
110 : 8 words transfer OFFO - OFF7y
Note 1: *;don’tcare
Note2 : WAIT isvalid only in the 8-bit transmit/ receive and 8-bit receive modes.
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Note3: Ty  frametime, Tp,;  data transfertime

son W LTI

To

L

T

Note4 : The lower 4 bits of each buffer are used during 4-bit transfers. Zeros’(0) are stored to the upper
4bits when receiving.

Note5: Transmitting starts at the lowest address. Receiveddata arealso stored starting from the lowest
address to the highest address. For example, in the case of SIO, the first buffer address
transmitted is OFFOy,.

Note 6 : The value to be loaded to BUF is held after transferis completed.

Note 7: SIOCR2 is write-only registers, which canpot access-any of in read-modify-write instruction such
as bit operate, etc.

Figure 2-37. SIO Control Registers and Status Registers
(1) Serial Clock

a.Clock Source
SCK (bits 2 - 0 in SIOCR) is able'toselect the following:

@ Internal Clock
Any of four frequencies can'be selected. Theserial clock is output to the outside on the SCK
pin. The SCK pin goes highwhen transfef starts,
When data writing (in the transmitymode) or reading (in the receive mode or the
transmit/receive\mode) cannot keep up_with_the serial clock rate, there is a wait function
that dutomatically_stops the serial (cJock™and holds the next shift operation until the
read/Wwrite processing is completed.

Table2-8.Serial Clock Rate

Serial clock )
Maximum transfer rate
NORMAL1/2, IDLE1/2 mode
SLOW, SLEEP mode
PDV7CK=0 DV7CK =1 At fc=8 MHz At fs=32.768 kHz
fc/2  [Hz] fs725~_ THz] fs /2% [Hz] 0.95 Kbit/s 1 Kbit/s
fc728 fc/28 - 30.5
fc /28 fc 128 - 122
fc/2° fc/2° - 244

Note : 1Kbit = 1024 bit
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automatically
| wait function |
[«

SCK pin output IlIIlIIl uuuuuu

SO pin output \ 20 X a1 X a X a3 XbOXb1Xb2Xb3XC0XC1
Written transmit / / _———/
data to the DBR a X b X/ <

Figure 2-38. Clock Source (Internal Clock)
@ External Clock
An external clock connected to the SCK pin is used asthe serial clock. In‘'this case, the P30
(SCK) output latch must be setto “1”. To ensure shifting, &pulse width ¢fat least4 machine
cyclesis required. Thus, the maximum transferspeed-is 244K-bit/s. (at fc'= 8.MHz).

SCK pininput | | I | I I I I
tsextsekH
tsckLs tsckn > 4 teyce Note\tcyc = ~4/fc(In NORAML1/2, IDLE1/2 modes)

4/fs (In SLOW, SLEEP-modes)

b.Shift edge
The leading edge is used to transmit, and-the trailing-edge-is used-to receive.

@ Leading Edge
Transmitted data are shifted on the leading edgeof the serial clock (falling edge of the SCK
pin input/output).

@ Trailing Edge
Received data are shifted on the trailing edge of the serial clock (rising edge of the SCK pin
input/output).

K pin | I N v DD S B
50 pin é&bito Xoobitt X bit2 X  bit3

Shift register X 32100 X *321 X **32 X ***3

(a) Leading Edge

5K pin S B S N N B
SLpjn X b:itO X bitt X bit2 X bit3

Shift register il X ox** X _1oxx X' 210* X 3210
(b) Trailing Edge

Note: *;don’tcare

Figure 2-39. Shift Edge
(2) Number of Bits to Transfer
Either 4-bit or 8-bit serial transfer can be selected. When 4-bit serial transfer is selected, only the
lower 4 bits of the transmit/receive data buffer register are used. The upper 4 bits are cleared to “0”
when receiving.
The data is transferred in sequence starting at the least significant bit (LSB).
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(3) Number of Words to Transfer
Up to 8 words consisting of 4 bits of data (4-bit serial transfer) or 8 bits (8-bit serial transfer) of data
can be transferred continuously. The number of words to be transferredis loaded to BUF in SIOBCR.
An INTSIO interrupt is generated when the specified number of words has'been transferred. If the
number of words is to be changed during transfer, the serial interface \must, be stopped before
making the change.

SCK pin u u U u
SO pin \60X61X32Xa3

INTSIO interrupt "

(a) 1 Word Transmit

SO pin \ 2 X ar X a X a3 X bo X b )by X b3 X co X i )Xo\ X 43

INTSIO interrupt "

(b)~3'Words Transmit

Sl pin X a0 X ar X 2@ Xa3 Xobo X by X b X' bs X o Xav Xo X3/

INTSIO interrupt "

(¢) 3 Words Receive

Figure 2-40. Number of Bits to Transfer (Example : 4-bit serial transfer)

2.9.3 Transfer Mode
SIOM (bits 5 - 3 in/SIOCRY) is-used to select’the transmit, receive, or transmit/receive mode.

(1) 4-bit and 8-bit Transmit Modes

In these modes,the SIOCR1 isset-to-the transmit mode and then the data to be transmitted first
are, written to the data buffer registers (DBR). After the data are written, the transmission is
started{by setting SIOS to “1"”. The data are then output sequentially to the SO pin in
synchronqus'with the serial/clock, starting with the least significant bit (LSB). As soon as the LSB
hasbeen output, the data'are transferred from the data buffer register to the shift register.
When the final data bit-has been transferred and the data buffer register is empty, an INTSIO
(bufferempty) interrupt is generated to request the next transmitted data.

When the internal clock-is used, the serial clock will stop and an automatic-wait will be initiated
if the next transmitted data are not loaded to the data buffer register by the time the number of
data words specified with the BUF has been transmitted. Writing even one word of data cancels
the automatic-wait; therefore, when transmitting two or more words, always write the next
word before transmission of the previous word is completed.

Note : Waits are also canceled by writing to a DBR not being used as a transmit data buffer
register; therefore, during SIO do not use such DBR for other applications.

When an external clock is used, the data must be written to the data buffer register before
shifting next data. Thus, the transfer speed is determined by the maximum delay time from the
generation of the interrupt request to writing of the data to the data buffer register by the
interrupt service program.
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The transmission is ended by clearing SIOS to “0” or set SIOINH to “1” in buffer empty interrupt
service program to end transmitting. That the transmission has ended can be determined from
the status of SIOF (bit 7 in SIOSR) because SIOF is cleared to “0” when a transfer is completed.
When SIOINH is set, the transmission is immediately ended and SIOF iscleared to “0”.

When an external clock is used, it is also necessary to clear SIOS to “0% before shifting the next
data; otherwise, dummy data will be transmitted and the operation will. end-

If the number of words is to be changed, SIOS is cleared to “0”[ /Aftér'confirmed that SIOF has
been cleared to “0”, BUF must be rewritten.

e\ _clear3I0S

$I0S _6 | \

SIOF | > | |
scentoued ——] [ [ MMM LAL UL |
SO pin \ 20X 21 X 22X 23X 22 {25k 26X a7) boX b1 X b2 X bsXba X bsX beX bs

INTSIO interrupt "\\ I

DBR ZXaXb

w(?i;ce w?ite (a) | Internal Clock
a

<— clearSI0§ ———————————————>

sIos fl |

SIOF _| ;
SEF _I I_I I

SCK pin (input)

SO pin \ 20X 21 X 22,238 20 X asX acX a7k boX b1 X b2 X bsX baX bs X be Ko,
INTSIO inteprupt "\ "
¥

DBR :XaXb

write S write (b) External Clock

Figure 2-41. Transfer Mode (Example: 8-bit, 1 Word Transfer)
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SCK pin | I
SIOF |

sOpin " bite X bit7 7

tsopn = min. 3.5/fc [s] (In the NORMAL1/2, 1DLE1/2 modes)
=min. 3.5/fs [s] (In the SLOW, SLEEP modes)

Figure 2-42. Transmitted Data Hold Time at End.of Transmit

(2) 4-bit and 8-bit Receive Modes

After setting the control registers to the receive mode, set.SIOS to “1" to enable receiving. The
data are then transferred to the shift register via/the’Sl pin-in synchronous-with the serial clock.
When one word of data has been received, it is'transferred from_ the shift register to the data
buffer register (DBR). When the number of words specified with the‘BUF has been received, an
INTSIO (buffer full) interrupt is generated to requestithat these databe read out. The data are
then read from the data buffer registers bythe-interrupt service program.

When the internal clock is used, and the previous data are not read from'the data buffer register
before the next data are received, the-serialvclock will stgp”and~an automatic-wait will be
initiated until the data are read. A wait will'not be initiated”if even one data word has been
read.

Note : Waits are also canceled-by reading a DBR-not being |used as a received data buffer
register is read; therefore, during SIO do not use'such’DBR for other applications.

When an external clock’js Used, the shift operation is synchronized with the external clock;
therefore, the previous 'data are read before/the next data are transferred to the data buffer
register. If the previous- data-have not been read;the next data will not be transferred to the
data buffer register(and the receiving of any-more data will be canceled. When an external
clock is used; the maximum transfer speedis’'determined by the delay between the time when
the interrupt request_is generated and when the data received have been read. When the
transmit isstarted, after the SIOF goes 1™ output from the SO pin holds final bit of the last data
until falling edge-of the SCK:

The transmission is ended by clearing SIOS to “0” or set SIOINH to “1” in buffer full interrupt
service program to end receiving.

When'SIOS is'¢leared, the current data are transferred to the buffer in 4-bit or 8-bit blocks. The
receiving mode ends when, the transfer is completed. SIOF is cleared to “0” when receiving is
ended and thus can be sensed-by program to confirm that receiving has ended. When SIOINH is
set, the'receiving is immediately-ended and SIOF is cleared to “0".

I it is necessary to.change the number of words in external clock operation, SIOS should be
cleared to 0" thenBUFmust be rewritten after confirming that SIOF has been cleared to “0".

If it is necessary to change the number of words in internal clock operation, during automatic
wait which occurs after completion of data receiving. BUF must be rewritten before the
received data is read out.

Note : The buffer contents are lost when the transfer mode is switched. If it should become
necessary to switch the transfer mode, end receiving by clearing SIOS to “0”, read the last
data and then switch the transfer mode.
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SEF

DBR

SIOS

SIOF

SCK pin output

Sl pininput

INTSIO interrupt

clear SIOS

A2 X_b
Y Y
Read out Read out

Figure 2-43. Receive Mode (Example ~8-bit, 1 Word, InternalClack)

(3) 8-bit Transmit/Receive Mode

After setting the control registers 'to the 8-bit transmit/receive mode, write the data to be
transmitted first to the data buffer registers (DBR).~ After that, enable transceiving by setting
SIOS to “1”. When transmitting, the data are output.from the SO pin at leading edges of the
serial clock. When receiving,'the data are input to the Shpin at the trailing edges of the serial
clock. 8-bit data are transferred from the shift fegister to the data buffer register. An INTSIO
interrupt is generated when the number of-data words specified with the BUF has been
transferred. The interruptservice program reads.the received data from the data buffer register
and then writes the/data to be transmitted:» The data buffer register is used for both
transmitting andreceiving; therefore, alwayswrite'the data to be transmitted after reading the
received data.

When the.intetrnal clock is used, a wait.is initiated until the received data are read and the next
data are written= A wait will,not be-initiated if even one data word has been written.

When an external/clock is used, the shift’operation is synchronized with the external clock;
therefore, it is necessary to read the received data and write the data to be transmitted next
before starting the next shift operation. When an external clock is used, the transfer speed is
determined-by the maximum delay between generation of an interrupt request and the
received data are read and'the data to be transmitted next are written.

Thetransmit is ended/by-clearing SIOS to “0” or set SIOINH to “1” in interrupt service program.
When SIOS is cleared, the current data are transferred to the data buffer register in 8-bit blocks.
The transmit mode éndswhen the transfer is completed. SIOF is cleared to “0” when receiving is
ended and thus can-be sensed by program to confirm that receiving has ended. When SIOINH is
set, the transmission is immediately ended and SIOF is cleared to “0”.

If the number of words is to be changed during transfer, SIOS must be cleared to “0” and BUF is
rewritten after SIOF is determined to be cleared to “0” during automatic-wait operation of an
external clock operation. The number of words can be changed in an internal clock. In this case
BUF must be rewritten before the received data is read out.

Note : Waits are also canceled by writing to a DBR not being used as the transmit/received data
buffer registers; therefore, do not use such DBR for other applications.
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| clear SIOS 1
T
1

SIOS

SIOF

SEF

SCK pin output

SO pin

i pin 22280 K Ko X s hea Kes X ceh <7/ NdoX diXdz X dsX daXdsX ds X o7

INTSIO interrupt " "

DBR X a ¢ X b X d
A v *‘ v

write (a) read out(c) write (b) read out (d)

Figure 2-44. Transmit/Receive Mode (Example : 8-bit, 1waypd; internal clock)

SCK pin I |
SIOF |

SO pin bite X bitZ 74
i lsODH
tsgpli /= min. 4/fc [s] (In the NORMAL1/2, IDLE1/2 modes)
=min. 4/fs[s] (In the SLOW, SLEEPmodes)

Figure 2-45. Transmitted Data Hold Time at End of Transmit/receive
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2.10 8-bit A/D Converter (ADC)
The 87C814/H14/K14/M14 each have an 8-channel multiplexed-input 8-bit successive approximate type
A/D converter with sample and hold.

2.10.1 Configuration

Ladder resisters
................................................................................... 1
R R/2 :
-------------------------- MY W—; 1 vass
I
1
Tap Decoder
':ﬂtﬁlfﬁe'?(ep:‘t _...Sample&Hold 5 Reference
P i [ Voltage
1 1
ANO [—A i i
AIN1 O——s8 i i 8
1 1 S
AIN2 O———cC i ; i
! ;
AN3 [——1D i i Analog
i i Comparator
AINA —E [ O AP 4
AINs O———F
AIN6é O——G Sampling Successive Approximate Circuit
clock
ANy O H EN
Shift clock
EN S
AINDS Control Circuit g
8 SAIN ADS EOCF
4
P6CR ADCCR ADCDR
P6port /O control-régister A/D-Converter control register A/D Conversion result register

Figure 2-46-—A/D Converter

2.10.2 Control
The A/D converteriscontrolled by an (A/D converter control register (ADCCR).

AID Conversion-Result Register
7 6 5 4 3 2 1 0

ADCDR | Read only

(000Fy)
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A/D Converter Control Register

ADCCR ’/ 6 . 5. 4 3 2 1 0
000ty  [EOCF[ADS | ""[ANDS| _ SAN ] (nitialvalue: 00500000
0000 : AINO
0001 : AIN1
0010 : AIN2
0011 : AIN3
SAIN Analog input selection 0100 : AIN4
0101 : AINS
0110 : AIN6
0111 : AIN7
1*** . reserved RAW
i 0 : Enable
AINDS | Analoginput control 1+ Disable
. O -
AD D
° A/D conversion start 1 : A/DConversionstart

EOCF End of A/D conversion flag 0 : Under conver5|.on or Before conyersion R
1 :/End of conversion
Note1:  *,don’tcare
Note2:  Selectanalog input when A/D converterstops.
Note3:  The ADS is automatically cleared to-"0 after starting conversion.

Note4:  The EOCF is cleared to "0” when reading the ADCDR.
Note5:  The EOCF is read-only.

Figure 2-47. A/D Converter Control Register and A/D Convérsion Result Register

2.10.3 Operation
Apply analog reference voltageto pins VAREF and \ASS:

(1) Start of A/D conversion
First, set the cerresponding P6CR bitto“0"” foranalog input.
Clear the AINDS (bit 4 in ADCCR) to “0™-and select one of eight analog input AIN7-AINO with the
SAIN (bits 3-0 in ADCCR).
A/D conversion is started by clearingthe ADS (bit 6 in ADCCR) to “0”.
Conversjon is accomplished in 46 machine eycles (184/fc [s] ).
The EOCF (bit7in ADCCR) isset to “1” at end of conversion.

Note : The pin that is not used'as an analog input can be used as regular input/output pins. During conversion,
do not perform outputinstruction to maintain a precision for all of the pins.

(2) Reading of A/D conversion result
After the end of conversion, read the conversion result from the ADCDR.
The’EOCF is automatically cleared to “0” when reading the ADCDR.
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(3) A/D conversion in STOP mode
When the MCU places in the STOP mode during the A/D conversion, the conversion is terminated
and the ADCDR contents become indefinite.
However, if the STOP mode is started after the end of conversion (EOCF=1), the ADCDR contents

are held.
aDS [ [Tl
ADCDR X invalid X result Xinvalid X invalid X result
;«—conversion time—>§ E«—conversion time—)—i
184/fc [s] i i 5 184/fc [s]
EOCF | | | I
—O0——C Oo—0C O
A A A
r s r S S
e t et t
a a a a a
dr d r r
t t t
Figure 2-48. A/D Conversion Timing Chart
Example:
; AIN SELECT
LD (ADCCR)\, 600001008 ; selects AIN4
; A/D CONVERT START
SET (ADCCR) .)6 i~ ADS= 1
SLOOP : TEST (ADECR) .7 i\ JEOCF=\17?
JRS T/SLOOP
; RESULT.DATAREAD
LD (9EH), (ADCDR)
FRy T .
FE4 T e '
Conversion FOH T -
result '
A (%4
~ ey
03y + g
024 + —
0y T ==
/ ’
i ] ] ] (¢ ] ] ] ]
t 1 1 )] T 1 T J VAREF - VASS
0 1 2 3 253 254 255 256 X = 555
Analog input voltage

Figure 2-49. Analog Input Voltage vs A/D Conversion Result (typ.)
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2.1 Pulse Width Modulation Circuit Output
87C814/H14/K14/M14 have 14 built-in pulse width modulation (PWM) channel. D/A converter output can
easily be obtained by connecting an external low-pass filter. PWM output'is multiplexed with general
purpose I/O port as; P33 (PWM14). When P33 port is used PWM output, thecorresponding bit output
latch should be setto “1”.

2.11.1 Configuration

PWM14

Q

S
R

p

)]
1

_I Match signaT
T
1

pulse generate
circuit
| ]
1 ]
Data Jtransfler buffér,

Clock
Additional

1 |e——fc2
ALL “0"
[ 1
N/

0026

J

4|3

PWM 14 Data latch

5

T
1
1
T
1

7
Compare circuit
1
i S
Data trans'ter buffer
| —
|
1
PWN:DBR
PWM Data Buffer Register

1
T
1

Binary counter

8
]
13
T
7
T
1
7
T
1

9

Figure 2-50. Pulse Width Modulation Circuit

10

]
Transfer control circuit
1
1

PWM Control Register
/ PWM Status Register

141312 11

PW|
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2.11.2 PWM Output Wave Form
(1) PWM14 output

This is 14-bit resolution PWM output and one period is Ty = 215/fc [s].
The 8 high-order bits of the PWM data latch control the pulse width of the pulse output with a
period of Ts (Ts = Tw/64). When the 8-bit data are decimal n (0 = \n = 255); this pulse width
becomes n x tg, where tg = 2/fc.
The lower 6-bit of 14 bit data are used to control the generation of additional to wide pulse in each
Ts period. When the 6-bit data are decimal m (0 = m = 63), the.additional pulse is generated in each
of m periods out of 64 periods contained in a Ty period. The relationship between the 6 bits data
and the position of TS period where the additional pulse is generated isshown in Table 2-10.

Table 2-10. Correspondence between 6 Bits Data and the Additional Pulse Generated TS Period

Bit position of 6 bits data Relative position of Ts where-the output pulse is generated.
(No. iof Tg gyis listed)
Bit 0 32
Bit 1 16, 48
Bit 2 8, 24, 40, 56
Bit3 4, 12, 20, 28,736, 44, 52, 60
Bit4 2,6, 10, 14,18, 22, 26, 30, -, 58, 62
Bit5 1,30 5, A.9,.11, 13, 15] 17;+-59,~61, 63

Note : When the correspondingbitis “1”, it js output.

T = 64T¢

Ts (0) Ts (1) Ts (63)

<—>| > to > |10
nXtg

PWM14
Lss—

Pulse width=nxtg Pulsewidth="(n +1) to
<~ Ty —|

Note 1" Itis shown to.the additional pulse Ts (1) and Ts 3) of the PWM14.
Note 2 : Ts =29/fc (64ps, fc =8 MHz).

Figure 2-51. PWM Output Wave Form
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2.11.3 Control
PWM output is controlled by PWM Control Register (PWMCR) and PWM Data Buffer Register (PWMDBR).

The status of transfer PWM data from PWMDBR to PWM data latch is read by PWMEQOT of PWM status
register (PWMSR).

PWM Control Register
3 2 1 0

PWMCR PWMDLS | (nitial value-. 0%+ 6000)
(0025H) L 1
PWS 8-bit PWM/PDO output 0 : 8bit PWM/PDO output
and 14-bit PWM out put 1 : 14bit PWM output
0000 : Lower 6-bit'of PWM14 write
pwmpLs | PWM Select and Data 0001 : 8High-orderbits of PWM14 only
Transfer 1100 : PWNM Data Transfer
others : reserved

PWM Status Register
7 6 5 4 3 2 1 0

PWMSR A N T A A A P N

(OOZSH) ............................................................................E

PWM 0:.End of Transfer read
End of PWM data transfer flag 1 : Under Transfer only

PWMEOT

PWM Data Buffer Register
PWMDBR 7 6 oS5 4 A2 1 0
: : : : : . T . |
(0026H) | : : : : : : : write only

Note : *: don’tcare

Figure 2-52/ PWM'Control Register/ PWIM Status Register / PWM Data Buffer Register
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(1) Programing of PWM Data
PWM output is controlled by PWM writing the output data to data latches.
For the writing the output data are divided using the PWM Control Register (PWMCR).

Select lower 6-bit of the data latch by PWMDLS.

Write PWM output data to the PWMDBR.

Select 8 high-order bits of the data latch by PWMDLS.

Write PWM output data to the PWMDBR.

Write “8CH" to the PWMCR.

When switching of the output data is completed, the end of PWM data transfer flag becomes
“0", indicating that the next data can be written. Do-not write/PWM data when the end of
PWM data is “1” because write errors can occur in this case.

aukhwnN =

Note : When writing the output data to PWM, write,“8CH“to the PWMDLS-after.writing of the
14-bits output data is completed.

While the output data are being written to the data-latch, the previously written-data are being
output. The maximum time from the point atwhich."8CH" is written(to-the data latch until PWM
outputis switched is 215/fc (4.096 ms, at fc = 8 MHz).

Example: PWM14 pin outputs 32 us'pulsewidth without the'additional pulse.
Note : at fc =8 MHz

LD (PYWWMCR);, 80H ; Select lewer 6-bit of PWM 14
LD (PWMDBR), 00H ; Withoutthé additional pulse
LD (PWMCR), 81H ; Select 8 high-order bits of PWM 14
LD (PWMDBR), 80H ;32 us + 2/fc=80H
LD (PWMCR), 8CH ~PWMData Transfer
WAITO: TEST (PWMSR). 7 :RWMEOT =07
JRS F, WAITO
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2.12 Vacuum Fluorescent Tube (VFT) Driver Circuit
The 87C814/H14/K14/M14 features built-in high-breakdown voltage output buffers for directly driving
fluorescent tubes, and a display control circuit used to automatically transferdisplay data to the output
port.

2.12.1 Functions
(1) 24 high-breakdown voltage output buffers built-in
® Digit output : 8to 16 (GO to G15)
® Segmentoutput : 8to 16(S0to S15)
S0 to S7 and GO to G7 can be selected by program (in units of bits).
The VKK pin is provided for VFT drive power supply.
(2) Dynamicdisplay, 8 to 16 segment x 1to 16 digits, can be selected by program.
(3) Pinsnotused for the VFT driver can be used as general-purpose ports.
(4) Display data (32 bytes in DBR) are automatically transferred to-the segment poris.
(5) Brightness level can be adjusted in eight steps using the dimmer function.
(6) Fourtypes (fc/212to fc/29) of digit times (duty) canbe selected.

2.12.2 Configuration

Address counter

DI*G {} DI*M {}

Digit control circuit

Display data buffer
(32 bytesin DBR)

~

SEG —»| ‘Segmentdata
register

5 <

High-breakdewn voltage output buffer

] Y ] v
G15 L e R S15
SO oo §7 i

Figure 2-53. VFT

2.12.3 Control
The VFT-driver circuit is'controlled by the VFT control registers (VFTCR1, VFTCR2 and VFTCR3. Reading
\/FTSR-determines the VFT ¢perating status.
Switching the mode from/NORMAL1/2 to SLOW or STOP puts the VFT driver circuit into blanking state
(BLK issetto “1” and EXEY is cleared to “0” ; values set in the VFT control registers except BLK and EKEY
are maintained), and sets segment outputs and digit outputs are cleared to “0”. Thus, ports P5, P7 and P8
function as general-purpose ports.
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VFT control register 1

VFT control register 2

VFTCR2

7 6

VFTCR1 7 8.3 4 3 2 1 0
(0029,) [BLK| i _DIM | | sor | (initial value: 1++0 0000)
. 0: Display enable
BLK VFT display control 1: Disable
000 : (14/16) x tseg[s]
. . 001 : (12/16) x tseg[s]
DIM Dimmer time select 010: (10/16) x tsegls]
011: (8/16) x tseg(s]
100 :  (6/16) x tseg(s]
101 :  (4/16) x tseg(s]
110 :  (2/16) x tseg(s] write
111 (1/16) x tseg[s] only
00: 2°/fc [s}
L 01: 2"/fd[s]
SDT Digit time (tseg) select 10: 2'/fd[s]
11 2'2/4¢[s]
Note 1:  fc,; high frequency clock
Note2:  +do’'ntcare
Note3:  VFTCR1 is a write-only registers which cannotaccess any of in read-modify-write instruction such as

bit operate, etc.

5 4 3 2 1 0

©002ap) |,

DIGH , | (initial value, 0000 0000)

DIGH

0000 : Outputs GO

0001 : Outputs GX to G1
0010 : Outputs GX to G2
0011 : Outputs GX to G3
0100 : Outputs GX.to G4
0101 : OutputsGX to G5
0110 : Qutputs GX to G6
0111 +Outputs-GX to G7
1000/: Outputs GX to G8
1001 Outputs GX to G9
1010 Outputs GXto G10
1041+ Outputs GX to G11
+100-:_Outputs GXto G12
1101 : Outputs GXto G13
110 : Outputs GXto G14
1111 : Outputs GXto G15

Number of digitsselect
(onhigh side)
GX (low'side)._issetby DIGL

write
only

DIGL

0000 : GO
0001 : G1
0010 : G2
0011 : G3
0100 : G4
0101 : G5
0110 : G6
0111 : G7
1000 : G8

1001
: :| reserved

1111

Number-of digits select
(on lowsside)

Note 1 :
Note 2 :
Note 3 :

If ports used for both digits and segments are used for segments and not for digits.

Even when GO only is used, DIGH and DIGL must be specified.

VFTCR2 is a write-only registers which cannot access any of in read-modify-write instruction such as
bit operate, etc.

Figure 2-54. VFT Control Register 1, 2
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DIG/SEG Select

Port P7 is an 8-bit segment/digit output port which can be configured as either a segment or a digit
in one-bit until under VFT control register (VFTCR3) control.
Port P7 is configured as a segment output if its corresponding VFTCR3 bit/is cleared to “0”, and as a
digit output if it corresponding VFTCR3 bitissetto “1”.

VFT Control Register
VFTcR3 7 6
(002By) |
G0 G
S7 S6

G2 G3 G4 G5
S5 S4 S3 S2

10
| (Initial value ~0000 0000)

G6 G7

St S0

Figure 2-55. VFT Control Register3

VFT Status Register

7
VETSR e e e e ol e e 5
(0029y) : 5 5 5 5 : :

WAIT | display operational status 0 VFI display in operation read
momiter 1> VFTdjsplay operationdisabled only
Figure 2:56. VET Status Register
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(1) Display mode setting

Select digit time using the VFT control register 1 (VFTCR1) and the number of digits and the SEG/DIG
port using VFT control register 2 (VFTCR2) and number of segments pert using port when BLK in

VFTCR1is 1.

Select dimmer time (digit output time) with DIM in VFTCR1.

(2) Display data setting

Data are converted into VFT display data by instructions. The-convertéd data stored in the display
data buffer (addresses OF80 to OF9F in DBR) are automatically transferred to the VFT driver circuit,
then transferred to the high-breakdown voltage output buffer, Thus,te’change the display pattern,
just change the data in the display data buffer.
Bits in the VFT segment (dot) and display data area correspond-one to one. When data-are setto 1,
the segments corresponding to the bits light. The display.data buffer is assigried\to the/’DBR area
shown in Figure 2-57. (The display data buffer can not’be used-as data memory)-

segment

bit 01234567012734567

_______ orso | __orsr . ]
_______ ors2 | [ ores |
_______ 0 _F_8f1_______ ______O_F_8_5_______
_______ orss (| ~ooore7 ]
_______ I N
ok C ] orse //__|
_______ orec_ | ___oreD |
_______ oree | ____orer ]
_______ oro0 /| ____oror ]
_______ o2y | ore3 ]
_______ 0F94) | OF95\|
_______ oo | __cor7 ]
_______ oros | . ore ) |
ora [ (/] o8 _____|
_______ oroc et ]
OF9E OF9F
S0 —.57 8 — S15

digit
GO
G1
G2
G3
G4
G5
G6
G7
G8
G9
G10
G11
G12
G13
G14
G15

Figure 2-57.. VFT Display Data Buffer Memory (DBR)
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2.12.4 Display Operation
Clearing BLK in VFTCR1 to 0 after setting the display mode and storing display data starts VFT display.
Figures 2-58 and 2-59 show the VFT drive waveforms.

Dimmer time
- —_—

G15 | | [
G14 [ ]
G13 [ ]

2 s
sea X X X  Se G X

SR A VN —

tseg [s]

Figure 2-58. VFT Drive Waveform (with 9 Segments and, 15 Digits)

Digit cycles change depending on the numberofdigitsset. (Example:~with Gn-to Gm)

Dimmer time
- e

Gn-1 I I
Gn-2 I I

Gm | |
————y-—-—-

SEG X X X X o __A____ A

46 [s]

‘4— DIM [s] —»L,
—_— -

én = | D toft = tse/161s

|

X X
|

Gn-1

i
1
i
1
i
I
SEG X
|
I

tseg [s]

Figure 2-59. VFT Drive Waveform (with XX Segment and Gn to Gm) and Switchover Time
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2.12.5 Port Function

(1) High-breakdown voltage buffer
To drive fluorescent display tube, clears the port output latch to 0. The portoutput latch isinitialized
to 0 at reset.
Itis recommended that ports P5, P7 and P8 should be used as VFT driver output./Precavtion for using
as general-purpose I/O pins are follows.

@® P7,P8ports
When ports P7, P8 are used as general purpose 1/O pins, the data buffer memory (DBR) which
correspond to the pins as also used as segments shoud be cleadto”0".

When that pins are pulled down to the VKK pin internally (Rk =80 kQ typ. Pin$P87 to-P84 can be
connected pull-down resisters by mask option.) which-using-as,general purpose I/Opin, caution is
required.

(a) Atoutput:
For low-level output, the port pulled down to.the VKK pin becomes VKK pin voltage. Thus, to
prevent VKK pin voltage from being applied to-the external circuit; clamp using a diode as
shown in Figure 2.60 (a).

(b) Atinput:
For external data input, clear thegort output latch to 0.
The input threshold value is the same as those of gther general-purpose 1/0 ports; however, the
port is pulled down to the VKK/pin: Therefore, use a'suffienctly large Rk (typical: 80 kQ).

gVDD VDD
L —>—
R R
Ry Rk
1 WKK /7|; 1 VKK /7|;
~ ~
R1 R1
(a) Atoutput (b) Atinput

Figure 2-60. External Circuit Interface
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INPUT/OUTPUT CIRCUITRY

(1) Control pins
The input/output circuitries of the 87C814/H14/K14/M14 control pins are shown-below.
Please specify either the single-clock mode (oscillation only XIN/XOUT) ‘or the dual-clock mode
(oscillation both XIN/XOUT and XTIN/XTOUT) by a code (NM1 or NM2) as an-.goption for an operating
mode during reset.

CONTROL PIN 110 INPUT/QUTPUT CIRCUITRY and code REMARKS
Osc. enable _)tDD_'_) fe
Resonator,connecting pins
MA (high-frequency)
XIN Input vBD 9 R o 20 R /=1.2MQ  (typ.)
XOouT Output =2 Ro~ =1.5kQ (typ.)
XIN XOUT
NM1 NM 2
XTEN Resonator connecting pins
Osc. enable _)i‘:}_—&—» fs (low-frequency)
XTIN Input | Refer R¢ =6MQ (typ.)
XTOUT Output |10 A =
p bort P2 VDD 5 \/é/f\, VDD Ro =220kQ  (typ.)
RZ Ro
XTIN XTOUT
VDD Sink open drain output
%R”\, Hysteresis input

R
RESET 170 Address-trap-reset @_'W\’ EI Pull-up resister
Watchdog-timer-rese(%:>—| Rin =220kQ  (typ.)
System-clock-reset

R =1kQ (typ.)
_ § R Hysteresis input
STOP/INTS Input
1
P20 < R =1kQ (typ.)
STOP/INTS @,
VDD
R % Pull-down resister
Ry =70kQ typ.
TEST Input <HW EI IN (typ.)
Rin R =1kQ (typ)

Note1 : The TEST pin of the 87PM14 does not have a pull-down resister. Be sure to fix the TEST pin to low.
Note2 : The 87PM14 is placed in the single-clock mode during reset, and the input/output circuitries are the code NMI

type.
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(2)-@® Input/Output Ports

The input/output circuitries of the 87C814/H14/K14/M14 input / output ports are shown below, any

one of the circuitries can be chosen by a code (A, B) as a mask option.

PORT /0 INPUT/OUTPUT CIRCUITRY REMARKS
initial “Hi-z" vDD Tri-state //O
PO
110
P6 disable =< R
R=1kQ (typ.)
1
~
initial “Hi-2" VDD Tri-state /O
Hysteresijs input
P1 /0
disable = R
@ R=1k& (typ)
P20 P21, P22 Sink.open drain output
initial "Hi-z" initial "Hi-ze VPP
P2 /10
—>o— ; | R=1kQ
R
e )
J <
initial "Hi-z" Sink open drain output
P3 I/0 R Hysteresis input
@, R=1kQ (typ.)
initiah Hi-2* VDD
& —{>o< -
Source open drain output
P7 110 D
High-break down voltage
P80 R = 80 k€ (typ.)
to A VK R=1kQ (typ.)
P83 AN : =200 kQ (typ.)
A
initial "Hi-2"\ \ypp initial “Hi-2" Source open drain output
P84 /o —‘>°_| I>° I High-breakdown voltage
to Rk = 80 kQ (typ.)
P87 R R=1kQ (typ.)
I =200 kQ (typ.)
pd /'7; /I VK
~
R1
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